TROL AGENCY

Air Individual Permit
State Permit
14100076-101

Permittee: Northern Metals LLC

Facility name: Northern Metals Recycling - Becker
13196 Hancock St SE
Becker, MN 55308
Sherburne County

Expiration date: Non-expiring Permit
State Permit: June 14, 2018
Permit characteristics: State; Limits to avoid Part 70/ Limits to avoid NSR; Limits to avoid NSR

The emission units, control equipment and emission stacks at the stationary source authorized in this permit are as
described in the submittals listed in the Permit Applications Table.

This permit authorizes the Permittee to operate and construct the stationary source at the address listed above unless
otherwise noted in the permit. The Permittee must comply with all the conditions of the permit. Any changes or
modifications to the stationary source must be performed in compliance with Minn. R. 7007.1150 to 7007.1500. Terms
used in the permit are as defined in the state air pollution control rules unless the term is explicitly defined in the
permit.

Unless otherwise indicated, all the Minnesota rules cited as the origin of the permit terms are incorporated into the
State Implementation Plan (SIP) under 40 CFR § 52.1220 and as such are enforceable by EPA Administrator or citizens
under the Clean Air Act.

Signature: ﬂm él./nxﬁb 5%7,@& W

This document has been electronically signed. fOf the Minnesota Pollution Control Agency
for  Don Smith, P.E., Manager

Air Quality Permits Section

Industrial Division
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Permit issued: June 14, 2018
Permit expires: Non-expiring

1. Permit applications table

Title description

Application receipt date

14100076-101
Page 3 of 62

Action number

State Air Permit Application

08/01/2017

14100076-101

State Air Permit Application —
Supplemental Information

04/13/2018

14100076-101
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Permit issued: June 14, 2018 14100076-101
Permit expires: Non-expiring Page 4 of 62

2. Where to send submittals
Send submittals that are required to be submitted to the U.S. EPA regional office to:

Chief Air Enforcement

Air and Radiation Branch
EPA Region V

77 West Jackson Boulevard
Chicago, lllinois 60604

Each submittal must be postmarked or received by the date specified in the applicable Table. Those submittals
required by Minn. R. 7007.0100 to 7007.1850 must be certified by a responsible official, defined in Minn. R.
7007.0100, subp. 21. Other submittals shall be certified as appropriate if certification is required by an applicable
rule or permit condition.

Send submittals that are required by the Acid Rain Program to:

U.S. Environmental Protection Agency
Clean Air Markets Division

1200 Pennsylvania Avenue NW (6204N)
Washington, D.C. 20460

Send any application for a permit or permit amendment to:

Fiscal Services — 6 Floor

Minnesota Pollution Control Agency
520 Lafayette Road North

St. Paul, Minnesota 55155-4194

Also, where required by an applicable rule or permit condition, send to the Permit Document Coordinator notices of:

Accumulated insignificant activities
Installation of control equipment
Replacement of an emissions unit, and
Changes that contravene a permit term

a0 ocw

Unless another person is identified in the applicable Table, send all other submittals to:

AQ Compliance Tracking Coordinator Or Email a signed and scanned PDF copy to:
Industrial Division submitstacktest.pca@state.mn.us
Minnesota Pollution Control Agency (for submittals related to stack testing)
520 Lafayette Road North AQRoutineReport.PCA@ state.mn.us

St. Paul, Minnesota 55155-4194 (for other compliance submittals)

(See complete email instructions in “Routine Air Report
Instructions Letter” at
http://www.pca.state.mn.us/nwgh472.)
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Permit issued: June 14, 2018 14100076-101
Permit expires: Non-expiring Page 5 of 62

3. Facility description

The Northern Metals Recycling - Becker (facility) is located at 13196 Hancock 5t SE in Becker, MN, Sherburne County,
Minnesota.

Northern Metals Recycling - Becker is a proposed scrap metal recycling facility. The facility proposes to operate a
shredder, a metal recovery plant (MRP), an end-of-life vehicle (ELV) process, and a community metals receiving
center. The main sources of air emissions are the shredder and MRP processes and fugitive dust from paved roads
and material handling. The shredder and MRP process will be enclosed in buildings and controlled by particulate
matter control devices. Fugitive dust will be mitigated by sweeping, watering and other best management practices
laid out in the facility's fugitive dust control plan.
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Permit issued: June 14, 2018
Permit expires: Non-expiring

4. Summary of subject items

S1ID:
Description

Relationshi
p Type

Related SI ID:
Description

TFAC 1:

Si ID:
Description

Relationshi
p Type

14100076-101
Page 6 of 62

Related S ID:
Description

ACTV 1: All 1As

COMG 1: Ferrous
Building Equipment

has
members

EQUI 3, EQUI
4, EQUIL 5,
EQUI 6, EQUI
12, EQUI' 13,
EQUI 14, EQUI
15, EQUI 16,
EQUI 17, EQUI
18, EQUI 15,
EQUI 20, EQUI
23, EQUI 25,
EQUI 91, EQUI

105, EQUI 106,

EQUI 107,
EQUI 108,
EQUI 109,
EQUI 110,
EQUI 111

COMG 2: Metal
Recovery Plant

has
members

EQUI 26, EQUI
27, EQUI 28,
EQUI 29, EQUI
32, EQUI 34,
EQUI 37, EQUI
38, EQUI 39,
EQUI 40, EQUI
43, EQUI 44,
EQUI 46, EQUI
49, EQUI 50,
EQUI 51, EQUI
52, EQUI 53,
EQUI 55, EQUI
56, EQUI 58,
EQUI 60, EQUI
61, EQUI 62,
EQUI 63, EQUI
64, EQUI 65,
EQUI 66, EQUI
67, EQUI 68,
EQUI 68, EQUI
70, EQUI 71,
EQUI 72, EQUI
73, EQUI 74,
EQUI 75, EQUI
76, EQUI 77,
EQUI 78, EQUI
79, EQUI 80,
EQUI 81, EQUI

82, EQUI 83,
EQUI 84, EQUI
85, EQUI 86,
EQUI 87, EQUI
88, EQUI 89,
EQUI 90, EQUI
92, EQUI 93,
EQUI 94, EQUI
95, EQUI 96,
EQUI 97, EQUI
98, EQUI 99,
EQUI 100,
EQuUI 101,
EQUI 102,
EQUI 103,
EQUI 104,
EQUI 105,
EQUI 112,
EQUI 113,
EQUI 114,
EQUI 115,
EQUI 116,
EQUI117,
EQUI 118,
EQUI 119,
EQUI 120,
EQuUI 121,
EQUI 122,
EQUI 123,
EQUI 124,
EQUI 125

COMG 3: Shredder
Control Equipment

has
members

TREA 1, TREA
2, TREA 3

COMG 4: Control
Equipment for Ferrous
Building Equipment

has
members

TREA 2, TREA
3, TREA4

COMG 5: Shredder
Building Equipment

has
members

EQUI 2, EQUI 3

EQUI 2: Shredder

sends to

STRU 19:
Combined
Stack

EQUI 2: Shredder

is
controlled
by

TREA 1:
Cyclone -
Shredder

EQUI 2: Shredder

is
controlled
by

TREA 2: Fabric
Filter -
Shredder

EQUI 2: Shredder

is

TREA 3: Fabric
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

SIID: Relationshi |Related Sl ID:
Description p Type Description
controlled |Filter -
by Shredder
EQUI 2: Shredder is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 3: UMOC sends to STRU 19:
Combined
Stack
EQUI 3: UMO is TREA 1:
controlled |Cyclone -
by Shredder
EQUI 3: UMO is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 3: UMO is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 3: UMO is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 4: Poker Picker sends to STRU 19:
Combined
Stack
EQUI 4: Poker Picker is TREA 2: Fabric
controlled  |Filter -
by Shredder
EQUI 4: Poker Picker is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 4: Poker Picker is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 4: Poker Picker is TREA 8:
controlled | Thermal
by Oxidizer
EQUI 5: Magstand sends to STRU 19:
Combined
Stack
EQUI 5: Magstand is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 5: Magstand is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 5: Magstand is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 5: Magstand is TREA 8:

Page 7 of 62
S1ID: Relationshi |Related SI ID:
Description p Type Description
controlled |Thermal
by Oxidizer
EQUI 6: Z-Box sends to STRU 19:
Combined
Stack
EQUI 6: Z-Box is TREA 2: Fabric
controlled  |Filter -
by Shredder
EQUI 6: Z-Box is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 6: Z-Box is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 6: Z-Box is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 12;: FEC001 sends to STRU 19:
Combined
Stack
EQUI 12: FEC001 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 12: FEC001 is TREA 3: Fabric
controlled  |Filter -
by Shredder
EQUI 12: FECOO01 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 12: FEC001 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 13: FEC002 sends to STRU 19:
Combined
Stack
EQUI 13: FEC002 is TREA 2: Fabric
controlled  |Filter -
by Shredder
EQUI 13: FEC002 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 13: FECO02 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 13: FECO02 is TREA 8:
controlled |Thermal
by Oxidizer
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

SIID: Relationshi |Related Sl ID:
Description p Type Description
EQUI 14: FEC003 sends to STRU 19:
Combined
Stack
EQUI 14: FEC003 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 14: FEC003 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 14: FEC003 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 14: FEC003 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 15: FEC004 sends to STRU 19:
Combined
Stack
EQUI 15: FEC004 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 15: FEC004 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 15: FEC004 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 15: FEC0O04 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 16: FEC005 sends to STRU 19:
Combined
Stack
EQUI 16: FECO05 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 16: FEC005 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 16: FECO05 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 16: FECO05 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 17: FECO06 sends to STRU 19:
Combined

Page 8 of 62
S1ID: Relationshi |Related SI ID:
Description p Type Description
Stack
EQUI 17: FECQ06 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 17: FEC006 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 17: FECO06 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 17: FECO06 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 18: FEC007 sends to STRU 19:
Combined
Stack
EQUI 18: FEC007 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 18: FEC007 is TREA 3: Fabric
controlled  |Filter -
by Shredder
EQUI 18: FEC007 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 18: FEC007 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 19: FEC008 sends to STRU 19:
Combined
Stack
EQUI 19: FEC008 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 19: FEC008 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 19: FECO08 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 19: FECO08 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 20: FEC009
EQUI 23: FECO10 sends to STRU 19:
Combined
Stack
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

SIID: Relationshi |Related Sl ID:
Description p Type Description
EQUI 23: FECO10 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 23: FECO10 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 23: FEC010 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 23: FEC010 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 25: FEC0O14 sends to STRU 19:
Combined
Stack
EQUI 25: FEC014 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 25: FEC014 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 25: FEC0O14 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 25: FEC0O14 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 26: Creep Feeder sends to STRU 19:
Combined
Stack
EQUI 26: Creep Feeder |is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 27: Tumbleback sends to STRU 19:
Combined
Stack
EQUI 27: Tumbleback is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 28: Screen #1 sends to STRU 19:
Combined
Stack
EQUI 28: Screen #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 29: Trommel sends to STRU 19:
Combined
Stack

Page 9 of 62
S1ID: Relationshi |Related SI ID:
Description p Type Description
EQUI 29: Trommel is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 32: SMB #1 sends to STRU 19:
Combined
Stack
EQUI 32: SMB #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 34: SMB #2 sends to STRU 19:
Combined
Stack
EQUI 34: SMB #2 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 37: ECS #3 sends to STRU 19:
Combined
Stack
EQUI 37: ECS#3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 38: Feeder #2 sends to STRU 19:
Combined
Stack
EQUI 38: Feeder #2 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 39: Finder #1 sends to STRU 19:
Combined
Stack
EQUI 39: Finder #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 40: Sifter #1 sends to STRU 19:
Combined
Stack
EQUI 40: Sifter #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 43: ECS #4 sends to STRU 19:
Combined
Stack
EQUI 43: ECS #4 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 44: Finder #2 sends to STRU 19:
Combined
Stack
EQUI 44: Finder #2 is TREA 7: Fabric
controlled |Filter - MRP
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

Page 10 of 62

SIID: Relationshi |Related Sl ID:
Description p Type Description
by
EQUI 46: FE Separator  |sends to STRU 19:
#2 Combined
Stack
EQUI 46: FE Separator  |is TREA 7: Fabric
#2 controlled |Filter - MRP
by
EQUI 49: Finder #3 sends to STRU 19:
Combined
Stack
EQUI 49: Finder #3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 50: Sifter #3 sends to STRU 19:
Combined
Stack
EQUI 50: Sifter #3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 51: FE Separator  sends to STRU 19:
#3 Combined
Stack
EQUI 51: FE Separator  |is TREA 7: Fabric
#3 controlled |Filter - MRP
by
EQUI 52: Feeder #4 sends to STRU 19:
Combined
Stack
EQUI 52: Feeder #4 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 53: ECS #6 sends to STRU 19:
Combined
Stack
EQUI 53: ECS #6 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 55: Sifter #4 sends to STRU 19:
Combined
Stack
EQUI 55: Sifter #4 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 56: FE Separator  sends to STRU 19:
#4 Combined
Stack
EQUI 56: FE Separator  |is TREA 7: Fabric
#4 controlled |Filter - MRP
by
EQUI 59: NFCOO1 sends to STRU 19:

S1ID: Relationshi |Related SI ID:
Description p Type Description
Combined
Stack
EQUI 59: NFCOO1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 60: NFC002 sends to STRU 19:
Combined
Stack
EQUI 60: NFC0O02 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 61: NFC003 sends to STRU 19:
Combined
Stack
EQUI 61: NFC0OQ3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 62: NFC004 sends to STRU 18:
Combined
Stack
EQUI 62: NFC0O04 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 63: NFC005 sends to STRU 19:
Combined
Stack
EQUI 63: NFCOO5 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 64: NFC006 sends to STRU 19:
Combined
Stack
EQUI 64: NFCO06 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 65: NFC007 sends to STRU 19:
Combined
Stack
EQUI 65: NFCOQ7 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 66: NFC008 sends to STRU 19:
Combined
Stack
EQUI 66: NFCOQ8 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 67: NFC009 sends to STRU 19:
Combined
Stack

ED_013190A_00000278-00010



Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

Page 11 of 62

SIID: Relationshi |Related Sl ID:
Description p Type Description
EQUI 67: NFCOQ9 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 68: NFC010 sends to STRU 18:
Combined
Stack
EQUI 68: NFCO10 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 69: NFC011 sends to STRU 19:
Combined
Stack
EQUI 69: NFCO11 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 70: NFC012 sends to STRU 19:
Combined
Stack
EQUI 70: NFCO12 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 71: NFC013 sends to STRU 19:
Combined
Stack
EQUI 71: NFCO13 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 72: NFCO14 sends to STRU 19:
Combined
Stack
EQUI 72: NFCO14 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 73: NFC015 sends to STRU 18:
Combined
Stack
EQUI 73: NFCO15 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 74: NFCO16 sends to STRU 19:
Combined
Stack
EQUI 74: NFCO16 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 75: NFC017 sends to STRU 19:
Combined
Stack
EQUI 75: NFCO17 is TREA 7: Fabric
controlled |Filter - MRP

S1ID: Relationshi |Related SI ID:
Description p Type Description
by
EQUI 76: NFC018 sends to STRU 19:
Combined
Stack
EQUI 76: NFCO18 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 77: NFC019 sends to STRU 19:
Combined
Stack
EQUI 77: NFCO19 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 78: NFC020 sends to STRU 18:
Combined
Stack
EQUI 78: NFCO20 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 79: NFC021 sends to STRU 19:
Combined
Stack
EQUI 79: NFCO21 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 80: NFC022 sends to STRU 19:
Combined
Stack
EQUI 80: NFC022 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 81: NFC023 sends to STRU 19:
Combined
Stack
EQUI 81: NFC023 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 82: NFC024 sends to STRU 19:
Combined
Stack
EQUI 82: NFCO24 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 83: NFC025 sends to STRU 18:
Combined
Stack
EQUI 83: NFC025 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 84: NFC026 sends to STRU 19:
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

Page 12 of 62

SIID: Relationshi |Related Sl ID:
Description p Type Description
Combined
Stack
EQUI 84: NFCO26 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 85: NFC027 sends to STRU 19:
Combined
Stack
EQUI 85: NFC027 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 86: NFC028 sends to STRU 19:
Combined
Stack
EQUI 86: NFC028 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 87: NFC029 sends to STRU 19:
Combined
Stack
EQUI 87: NFC029 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 88: NFC030 sends to STRU 19:
Combined
Stack
EQUI 88: NFC0O30 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 89: NFC031 sends to STRU 18:
Combined
Stack
EQUI 89: NFC031 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 90: NFC032 sends to STRU 19:
Combined
Stack
EQUI 90: NFC032 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 91: Magstand sends to STRU 19:
Combined
Stack
EQUI 91: Magstand is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 91: Magstand is TREA 3: Fabric
controlled |Filter -
by Shredder

S1ID: Relationshi |Related SI ID:
Description p Type Description
EQUI 91: Magstand is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 92: Screen #2 sends to STRU 19:
Combined
Stack
EQUI 92: Screen #2 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 93: ECS #1 sends to STRU 19:
Combined
Stack
EQUI 93: ECS #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 94: FE Separator  sends to STRU 19:
#1 Combined
Stack
EQUI 94: FE Separator  |is TREA 7: Fabric
#1 controlled |Filter - MRP
by
EQUI 95: Sifter #2 sends to STRU 19:
Combined
Stack
EQUI 95: Sifter #2 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 96: ECS #5 sends to STRU 19:
Combined
Stack
EQUI 96; ECS #5 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 97: Finder #4 sends to STRU 19:
Combined
Stack
EQUI 97: Finder #4 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 98: ECS #7 sends to STRU 19:
Combined
Stack
EQUI 98: ECS #7 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 99: ECS #2 sends to STRU 19:
Combined
Stack
EQUI 99: ECS #2 is TREA 7: Fabric
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Permit Issued: June 14, 2018
Permit Expires: Non-expiring

14100076-101

Page 13 of 62

SIID: Relationshi |Related Sl ID:
Description p Type Description
controlled |Filter - MRP
by
EQUI 100: Screen #3 sends to STRU 19:
Combined
Stack
EQUI 100: Screen #3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 101: Feeder #1 sends to STRU 19:
Combined
Stack
EQUI 101: Feeder #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 102: Feeder #3 sends to STRU 19:
Combined
Stack
EQUI 102: Feeder #3 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 103: Feeder #8 sends to STRU 19:
Combined
Stack
EQUI 103: Feeder #8 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 104: Feeder #5 sends to STRU 19:
Combined
Stack
EQUI 104: Feeder #5 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 105: FECO15 sends to STRU 19:
Combined
Stack
EQUI 105: FECO15 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 105: FECO15 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 105: FECO15 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 105: FECO15 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 106: FECO16 sends to STRU 19:
Combined

S1ID: Relationshi |Related SI ID:
Description p Type Description
Stack
EQUI 106: FECO16 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 106: FECO16 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 106: FECO16 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 106: FECO16 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 107: FECO17 sends to STRU 19:
Combined
Stack
EQUI 107: FEC017 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 107: FECO17 is TREA 3: Fabric
controlled  |Filter -
by Shredder
EQUI 107: FEC017 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 107: FEC017 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 108: FEC018 sends to STRU 19:
Combined
Stack
EQUI 108: FEC018 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 108: FEC018 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 108: FEC018 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 108: FEC018 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 109: FEC019 sends to STRU 19:
Combined
Stack

EQUI 109: FEC019

TREA 2: Fabric
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SIID: Relationshi |Related Sl ID:
Description p Type Description
controlled |Filter -
by Shredder
EQUI 109: FEC019 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 109: FEC019 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 109: FEC019 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 110: FEC020 sends to STRU 19:
Combined
Stack
EQUI 110: FEC020 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 110: FEC020 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 110: FEC020 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 110: FEC020 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 111: FECO21 sends to STRU 19:
Combined
Stack
EQUI 111: FEC021 is TREA 2: Fabric
controlled |Filter -
by Shredder
EQUI 111: FEC021 is TREA 3: Fabric
controlled |Filter -
by Shredder
EQUI 111: FEC021 is TREA 4:
controlled |Cyclone -
by Cascade
Cleaning
EQUI 111: FEC021 is TREA 8:
controlled |Thermal
by Oxidizer
EQUI 112: NFCO33 sends to STRU 19:
Combined
Stack
EQUI 112: NFC033 is TREA 7: Fabric
controlled |Filter - MRP
by

S1ID: Relationshi |Related SI ID:
Description p Type Description
EQUI 113: NFC034 sends to STRU 19:
Combined
Stack
EQUI 113: NFC034 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 114: NFC035 sends to STRU 19:
Combined
Stack
EQUI 114: NFC035 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 115: NFC036 sends to STRU 19:
Combined
Stack
EQUI 115: NFCO36 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 116: NFC037 sends to STRU 19:
Combined
Stack
EQUI 116: NFC037 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 117: NFC038 sends to STRU 19:
Combined
Stack
EQUI 117: NFC038 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 118: NFC039 sends to STRU 18:
Combined
Stack
EQUI 118: NFC039 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 119: NFC040 sends to STRU 19:
Combined
Stack
EQUI 119: NFC040 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 120: Feeder #6 sends to STRU 19:
Combined
Stack
EQUI 120: Feeder #6 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 121: Feeder #7 sends to STRU 19:
Combined
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S1iD: Relationshi |Related Si ID:
Description p Type Description
Building

STRU 12: Waste Fluff

Storage

STRU 13: Office Building

STRU 14: Shredded Clips
Storage

STRU 16: Ferrous
Building

STRU 17: Feeder Yard
Building

STRU 18: End of Vehicle
Life Building

STRU 19: Combined
Stack

STRU 20: Shredder
Control Equipment
Building - Downstream
Ferrous

STRU 21: Shredder
Maintenance Building

STRU 22: Maintenance

SIID: Relationshi |Related Sl ID:
Description p Type Description
Stack
EQUI 121: Feeder #7 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 122: Finder #5 sends to STRU 19:
Combined
Stack
EQUI 122: Finder #5 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 123: Finder #6 sends to STRU 19:
Combined
Stack
EQUI 123: Finder #6 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 124: Sensor #1 sends to STRU 19:
Combined
Stack
EQUI 124: Sensor #1 is TREA 7: Fabric
controlled |Filter - MRP
by
EQUI 125: NFC041 sends to STRU 19:
Combined
Stack
EQUI 125: NFC0O41 is TREA 7: Fabric
controlled |Filter - MRP
by

FUGI 140: Truck Traffic -
Paved Roads

FUGI 141: Waste Fluff
Handling

FUGI 142; Ferrous
Product Handling

STRU 5: Motor Control
and Operator Facility

STRU 6: Shredder
Building

STRU 7: Shredder
Control Equipment
Building

STRU 8: Employee
Locker Room

Building
TREA 1: Cyclone - is TREA 2: Fabric
Shredder controlled |Filter -

in series by |Shredder
TREA 1: Cyclone - is TREA 3: Fabric
Shredder controlled |Filter -

in series by |Shredder
TREA 1: Cyclone - is TREA 8:
Shredder controlled |Thermal

in series by |Oxidizer
TREA 2: Fabric Filter -
Shredder
TREA 3: Fabric Filter -
Shredder
TREA 4: Cyclone - is TREA 2: Fabric
Cascade Cleaning controlled |Filter -

in series by |Shredder
TREA 4: Cyclone - is TREA 3: Fabric
Cascade Cleaning controlled |Filter -

in series by |Shredder

STRU 10: MRP Building

TREA 7: Fabric Filter -
MRP

STRU 11: MRP Baghouse

TREA 8: Thermal
Oxidizer
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TFAC1

5.1.1 The Permittee shall follow the requirements and recordkeeping in
the Feedstock Control Plan contained in Appendix C of the permit.

The Permittee shall update the Feedstock Control Plan to address
any of the following:

1. new regulations that affect the control of feedstock;

2. the removal or segregation of hazardous material(s) from new
scrap stream(s);

3. initial and periodic employee training for identification and
removal or segregation of hazardous material(s) from new scrap
stream(s); or

4. supplier education on new regulations or restrictions on new
scrap streams.

New scrap streams are scrap streams that contain either 1. new
products not identified in the Permittee’s current Feedstock Control
Plan and that contain hazardous materials or 2. existing products
that may or may not be identified in the Permittee's current
Feedstock Control Plan and to which a change in product design has
added hazardous materials to the product.

Hazardous Materials are electronic waste, refrigerants, all items
identified in Appendix A to the Feedstock Control Plan
"Unacceptable Materials List", and any material that becomes
unacceptable or hazardous due to a change in regulations.

The Permittee shall update the Feedstock Control Plan and, as
applicable, all written materials for training of employees, for
reference by employees, and for education of suppliers prior to
accepting any new scrap streams or prior to the effective date of
any new regulation that affects the control of feedstock. The
Permittee shall train applicable employees on identification and
removal or segregation of hazardous material(s) from new scrap
streams prior to accepting new scrap streams.

An updated Feedstock Control Plan that addresses new regulations
or new scrap streams as described above and does not change
existing Feedstock Control Plan requirements supersedes the
Feedstock Control Plan in Appendix C of this permit. If the
Permittee wishes to revise any of the Feedstock Control Plan
requirements in effect upon issuance of the permit, the Permittee
shall apply for a permit amendment as applicable.

The Permittee shall maintain the current version of the Feedstock
Control Plan on-site. The Permittee shall retain the records
required by the Feedstock Control Plan on-site for a period of 5
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Subject ltem Sec.Sl.Reqt Sl des:Sl desc Requirement & Citation
years from the creation of the record.

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subp. 2(B), Minn. R. 7007.0800, subp. 4,
Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07,
subd. 9]

5.1.2 Permit Appendices: This permit contains appendices as listed in the
permit Table of Contents. The Permittee shall comply with all
requirements contained in Appendices:

Appendix A: Insignificant Activities and General Applicable
Requirements

Appendix B: Fugitive Dust Control Plan

Appendix C: Feedstock Control Plan

Appendix D: Criteria Air Dispersion Modeling Parameters (included
for reference only as described elsewhere in this permit.)

Appendix E: Air Toxics Modeling Parameters (included for reference
only as described elsewhere in this permit.)

Appendix F: list of Sis that the Permittee is authorized to construct
and operate under permit 14100079-101. [Minn. R. 7007.0800,
subp. 2]

5.1.3 PERMIT SHIELD: Subject to the limitations in Minn. R. 7007.1800,
compliance with the conditions of this permit shall be deemed
compliance with the specific provision of the applicable
requirement identified in the permit as the basis of each condition.
Subject to the limitations of Minn. R. 7007.1800 and 7017.0100,
subp. 2, notwithstanding the conditions of this permit specifying
compliance practices for applicable requirements, any person
{including the Permittee) may also use other credible evidence to
establish compliance or noncompliance with applicable
requirements.

This permit shall not alter or affect the liability of the Permittee for
any violation of applicable requirements prior to or at the time of
permit issuance. [Minn. R. 7007.1800, (A){2}]

514 Comply with Fugitive Emission Control Plan: The Permittee shall
follow the actions and recordkeeping specified in the fugitive dust
control plan in Appendix B of this permit. If the Commissioner
determines the Permittee is out of compliance with Minn. R.
7011.0150 or the fugitive control plan, then the Permittee may be
required to amend the control plan and/or to install and operate
particulate matter ambient monitors as requested by the
Commissioner. [Findings of EAW, 2018, Minn. R. 7007.0100, Minn.
R. 7007.0100, subps. 7{A), 7(L), & 7(M}, Minn. R. 7007.0800, subps.
1-2, Minn. R. 7009.0010-7009.0090, Minn. R. 7009.0020, Minn. R.
7011.0150, Minn. R. ch. 4410, Minn. Stat. 116.07, subds.4a&9]

5.15 Circumvention: Do not install or use a device or means that
conceals or dilutes emissions, which would otherwise violate a
federal or state air pollution control rule, without reducing the total
amount of pollutant emitted. [Minn. R. 7011.0020]

ED_013190A_00000278-00017



Permit Issued: June 14, 2018 14100076-101

Permit Expires: Non-expiring Page 18 of 62
Subject ltem Sec.Sl.Reqt Sl des:Sl desc Requirement & Citation
5.1.6 Air Pollution Control Equipment: Operate all pollution control

equipment whenever the corresponding process equipment and
emission units are operated. [Minn. R. 7007.0800, subp. 16(J),
Minn. R. 7007.0800, subp. 2]

5.1.7 Operation and Maintenance Plan: Retain at the stationary source an
operation and maintenance plan for all air poliution control
equipment. At a minimum, the O & M plan shall identify all air
pollution control equipment and control practices and shall include
a preventative maintenance program for the equipment and
practices, a description of {the minimum but not necessarily the
only) corrective actions to be taken to restore the equipment and
practices to proper operation to meet applicable permit conditions,
a description of the employee training program for proper
operation and maintenance of the control equipment and practices,
and the records kept to demonstrate plan implementation. [Minn.
R. 7007.0800, subp. 14, Minn. R. 7007.0800, subp. 16(J)]

5.1.8 Operation Changes: In any shutdown, breakdown, or deviation the
Permittee shall immediately take all practical steps to modify
operations to reduce the emission of any regulated air pollutant.
The Commissioner may require feasible and practical modifications
in the operation to reduce emissions of air pollutants. No emissions
units that have an unreasonable shutdown or breakdown frequency
of process or control equipment shall be permitted to operate.
[Minn. R. 7019.1000, subp. 4]

5.1.9 Fugitive Emissions: Do not cause or permit the handling, use,
transporting, or storage of any material in a manner which may
allow avoidable amounts of particulate matter to become airborne.
Comply with all other requirements listed in Minn. R. 7011.0150.
[Minn. R. 7011.0150]

5.1.10 Noise: The Permittee shall comply with the noise standards set
forth in Minn. R. 7030.0010 to 7030.0080 at all times during the
operation of any emission units. This is a state only requirement
and is not enforceable by the EPA Administrator or citizens under
the Clean Air Act. [Minn. R. 7030.0010-7030.0080]

5.1.11 Inspections: The Permittee shall comply with the inspection
procedures and requirements as found in Minn. R. 7007.0800, subp.
9{A). [Minn. R. 7007.0800, subp. 9(A)]

5.1.12 The Permittee shall comply with the General Conditions listed in
Minn. R. 7007.0800, subp. 16. [Minn. R. 7007.0800, subp. 16]

5.1.13 Performance Testing: Conduct all performance tests in accordance
with Minn. R. ch. 7017 unless otherwise noted in this permit. [Minn.
R. ch. 7017]

5.1.14 Performance Test Notifications and Submittals:

Performance Test Notification and Plan: due 30 days before each
Performance Test

Performance Test Pre-test Meeting: due 7 days before each
Performance Test

Performance Test Report: due 45 days after each Performance Test
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The Notification, Test Plan, and Test Report must be submitted in a
format specified by the commissioner. [Minn. R. 7017.2017, Minn.
R. 7017.2030, subps. 1-4, Minn. R. 7017.2035, subps. 1-2]

5.1.15 Limits set as a result of a performance test (conducted before or
after permit issuance) apply until superseded as stated in the
MPCA's Notice of Compliance letter granting preliminary approval.
Preliminary approval is based on formal review of a subsequent
performance test on the same unit as specified by Minn. R.
7017.2025, subp. 3. The limit is final upon issuance of a permit
amendment incorporating the change. [Minn. R. 7017.2025, subp.
3]

5.1.16 Monitoring Equipment Calibration - The Permittee shall either:

1. Calibrate or replace required monitoring equipment every 12
months; or

2. Calibrate at the frequency stated in the manufacturer's
specifications.

For each monitor, the Permittee shall maintain a record of all
calibrations, including the date conducted, and any corrective
action that resulted. The Permittee shall include the calibration
frequencies, procedures, and manufacturer's specifications (if
applicable) in the Operations and Maintenance Plan. Any
requirements applying to continuous emission monitors are listed
separately in this permit. [Minn. R. 7007.0800, subp. 4(D)]

5.1.17 Operation of Monitoring Equipment: Unless noted elsewhere in this
permit, monitoring a process or control equipment connected to
that process is not necessary during periods when the process is
shutdown, or during checks of the monitoring systems, such as
calibration checks and zero and span adjustments. If monitoring
records are required, they should reflect any such periods of
process shutdown or checks of the monitoring system. [Minn. R.
7007.0800, subp. 4(D}]

5.1.18 Recordkeeping: Retain all records at the stationary source, unless
otherwise specified within this permit, for a period of five (5) years
from the date of monitoring, sample, measurement, or report.
Records which must be retained at this location include all
calibration and maintenance records, all original recordings for
continuous monitoring instrumentation, and copies of all reports
required by the permit. Records must conform to the requirements
listed in Minn. R. 7007.0800, subp. 5(A). [Minn. R. 7007.0800, subp.
5(6)]

5.1.19 Recordkeeping: Maintain records describing any insignificant
modifications (as required by Minn. R. 7007.1250, subp. 3) or
changes contravening permit terms (as required by Minn. R.
7007.1350, subp. 2}, including records of the emissions resulting
from those changes. [Minn. R. 7007.0800, subp. 5(B)]

5.1.20 If the Permittee determines that no permit amendment or
notification is required prior to making a change, the Permittee
must retain records of all calculations required under Minn. R.
7007.1200. For non-expiring permits, these records shall be kept for
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a period of five years from the date that the change was made. The
records shall be kept at the stationary source for the current
calendar year of operation and may be kept at the stationary source
or office of the stationary source for all other years. The records
may be maintained in either electronic or paper format. [Minn. R.
7007.1200, subp. 4]

5.1.21

Shutdown Notifications: Notify the Commissioner at least 24 hours
in advance of a planned shutdown of any control equipment or
process equipment if the shutdown would cause any increase in the
emissions of any regulated air pollutant. If the owner or operator
does not have advance knowledge of the shutdown, notification
shall be made to the Commissioner as soon as possible after the
shutdown. However, notification is not required in the
circumstances outlined in ltems A, B and C of Minn. R. 7019.1000,
subp. 3.

At the time of notification, the owner or operator shall inform the
Commissioner of the cause of the shutdown and the estimated
duration. The owner or operator shall notify the Commissioner
when the shutdown is over. [Minn. R. 7019.1000, subp. 3]

5.1.22

Breakdown Notifications: Notify the Commissioner within 24 hours
of a breakdown of more than one hour duration of any control
equipment or process equipment if the breakdown causes any
increase in the emissions of any regulated air pollutant. The 24-
hour time period starts when the breakdown was discovered or
reasonably should have been discovered by the owner or operator.
However, notification is not required in the circumstances outlined
in ltems A, B and C of Minn. R. 7019.1000, subp. 2.

At the time of notification or as soon as possible thereafter, the
owner or operator shall inform the Commissioner of the cause of
the breakdown and the estimated duration. The owner or operator
shall notify the Commissioner when the breakdown is over. [Minn.
R. 7019.1000, subp. 2]

5.1.23

Notification of Deviations Endangering Human Health or the
Environment: As soon as possible after discovery, notify the
Commissioner or the state duty officer, either orally or by facsimile,
of any deviation from permit conditions which could endanger
human health or the environment. [Minn. R. 7019.1000, subp. 1]

5.1.24

Notification of Deviations Endangering Human Health or the
Environment Report: Within 2 working days of discovery, notify the
Commissioner in writing of any deviation from permit conditions
which could endanger human health or the environment. Include
the following information in this written description:

1. the cause of the deviation;

2. the exact dates of the period of the deviation, if the deviation has
been corrected;

3. whether or not the deviation has been corrected;

4, the anticipated time by which the deviation is expected to be
corrected, if not yet corrected; and

5. steps taken or planned to reduce, eliminate, and prevent
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reoccurrence of the deviation. [Minn. R. 7019.1000, subp. 1]

5.1.25

Application for Permit Amendment: If a permit amendment is
needed, submit an application in accordance with the requirements
of Minn. R. 7007.1150 through Minn. R. 7007.1500. Submittal dates
vary, depending on the type of amendment needed.

Upon adoption of a new or amended federal applicable
requirement, and if there are 3 or more years remaining in the
permit term, the Permittee shall file an application for an
amendment within nine months of promulgation of the applicable
requirement, pursuant to Minn. R. 7007.0400, subp. 3. [Minn. R.
7007.0400, subp. 3, Minn. R. 7007.1150 - 7007.1500]

5.1.26

Extension Requests: The Permittee may apply for an Administrative
Amendment to extend a deadline in a permit by no more than 120
days, provided the proposed deadline extension meets the
requirements of Minn. R. 7007.1400, subp. 1(H). Performance
testing deadlines from the General Provisions of 40 CFR pt. 60 and
pt. 63 are examples of deadlines for which the MPCA does not have
authority to grant extensions and therefore do not meet the
requirements of Minn. R. 7007.1400, subp. 1(H). [Minn. R.
7007.1400, subp. 1{H)]

5.1.27

Emission Inventory Report: due on or before April 1 of each
calendar year following permit issuance. Submit in a format
specified by the Commissioner. [Minn. R. 7019.3000-7019.3100]

5.1.28

Emission Fees: due 30 days after receipt of an MPCA bill. [Minn. R.
7002.0005-7002.0095]

5.1.29

Modeled Parameters for PM10, PM2.5, CO, NOx, SO2, and Air
Toxics: The parameters used in PM10, PM2.5, CO, NOx, and SO2 SIL
modeling are listed in Appendix D of this permit. The parameters
used in the air toxics modeling are listed in Appendix E. The
parameters describe the operation of the facility at maximum
permitted capacity. The purpose of listing the parameters in the
appendix is to provide a benchmark for future changes. [Minn. R.
7007.0100, subp. 7(A), 7(L), & 7(M), Minn. R. 7007.0800, subp. 4,
Minn. R. 7007.0800, subps. 1-2, Minn. R. 7009.0010-7009.0090,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]

5.1.30

This permit establishes limits on the facility to keep it a minor
source under the New Source Review and NESHAP standards. The
Permittee cannot make any change at the source that would make
the source a major source under the New Source Review and
NESHAP programs until a permit amendment has been issued. This
includes changes that might otherwise qualify as insignificant
modifications and minor or moderate amendments. [Title |
Condition: Avoid major modification under 40 CFR 52.21(b}(2) and
Minn. R. 7007.3000, Title | Condition: Avoid major source under 40
CFR 52.21({b){1)}{(i}) and Minn. R. 7007.3000]

5.1.31

Equipment Labeling: The Permittee shall permanently affix a unique
number to each emissions unit for tracking purposes. The numbers
shall correlate the unit to the appropriate Subject Item numbers
used in this permit. The number can be affixed by placard, stencil,
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or other means. The number shall be maintained so that it is
readable and visible at all times from a safe distance. If equipment
is added, it shall be given a new unigue number; numbers from
replaced or removed equipment shall not be reused. [Minn. R.
7007.0800, subp. 2]

5.1.32 Equipment Inventory: The Permittee shall maintain a written list of
all emissions units and control equipment on site. The Permittee
shall update the list to include any replaced, modified, or new
equipment prior to making the change.

The list shall correlate the units to the Subject ltem numbers used
in this permit and shall include the data on GI-04, GI-05B, GI-05C,
and GI-05F. The date of construction shall be the date the change
was made for replaced, modified, or new equipment. [Minn. R.
7007.0800, subp. 2]

5.1.33 The Permittee is authorized to construct and operate all Sls listed
and defined in Appendix F of the permit. The Permittee shall
commence construction within 18 months of permit issuance. The
units shall meet the requirements of this permit. [Minn. R.
7007.0800, subp. 2]

COMG 1 Ferrous Building
Equipment
5.2.1 Opacity <= 20 percent opacity. This limit applies individually to
each piece of equipment in COMG 1. [Minn. R. 7011.0715, subp.
1(B)]
5.2.2 Particulate Matter <= 0.30 grains per dry standard cubic foot of

exhaust gas unless required to further reduce emissions to comply
with the less stringent limit of either Minn. R. 7011.0730 or Minn. R.
7011.0735. This limit applies individually to each piece of
equipment in COMG 1. [Minn. R. 7011.0715, subp. 1(A)]

5.2.3 The Permittee shall limit the ferrous building (COMG 1) operating
Hours <= 3744 hours per year 12-month rolling sum to be
calculated by the 15th day of each month for the previous 12-
month period as described later in this permit.

Until the Permittee has 12 months of data the hours of operation
limit for each month is described below.

P=3744/12*n

P = The hours of operation limit for month n

n = number of months in operation. [Findings of EAW, 2018, Minn.
R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R.
7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2(B}, Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn, Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9]

52.4 Daily Recordkeeping. On each day of operation, the Permittee shall
record and maintain a record of the hours of operation of the
ferrous building (COMG 1). This shall be based on written or
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electronic logs. [Findings of EAW, 2018, Minn. R. 7007.0100, subp.
7(A), Minn. R. 7007.0100, subp. 7(L}), Minn. R. 7007.0100, subp.
7(M), Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9]

5.2.5 Monthly Recordkeeping.

By the 15th of the month, the Permittee shall calculate and record
the following:

1) The total hours of operation for the previous calendar month
using the daily records; and

2) The 12-month rolling sum hours of operation for the previous 12-
month period by summing the monthly hours of operation for the
previous 12 months. If the Permittee has less than 12 months of
data, the Permittee shall sum the monthly hours of operation for all
previous months of operation. [Minn. R. 7007.0800, subps. 4-5]

5.2.6 The Permittee shall vent emissions from each piece of equipment in
COMG 1 to control equipment in series meeting the requirements
of TREAs 2, 3, 4, and 8 and COMG 4 and that vents to STRU 19
whenever any piece of equipment in COMG 1 operates.

Equipment in COMG 1 includes each new, modified, or replaced
pieces of equipment added to COMG 1. [Findings of EAW, 2018,
Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L),
Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2,
Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){1)(i}) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.2.7 The Permittee shall vent emissions from cleaning of the ferrous
building and cleaning of the ferrous building equipment to control
equipment in series meeting the requirements of TREAs 2, 3, 4, and
8 and COMG 4 and that vents to STRU 19.

The Permittee is not required to vent to control equipment when
cleaning the control equipment. [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7{L}, Minn. R.
7007.0100, subp. 7(M)}, Minn. R. 7007.0800, subps. 1-2, Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b){1)(i}) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.2.8 The Permittee shall maintain the ferrous building as a total
enclosure, as described below, during operation of any piece of
equipment in COMG 1, during cleaning of the ferrous building, and
for at least 15 minutes after operation or cleaning ceases unless
and emergency requires the ferrous building to be opened.

For the ferrous building to qualify as a total enclosure the following
conditions must be met:
1) The openings for conveyor EQUI 23 (conveyor from the ferrous
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building to the ferrous pile), EQUI 3 (conveyor to the ferrous
building from the shredder building), and EQUI 105 (conveyor from
the ferrous building to the metal recovery plant) shall be covered by
a plastic strip curtains or a similar barrier;

2) all other openings in the ferrous building shall either be closed or
vented to control equipment in series meeting the requirements of
TREAs 2, 3, 4, 8 and GOMG 4 as described in this permit; and

3) EQUI 3 (conveyor from the shredder building to the ferrous
building) and EQUI 105 (conveyor from the ferrous building to the
metal recovery plant) shall be covered.

If the Permittee replaces EQUIs 3, 23, or 105, the replacement
conveyor shall comply with the requirements above for the
conveyor it replaces. [Findings of EAW, 2018, Minn. R. 7007.0100,
subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100,
subp. 7(M}, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b)(1){i) and Minn. R. 7007.3000, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.2.9

On each operating day, prior to start up of any equipment in COMG
1, the Permittee shall inspect all openings in the ferrous building
not vented to control equipment or leading to or from conveyors to
ensure that they are closed. The Permittee shall maintain records
of each inspection. [Findings of EAW, 2018, Minn. R. 7007.0100,
subp. 7{A), Minn. R. 7007.0100, subp. 7(L}, Minn. R. 7007.0100,
subp. 7(M), Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7009.0010-
0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat.
116.07, subd. 9, Title | Condition: Avoid major source under 40 CFR
52.21(b){1){i) and Minn. R. 7007.3000, To avoid major source under
40 CFR 70.2 & Minn. R. 7007.0200]

5.2.10

The Permittee shall posts signs at all openings of the ferrous
building that are not vented to control equipment of leading to or
from a conveyor indicating that except during emergencies,
openings must be closed during operation, cleaning, and at least 15
minutes after cleaning or operation ceases. [Minn. R. 7007.0800,
subp. 2(A), Minn. R. 7007.0800, subp. 4]

5.2.11

If a building opening must be opened during operation or cleaning
for an event such as an emergency, the Permittee shall maintain a
record of the cause of the event, its duration, and any corrective
action taken. [Minn. R. 7007.0800, subp. 2(A), Minn. R. 7007.0800,
subp. 4, Minn. R. 7007.0800, subp. 5]

5.2.12

On a monthly basis, the Permittee shall inspect the doors, windows,
or other barriers on the outside of the ferrous building for damage
which would result in particulate emissions escaping the building.
The Permittee shall repair the damage as soon as possible, but no
later than two weeks after identification. The Permittee shall
maintain records of the monthly inspections, and if repair is
required, a record of the type of repair needed, the schedule for
completion of such repair, and the date that the repair was started
and completed. [Minn. R. 7007.0800, subp. 2(A), Minn. R.
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7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]
5.2.13 If the Permittee replaces any existing particulate-emitting ferrous

processing equipment in the ferrous building (COMG 1), adds new
particulate-emitting ferrous processing equipment to COMG 1, or
modifies the existing equipment in COMG 1, such equipment is
subject to all of the requirements of COMG 1. A permit amendment
will still be needed regardless of the emissions increase if the
change will be subject to a new applicable requirement or requires
revisions to the limits or monitoring and recordkeeping in this
permit. Prior to making such a change, the Permittee shall apply for
and obtain the appropriate permit amendment, as applicable.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R.
7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7{M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R.
ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9,
Title | Condition: Avoid major source under 40 CFR 52.21(b)}{2)(i)
and Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2
& Minn. R. 7007.0200]

COMG 2 Metal Recovery
Plant
53.1 Opacity <= 20 percent opacity. This limit applies individually to
each piece of equipment in COMG 2. [Minn. R. 7011.0715, subp.
1(8)]
53.2 Particulate Matter <= 0.30 grains per dry standard cubic foot of

exhaust gas unless required to further reduce emissions to comply
with the less stringent limit of either Minn. R. 7011.0730 or Minn. R.
7011.0735. This limit applies individually to each piece of
equipment in COMG 2. [Minn. R. 7011.0715, subp. 1{A)]

533 The Permittee shall vent emissions from each piece of equipment in
COMG 2 to control equipment meeting the requirements of TREA 7
that vents to STRU 19 whenever any piece of equipment in COMG 2
operates.

Equipment in COMG 2 includes each new, modified, or replaced
piece of equipment added to COMG 2. [Findings of EAW, 2018,
Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L),
Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2(B),
Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){2)(i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

53.4 The Permittee shall vent emissions from cleaning of the MRP and
the MRP equipment to control equipment meeting the
requirements of TREA 7 and that vents to STRU 19. The Permittee
is not required to vent emissions from cleaning control equipment
to the control equipment. [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7{A), Minn. R. 7007.0100, subp. 7{L), Minn. R.
7007.0100, subp. 7(M}, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
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7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(2)(i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

535

The Permittee shall maintain the metal recovery plant building as a
total enclosure, as described below, during operation of any
equipment in COMG 2, during cleaning of the metal recovery plant
building, and for at least 15 minutes after operation or cleaning
ceases unless there is an emergency that requires the metal
recovery plant building to be opened.

For the metal recovery plant to qualify as a total enclosure the
following conditions must be met:

1) the openings for EQUI 125 (conveyor from the metal recovery
plant to the waste fluff pile) and EQUI 105 (conveyor to the metal
recovery plant from the ferrous building) shall be covered with
plastic strip curtains or a similar barrier;

2) any other openings in the metal recovery plant building shall be
either closed or vented to control equipment meeting the
requirements of TREA 7;

3) the EQUI 105 {conveyor from the ferrous building to the metal
recovery plant building) must be covered.

If the Permittee replaces EQUIs 105 or 125 the replacement
conveyor shall comply with the requirements above for the
conveyor it replaces. [Findings of EAW, 2018, Minn. R. 7007.0100,
subp. 7(A), Minn. R. 7007.0100, subp. 7{L), Minn. R. 7007.0100,
subp. 7(M}, Minn. R. 7007.0800, subps. 1-2, Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b){2)(i) and Minn. R. 7007.3000, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.3.6

Each operating day, prior to start up of any equipment in COMG 2,
the Permittee shall inspect all openings in the metal recovery plant
building not vented to control equipment or that lead to or from a
conveyor to ensure that they are closed. The Permittee shall
maintain records of each inspection. [Findings of EAW, 2018, Minn.
R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R.
7007.0100, subp. 7{M), Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b}(1){i), To avoid major source under 40 CFR
70.2 & Minn. R. 7007.0200]

53.7

The Permittee shall post signs at all openings of the metal recovery
plant building that are not vented to control equipment or that lead
to or from a conveyor indicating that with the exception of
emergencies, openings must be closed during operation, cleaning,
and at least 15 minutes after cleaning or operation ceases. [Minn.
R. 7007.0800, subp. 2{A), Minn. R. 7007.0800, subp. 4]

5.3.8

If a metal recovery plant building opening must be opened during
operation or cleaning for an event such as an emergency, the
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Permittee shall maintain a record of the cause of the event and its
duration and any corrective actions taken. [Minn. R. 7007.0800,
subp. 2(A), Minn. R. 7007.0800, subp. 4, Minn. R. 7007.0800, subp.
5]

539 On a monthly basis, the Permittee shall inspect, the doors,
windows, or other barriers on the outside of the metal recovery
plant building for damage which would result in particulate
emissions escaping the building. The Permittee shall repair the
damage as soon as possible, but no later than two weeks after
identification. The Permittee shall maintain records of the monthly
inspections, and if repair is required, a record of the type of repair
needed, the schedule for completion of such repair, and the date
the repair was started and completed. [Minn. R. 7007.0800, subp.
2(A}, Minn. R. 7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]

5.3.10 If the Permittee replaces any existing particulate-emitting metal
processing plant equipment in the metal recovery plant (COMG 2),
adds new particulate-emitting metal processing plant equipment to
COMG 2, or modifies the existing equipment in COMG 2, such
equipment is subject to all of the requirements of COMG 2. A
permit amendment will still be needed regardless of the emissions
increase if the change will be subject to a new applicable
requirement or requires revisions to the limits or monitoring and
recordkeeping in this permit. Prior to making such a change, the
Permittee shall apply for and obtain the appropriate permit
amendment, as applicable. [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R.
7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2, Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b}(1){i}), To avoid major source under 40 CFR
70.2 & Minn. R. 7007.0200]

COMG 3 Shredder Control
Equipment

5.4.1 The Permittee shall operate and maintain the control equipmentin
COMG 3 such that it achieves an overall control efficiency for HAPs -
Metal >= 93 percent control efficiency (100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of a cyclone and two
fabric filters in series. The Permittee shall demonstrate compliance
with this requirement through the requirements at TREA 1, 2, and
3.

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]

5.4.2 The Permittee shall operate and maintain control equipment in
COMG 3 such that it achieves an overall control efficiency for
Particulate Matter >= 99 percent control efficiency (100 percent
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capture efficiency and 99 percent collection efficiency). This is the
overall control efficiency of the pollution control train of a cyclone
and two fabric filters in series. The Permittee shall demonstrate
compliance with this requirement through the requirements at
TREA 1, 2, and 3. [Findings of EAW, 2018, Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b)(1){i) and Minn. R. 7007.3000, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.4.3 The Permittee shall operate and maintain control equipment in
COMG 3 such that it achieves an overall control efficiency for PM <
10 micron >= 93 percent control efficiency (100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of a cyclone and two
fabric filters in series. The Permittee shall demonstrate compliance
with this requirement through the requirements at TREA 1, 2, and
3. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R,
7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R,
ch. 4410, Minn. Stat. 116.07, subd 4a, Minn. Stat. 116.07, subd. 9,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.4.4 The Permittee shall operate and maintain control equipment in
COMG 3 such that it achieves an overall control efficiency for PM <
2.5 micron >= 93 percent control efficiency (100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of a cyclone and two
fabric filters in series. The Permittee shall demonstrate compliance
with this requirement through the requirements at TREA 1, 2, and
3. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R.
7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R.
ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

COMG 4 Control
Equipment for
Ferrous Building
Equipment

55.1 The Permittee shall operate and maintain the control equipment in
COMG 4 such that it achieves an overall control efficiency for HAPs -
Metal >= 93 percent control efficiency (100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of any combination
of a cyclone and two fabric filters in COMG 4 in series. The
Permittee shall demonstrate compliance with this requirement
through the requirements at TREAs 2, 3, and 4.

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. ch. 4410, Minn.
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Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]
55.2 The Permittee shall operate and maintain control equipment in

COMG 4 such that it achieves an overall control efficiency for
Particulate Matter >= 99 percent control efficiency (100 percent
capture efficiency and 99 percent collection efficiency). This is the
overall control efficiency of the pollution control train of any
combination of a cyclone and two fabric filters in COMG 4 in series.
The Permittee shall demonstrate compliance with this requirement
through the requirements at TREAs 2, 3, and 4. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){(1){i} and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

55.3 The Permittee shall operate and maintain control equipment in
COMG 4 such that it achieves an overall control efficiency for PM <
10 micron >= 93 percent control efficiency (100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of any combination
of a cyclone and two fabric filters in COMG 4 in series. The
Permittee shall demonstrate compliance with this requirement
through the requirements at TREAs 2, 3, and 4. [Findings of EAW,
2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp.
7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-
2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd 4a, Minn. Stat. 116.07, subd. 9, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

55.4 The Permittee shall operate and maintain control equipment in
COMG 4 such that it achieves an overall control efficiency for PM <
2.5 micron >= 93 percent control efficiency {100 percent capture
efficiency and 93 percent collection efficiency). This is the overall
control efficiency of the pollution control train of any combination
of a cyclone and two fabric filters in COMG 4 in series. The
Permittee shall demonstrate compliance with this requirement
through the requirements at TREAs 2, 3, and 4. [Findings of EAW,
2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp.
7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-
2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

COMG S5 Shredder
Building
Equipment
5.6.1 Opacity <= 20 percent opacity This limit applies individually to each
piece of equipment in COMG 5. [Minn. R, 7011.0715, subp. 1(B)]
5.6.2 Particulate Matter <= 0.30 grains per dry standard cubic foot of

exhaust gas unless required to further reduce emissions to comply
with the less stringent limit of either Minn. R. 7011.0730 or Minn. R.
7011.0735. This limit applies individually to each piece of
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equipment in COMG 5. [Minn. R. 7011.0715, subp. 1(A)]
5.6.3 Process Throughput: The Permittee shall maintain daily records of

the total shredder throughput. [Findings of EAW, 2018, Minn. R.
7007.0800, subps. 1&2(B), Minn. R. ch. 4410, Minn. Stat. 116.07,
subd. 4a, Minn. Stat. 116.07, subd. 9]

56.4 The Permittee shall limit the shredder building (COMG 5) operating
Hours <= 3744 hours per year 12-month rolling sum to be
calculated by the 15th day of each month for the previous 12-
month period as described later in this permit.

Until the Permittee has 12 months of data the hours of operation
limit for each month is described below.

P=3744/12*n

P = the hours of operation limit for month n

n = number of months in operation. [Findings of EAW, 2018, Minn.
R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R.
7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2, Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9]

5.6.5 Daily Recordkeeping. On each day of operation, the Permittee shall
record and maintain a record of the hours of operation of the
shredder building {COMG 5). This shall be based on written or
electronic logs. [Findings of EAW, 2018, Minn. R. 7007.0100, subp.
7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp.
7(M), Minn. R. 7007.0800, subps. 1-2, Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9]

5.6.6 Monthly Recordkeeping.

By the 15th of the month, the Permittee shall calculate and record
the following:

1) The total hours of operation for the previous calendar month
using the daily records; and

2) The 12-month rolling sum hours of operation for the previous 12-
month period by summing the monthly hours of operation for the
previous 12 months. If the Permittee has less than 12 months of
data, the Permittee shall sum the monthly hours of operation for all
previous months of operation. [Minn. R. 7007.0800, subps. 4-5]}

5.6.7 The Permittee shall vent emissions from each piece of equipment in
COMG 5 to control equipment in series meeting the requirements
of TREA 1, 2, 3, and 8 and COMG 3 that vents to STRU 19 whenever
any piece of equipment in COMG 5 operates. [Findings of EAW,
2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp.
7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-
2, Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){1)(i} and Minn. R.
7007.3000, Title | Condition: Avoid major source under 40 CFR 63.2,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]
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5.6.8

The Permittee shall vent emissions from cleaning of the shredder
and shredder building to control equipment meeting the
requirements of TREAs 1, 2, 3, and 8 and COMG 3 and that vents to
STRU 19. The Permittee is not required to vent emissions from
cleaning of the control equipment to control equipment. [Findings
of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100,
subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800,
subps. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 63.21(b})(1}(i} and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.6.9

The Permittee shall maintain the shredder building as a total
enclosure, as described below, during operation of any equipment
in COMG 5, during cleaning of the shredder building, and for at
least 15 minutes after operation or cleaning ceases unless there is
an emergency that requires the building to be opened.

For the shredder building to qualify as a total enclosure the
following conditions must be met:

1) the openings in the shredder building from the infeed conveyor
and EQUI 3 (conveyor from the shredder building to the ferrous
building) shall be covered by plastic strip curtains or a similar
barrier;

2) all other openings in the shredder building shall be either closed
or vented to control equipment in series meeting the requirements
of TREAs 1, 2, 3, and 8 and COMG 3; and

3) EQUI 3 (conveyor from the shredder building to the ferrous
building) shall be covered.

If the Permittee replaces EQUI 3, the replacement conveyor shall
comply with the requirements above for the conveyor it replaces.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R.
7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title
| Condition: Avoid major source under 40 CFR 52.21(b}{1){i) and
Minn. R. 7007.3000, Title | Condition: Avoid major source under 40
CFR 63.2, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.6.10

Each operating day, prior to start up of EQUI 2, the Permittee shall
inspect all openings of the shredder building not vented to control
equipment or leading to or from a conveyor to ensure that they are
closed. The Permittee shall maintain records of each inspection.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R,
7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1){i) and Minn. R. 7007.3000, Title |
Condition: Avoid major source under 40 CFR 63.2, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]
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5.6.11

The Permittee shall post signs at all openings of the shredder
building that are not vented to control equipment or leading to or
from a conveyor indicating that except during emergencies,
openings must be closed during operation, cleaning, and at least 15
minutes after cleaning or operation ceases. [Minn. R. 7007.0800,
subp. 2(A), Minn. R. 7007.0800, subp. 4]

5.6.12

If a building opening must be opened during operation, cleaning, for
an event such as an emergency, the Permittee shall maintain a
record of the cause of the event, its duration, and any corrective
action taken. [Minn. R. 7007.0800, subp. 2(A), Minn. R. 7007.0800,
subp. 4, Minn. R. 7007.0800, subp. 5]

5.6.13

On a monthly basis, the Permittee shall inspect the doors, windows,
or other barriers on the outside of the shredder building for
damage which would result in particulate emissions escaping the
building. The Permittee shall repair the damage as soon as
possible, but no later than two weeks after identification. The
Permittee shall maintain records of the monthly inspections, and if
repair is required, a record of the type of repair needed, the
schedule for completion of such repair and date the repair is started
and completed. [Minn. R. 7007.0800, subp. 2(A}, Minn. R.
7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]

5.6.14

If the Permittee replaces or modifies shredder building equipment
the equipment is subject to all of the requirements of COMG 5. A
permit amendment will still be needed regardless of the emissions
increase if the change will be subject to a new applicable
requirement or requires revisions to the limits or monitoring and
recordkeeping in this permit. Prior to making such a change, the
Permittee shall apply for and obtain the appropriate permit
amendment, as applicable. [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7{A), Minn. R. 7007.0100, subp. 7{L), Minn. R.
7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major
source under 40 CFR 52.21(b)(2)({i) and Minn. R. 7007.3000, To
avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

STRU 18

Combined Stack

57.1

The Permittee shall limit emission of Particulate Matter <= 3.41
pounds per hour from STRU 19. [Findings of EAW, 2018, Minn. R.
7007.0800, subp. 1, Minn. R. 7007.0800, subp. 2(A), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
9, Minn. Stat. 116.07, subd.4a, Title | Condition: Avoid major source
under 40 CFR 52.21(b){1){(i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

57.2

The Permittee shall limit emissions of PM < 10 micron <= 3.41
pounds per hour from STRU 19. [Findings of EAW, 2018, Minn. R.
7007.0100, subps. 7(A), 7(L), & 7(M), Minn. R. 7007.0800, subp. 1,
Minn. R. 7007.0800, subp. 2(A}, Minn. R. 7009.0010-7009.0090,
Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07,
subd. 9, To avoid major source under 40 CFR 70.2 & Minn. R.
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7007.0200]
573 The Permittee shall limit emissions of PM < 2.5 micron <= 3.41

pounds per hour from STRU 19. [Findings of EAW, 2018, Minn. R.
7007.0100, subps. 7(A), 7(L), & 7(M), Minn. R. 7007.0800, subp. 1,
Minn. R. 7007.0800, subp. 2{A), Minn. R. 7009.0010-7009.0090,
Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07,
subd. 9, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

57.4 The Permittee shall limit emissions of Mercury <= 3 pounds per year
12-month rolling sum from STRU 19 to be calculated by the 15th of
the month for the previous 12-month period as described later in
this permit.

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subps.1&2(B), Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]

575 Mercury: Monthly Recordkeeping.

By the 15th of the month the Permittee shall calculate and record
the following:

1) The total shredder throughput for the previous month using the
throughput records required at COMG 5, in tons;

2) The mercury emissions from STRU 19 for the previous month
using the formula specified below; and

3) The 12-month rolling sum mercury emissions from STRU 19 for
the previous 12-month period by summing the monthly mercury
emissions data for the previous 12 months. [Minn. R. 7007.0800,
subp. 4-5]

5.7.6 Mercury: Monthly Calculation.

The Permittee shall calculate mercury emissions using the following
equation

Ehg =EFhg x A

where:

Ehg = mercury emissions in Ib/month

EFhg = mercury emission factor calculated as described below in
Ib/ton throughput

A = total shredder throughput in tons/month. [Minn. R. 7007.0800,
subps. 4-5]

57.7 Mercury: Emission Factor.

Within 15 days after receipt of a Notice of Compliance from the
MPCA for a mercury performance test, the Permittee shall calculate
a mercury emission factor based on the performance test results.
The emission factor shall be calculated as follows:

EFhg = [sum(E1 + E2 + E3...En)/n] / [sum(Al + A2 + A3...An)/n]
where:

EFhg = mercury emission factor in Ib/ton throughput

E# = mercury emission rate from test run #in lb/hr

A# = throughput from test run # in tons/hr

n = total number of test runs
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Where the mercury emission rate for a test run is below the
method detection limit, the method detection limit shall be used in
the emission factor calculation. The Permittee shall begin using the
new emission factor in the first monthly mercury emissions
calculation that is required after the emission factor is calculated
and until a new emission factor is calculated based on the next
performance test and the requirements of this permit. Until the
first emission factor is calculated based on the initial mercury
performance test required by this permit the Permittee shall use an
emission factor of 0.00000329 [b/ton. [Minn. R. 7007.subps. 4-5]

57.8

If the Permittee determines, prior to submitting the performance
test plan for a performance test required by this permit, that the
total airflow through STRU 19 due to simultaneous operation of the
units in COMG 1, 2, and 5 would cause the detection limit of the
required test method to be above a permit limit or an emission rate
listed in Appendix E for a given pollutant, the Permittee may,
subject to the approval of the MPCA, not operate the equipment in
COMG 2 or route airflow from the MRP building to STRU 19 during
the test. This condition is only applicable to performance testing
for pollutants not emitted by the MRP which include dioxin/furan,
PCBs, mercury, and VOCs. This approach must be approved by the
MPCA in a test plan required by Minn. R. 7017.2030, subp. 2. [Minn.
R. 7007.0800, subp. 2{A)]

TREA 1

Cyclone -
Shredder

58.1

The Permittee shall vent emissions from equipment in COMG 5 to
control equipment meeting the requirements of TREA 1 whenever
the equipment in COMG 5 operates. The Permittee shall operate
and maintain control equipment meeting the requirements of TREA
1 at all times that any emissions are vented to the control
equipment, which includes 1) during operation of equipment in
COMG 5, 2) for at least 15 minutes after the equipment in COMG 5
cease operation, 3) during cleaning of the shredder building, and 4)
for at least 15 minutes after cleaning of the shredder building
ceases. The Permittee shall document periods of non-operation of
TREA 1 when emissions are required to vent to control equipment
meeting the requirements TREA 1 as described above. When
cleaning control equipment, the Permittee is not required to
operate fans that supply air to the control equipment. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100,
subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title |
Condition: Avoid major source under 40 CFR 52.21(b){1)(i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.8.2

if the Permittee replaces TREA 1, the replacement control, in
combination with the COMG 3 control equipment in series, must
meet or exceed the control efficiency requirements of COMG 3 as
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well as comply with all other requirements of TREA 1. Prior to
making such a change, the Permittee shall apply for and obtain the
appropriate permit amendment, as applicable.

If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100,
subp. 7(L}), Minn. R. 7007.0100, subp. 7(M}, Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title |
Condition: Avoid major source under 40 CFR 52.21{b){1){i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.8.3 Once each day during operation, while material is being processed
in the shredder, the Permittee shall record the pressure drop across
the cyclone. The record shall include the date and time of the
pressure drop reading and whether or not the observed pressure
drop was within the range specified in this permit. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100,
subp. 7(L}), Minn. R. 7007.0100, subp. 7(M}, Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7007.0800, subps. 4-5, Minn. R. 7009.0010-
7009-0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b}(1){i) and Minn. R. 7007.3000, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.8.4 Monitoring Equipment: The Permittee shall install and maintain the
necessary monitoring equipment for measuring and recording
pressure drop as required by this permit. The monitoring
equipment must be installed, in use, and properly maintained when
the monitored cyclone is in operation. [Minn. R. 7007.0800, subp. 4]

5.8.5 The Permittee shall operate and maintain the cyclone in accordance
with the Operation and Maintenance (O & M) Plan. The Permittee
shall keep copies of the O & M Plan available onsite for use by staff
and MPCA staff. [Minn. R. 7007.0800, subp. 14]

5.8.6 Corrective Actions: The Permittee shall take corrective action as
soon as possible if any of the following occur:

- the recorded pressure drop is outside the required operating
range; or

- the cyclone or any of its components are found during the
inspection to need repair.

Corrective action shall return the pressure drop to within the
permitted range and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
include, but are not limited to, those outlined in the O & M Plan for
the cyclone. The Permittee shall keep a record of the type and date
of any corrective action taken for each control device. [Minn. R.
7007.0800, subp. 14, Minn. R. 7007.0800, subp. 2, Minn. R.
7007.0800, subps. 4-5]
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5.8.7 The Permittee shall maintain the pressure drop across the control

equipment according to the manufacturer's specifications until a
new range is set pursuant to Minn. R. 7017.2025, subp. 3 during the
initial performance test required by this permit for PM, PM10, and
PM2.5 and as described below. Upon receipt of the Notice of
Compliance letter from the MPCA that approves the test results,
the Permittee shall maintain the pressure drop according to the
range established during the initial performance test, unless a new
range is during a subsequent performance test pursuant to Minn. R.
7017.2025, subp. 3. If the recorded pressure drop is outside the
required range, the emissions during that time shall be considered
uncontrolled until the pressure drop is once again within the
required range. The period of time for which the pressure drop is
considered out of range shall be reported as a deviation. [Findings
of EAW, 2018, Minn. R. 7007.0100, subp. 7({A}), Minn. R.
7007.0100, subp. 7((L}}, Minn. R. 7007.0100, subp. 7({M)), Minn. R.
7007.0800, subp. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title
| Condition: Avoid major source under 40 CFR 52.21(b}(2){i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.8.8 Protocol for Re-Setting the Pressure Drop Range Limit: The
Permittee shall conduct performance testing to measure the PM,
PM10, and PM2.5 emission rate as required elsewhere in this
permit. If the established Pressure Drop Range Limit is to be re-set,
the re-set shall be based on the pressure drop values recorded
during the most recent MPCA-approved performance test where
compliance was demonstrated.

During the performance test, the Permittee must continuously
monitor the pressure drop. The Permittee shall calculate the
average pressure drop based on the average exhibited over all
three or more, if applicable, compliant test runs. Downtime of 15
minutes or more is not to be included as operating time.

The established Pressure Drop Range Limit shall be re-set as
follows:

- if the 3-hr average pressure drop recorded during the test is within
the established range, it shall not be re-set and the established
values remain the Pressure Drop Range Limit; or

- if the 3-hr average pressure drop is outside the range specified
above, the range limit shall be re-set based upon the minimum and
maximum pressure drop values exhibited during the performance
test. The new minimum value for the range limit shall be half the
lowest recorded reading and the new maximum value for the range
limit shall be two times the highest recorded value. Ongoing
compliance with the Pressure Drop Range Limit will be determined
using the same data acquisition and reduction as was used during
the performance test.
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The new Pressure Drop Range Limit shall be effective upon receipt
of the Notice of Compliance letter that approves the test results
and shall be incorporated into the permit when the permit is next
amended. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A),
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M),
Minn. R. 7007.0800, subps. 1-2, Minn. R. 7009.0010-7009.0090,
Minn. R. 7017.2025, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a,
Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b}(1){i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.8.9 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Pressure Drop Range Limit required by this
permit. [Minn. R. 7007.1500, subp. 1]

5.8.10 Notwithstanding the Protocol detailed above, the MPCA reserves
the right to set operational limits and requirements as allowed
under Minn. R. 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

TREA 2 Fabric Filter -
Shredder

5.9.1 The Permittee shall vent emissions from equipment in COMG 1 and
COMG 5 to control equipment meeting the requirements of TREA 2
whenever the equipment in COMG 1 or COMG 5 operates. The
Permittee shall operate and maintain control equipment meeting
the requirements of TREA 2 at all times that any emissions are
vented to the control equipment, which includes 1) during
operation of equipment in COMG 1 or COMG 5, 2) for at least 15
minutes after the equipment in COMG 1 and COMG 5 cease
operation, 3) during cleaning of the shredder building or ferrous
building, and 4) for at least 15 minutes after cleaning of the
shredder building and ferrous building ceases. The Permittee shall
document periods of non-operation of TREA 2 when emissions are
required to vent to control equipment meeting the requirements
TREA 2 as described above. When cleaning control equipment, the
Permittee is not required to operate fans that supply air to the
control equipment. [Findings of EAW, 2018, Minn. R. 7007.0100,
subp. 7(A), Minn. R. 7007.0100, subp. 7{L), Minn. R. 7007.0100,
subp. 7(M}, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b)(1){i} and Minn. R. 7007.3000, To avcid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.9.2 If the Permittee replaces TREA 2, the replacement control, in
combination with the COMG 3 and COMG 4 control equipment in
series, must meet or exceed the control efficiency requirements of
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COMG 3 and COMG 4 respectively as well as comply with all other
requirements of TREA 2. Prior to making such a change, the
Permittee shall apply for and obtain the appropriate permit
amendment, as applicable.

If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7{A), Minn. R. 7007.0100,
subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title |
Condition: Avoid major source under 40 CFR 52.21(b)(1})(i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

59.3 The Permittee shall operate and maintain the fabric filter in
accordance with the Operation and Maintenance (O & M) Plan. The
Permittee shall keep copies of the O & M Plan available onsite for
use by staff and MPCA staff. [Minn. R. 7007.0800, subp. 14]

59.4 Pressure Drop: Once each day of operation, while processing
material in the shredder, the Permittee shall record the pressure
drop across the fabric filter. The record shall include the time and
date of each pressure drop reading and whether or not the
recorded pressure drop was within the range specified in this
permit. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A)},
Minn. R. 7007.0100, subp. 7(L)}, Minn. R. 7007.0100, subp. 7(M),
Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7007.0800, subps. 4-5,
Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)}{1)(i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.9.5 Corrective Actions: The Permittee shall take corrective action as
soon as possible if any of the following occur:

- the recorded pressure drop is outside the required operating
range; or

- the fabric filter or any of its components are found during the
inspections to need repair.

Corrective actions shall return the pressure drop to within the
permitted range and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
include, but are not limited to, those outlined in the O & M Plan for
the fabric filter. The Permittee shall keep a record of the type and
date of any corrective action taken for each filter. [Minn. R.
7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn. R.
7007.0800, subp. 5]

5.9.6 Monitoring Equipment: The Permittee shall install and maintain the
necessary monitoring equipment for measuring and recording
pressure drop as required by this permit. The monitoring
equipment must be installed, in use, and properly maintained when
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the monitored fabric filter is in operation. [Minn. R. 7007.0800,
subp. 4]

5.9.7

Periodic Inspections: At least once per calendar quarter, or more
frequently as required by the manufacturing specifications, the
Permittee shall inspect the control equipment components. The
Permittee shall maintain a written record of these inspections.
[Minn. R. 7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn.
R. 7007.0800, subp. 5]

5.9.8

Pressure Drop >= 28 inches of water column until a new range is set
pursuant to Minn. R. 7017.2025, subp. 3 during the initial
performance test required by this permit PM, PM10, and PM2.5
and as described below. Upon receipt of the Notice of Compliance
letter from the MIPCA that approves the test results, the Permittee
shall maintain the pressure drop according to the range established
during the initial performance test, unless a new range is during a
subsequent performance test pursuant to Minn. R. 7017.2025,
subp. 3. If the recorded pressure drop is outside the required range,
the emissions during that time shall be considered uncontrolled
until the pressure drop is once again within the required range. The
period of time for which the pressure drop is considered out of
range shall be reported as a deviation.

This is the pressure drop across both TREA 2 and 3 combined.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7{{A)}), Minn. R.
7007.0100, subp. 7{(L}}, Minn. R. 7007.0100, subp. 7({M)), Minn. R.
7007.0800, subp. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title
| Condition: Avoid major source under 40 CFR 52.21(b)(2)(i} and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.9.9

Protocol for Re-Setting the Pressure Drop Range Limit: The
Permittee shall conduct performance testing to measure the PM,
PM10, and PM2.5 emission rate as required elsewhere in this
permit. If the established Pressure Drop Range Limit is to be re-set,
the re-set shall be based on the pressure drop values recorded
during the most recent MPCA-approved performance test where
compliance was demonstrated.

During the performance test, the Permittee must continuously
monitor the pressure drop. The Permittee shall calculate the
average pressure drop based on the average exhibited over all
three or more, if applicable, compliant test runs. Downtime of 15
minutes or more is not to be included as operating time.

The established Pressure Drop Range Limit shall be re-set as
follows:

- if the 3-hr average pressure drop recorded during the test is within
the established range, it shall not be re-set and the established
values remain the Pressure Drop Range Limit; or
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- if the 3-hr average pressure drop is outside the range specified
above, the range limit shall be re-set based upon the minimum and
maximum pressure drop values exhibited during the performance
test. The new minimum value for the range limit shall be half the
lowest recorded reading and the new maximum value for the range
limit shall be two times the highest recorded value. Ongoing
compliance with the Pressure Drop Range Limit will be determined
using the same data acquisition and reduction as was used during
the performance test.

The new Pressure Drop Range Limit shall be effective upon receipt
of the Notice of Compliance letter that approves the test results
and shall be incorporated into the permit when the permit is next
amended. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A},
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M},
Minn. R. 7007.0800, subps. 1-2(B)}, Minn. R. 7009.0010-7009.0090,
Minn. R. 7017.2025, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a,
Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1){i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.9.10 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Pressure Drop Range Limit required by this
permit. [Minn. R. 7007.1500, subp. 1]

59.11 Notwithstanding the Protocol detailed above, the MPCA reserves
the right to set operational limits and requirements as allowed
under Minn. R. 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

TREA 3 Fabric Filter -
Shredder

5.10.1 The Permittee shall vent emissions from equipment in COMG 1 and
COMG 5 to control equipment meeting the requirements of TREA 3
whenever the equipment in COMG 1 or COMG 5 operates. The
Permittee shall operate and maintain control equipment meeting
the requirements of TREA 3 at all times that any emissions are
vented to the control equipment, which includes 1) during
operation of equipment in COMG 1 or COMG 5, 2) for at least 15
minutes after the equipment in COMG 1 and COMG 5 cease
operation, 3) during cleaning of the shredder building or ferrous
building, and 4) for at least 15 minutes after cleaning of the
shredder building and ferrous building ceases. The Permittee shall
document periods of non-operation of TREA 3 when emissions are
required to vent to control equipment meeting the requirements
TREA 3 as described above. When cleaning control equipment, the
Permittee is not required to operate fans that supply air to the
control equipment. [Findings of EAW, 2018, Minn. R. 7007.0100,

ED_013190A_00000278-00040



Permit Issued: June 14, 2018 14100076-101
Permit Expires: Non-expiring Page 41 of 62

Subject ltem Sec.Sl.Reqt Sl des:Sl desc Requirement & Citation

subp. 7(A), Minn. R. 7007.0100, subp. 7{L), Minn. R. 7007.0100,
subp. 7(M}, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7009.0010-
7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a, Minn.
Stat. 116.07, subd. 9, Title | Condition: Avoid major source under 40
CFR 52.21(b)(1){i} and Minn. R. 7007.3000, To avoid major source
under 40 CFR 70.2 & Minn. R. 7007.0200]

5.10.2 If the Permittee replaces TREA 3, the replacement control, in
combination with the COMG 3 and COMG 4 control equipment in
series, must meet or exceed the control efficiency requirements of
COMG 3 and COMG 4 respectively as well as comply with all other
requirements of TREA 3. Prior to making such a change, the
Permittee shall apply for and obtain the appropriate permit
amendment, as applicable.

If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100,
subp. 7(L}), Minn. R. 7007.0100, subp. 7(M}, Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title |
Condition: Avoid major source under 40 CFR 52.21{(b){1}{i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.10.3 The Permittee shall operate and maintain the fabric filter in
accordance with the Operation and Maintenance (O & M) Plan. The
Permittee shall keep copies of the O & M Plan available onsite for
use by staff and MPCA staff. [Minn. R. 7007.0800, subp. 14]

5.10.4 Pressure Drop: Once each day of operation, while processing
material in the shredder, the Permittee shall record the pressure
drop across the fabric filter. The record shall include the time and
date of each pressure drop reading and whether or not the
recorded pressure drop was within the range specified in this
permit. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A},
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M),
Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7007.0800, subps. 4-5,
Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1}(i} and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.10.5 Corrective Actions: The Permittee shall take corrective action as
soon as possible if any of the following occur:

- the recorded pressure drop is outside the required operating
range; or

- the fabric filter or any of its components are found during the
inspections to need repair.

Corrective actions shall return the pressure drop to within the
permitted range and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
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include, but are not limited to, those outlined in the O & M Plan for
the fabric filter. The Permittee shall keep a record of the type and
date of any corrective action taken for each filter. [Minn. R.
7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn. R.
7007.0800, subp. 5]

5.10.6

Monitoring Equipment: The Permittee shall install and maintain the
necessary monitoring equipment for measuring and recording
pressure drop as required by this permit. The monitoring
equipment must be installed, in use, and properly maintained when
the monitored fabric filter is in operation. [Minn. R. 7007.0800,
subp. 4]

5.10.7

Periodic Inspections: At least once per calendar quarter, or more
frequently as required by the manufacturing specifications, the
Permittee shall inspect the control equipment components. The
Permittee shall maintain a written record of these inspections.
[Minn. R. 7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn.
R. 7007.0800, subp. 5]

5.10.8

Pressure Drop >= 28 inches of water column until a new range is set
pursuant to Minn. R. 7017.2025, subp. 3 during the initial
performance test required by this permit for PM, PM10, and PM2.5
and as described below. Upon receipt of the Notice of Compliance
letter from the MPCA that approves the test results, the Permittee
shall maintain the pressure drop according to the range established
during the initial performance test, unless a new range is during a
subsequent performance test pursuant to Minn. R. 7017.2025,
subp. 3. If the recorded pressure drop is outside the required range,
the emissions during that time shall be considered uncontrolied
until the pressure drop is once again within the required range. The
period of time for which the pressure drop is considered out of
range shall be reported as a deviation.

This is the pressure drop across both TREA 2 and 3 combined.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7{(A}), Minn. R.
7007.0100, subp. 7{{L)}), Minn. R. 7007.0100, subp. 7({M}), Minn. R.
7007.0800, subp. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. S, Title
I Condition: Avoid major source under 40 CFR 52.21(b)(2)(i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.10.9

Protocol for Re-Setting the Pressure Drop Range Limit: The
Permittee shall conduct performance testing to measure the PM,
PM10, and PM2.5 emission rate as required elsewhere in this
permit. If the established Pressure Drop Range Limit is to be re-set,
the re-set shall be based on the pressure drop values recorded
during the most recent MPCA-approved performance test where
compliance was demonstrated.

During the performance test, the Permittee must continuously
monitor the pressure drop. The Permittee shall calculate the
average pressure drop based on the average exhibited over all
three or more, if applicable, compliant test runs. Downtime of 15
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minutes or more is not to be included as operating time.

The established Pressure Drop Range Limit shall be re-set as
follows:

- if the 3-hr average pressure drop recorded during the test is within
the established range, it shall not be re-set and the established
values remain the Pressure Drop Range Limit; or

- if the 3-hr average pressure drop is outside the range specified
above, the range limit shall be re-set based upon the minimum and
maximum pressure drop values exhibited during the performance
test. The new minimum value for the range limit shall be half the
lowest recorded reading and the new maximum value for the range
limit shall be two times the highest recorded value. Ongoing
compliance with the Pressure Drop Range Limit will be determined
using the same data acquisition and reduction as was used during
the performance test.

The new Pressure Drop Range Limit shall be effective upon receipt
of the Notice of Compliance letter that approves the test results
and shall be incorporated into the permit when the permit is next
amended. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7{A)},
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M),
Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. 7009.0010-7009.0090,
Minn. R. 7017.2025, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a,
Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1){i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.10.10 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Pressure Drop Range Limit required by this
permit. [Minn. R. 7007.1500, subp. 1]

5.10.11 Notwithstanding the Protocol detailed above, the MPCA reserves
the right to set operational limits and requirements as allowed
under Minn. R. 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

TREA 4 Cyclone -
Cascade Cleaning

5111 The Permittee shall vent emissions from all equipment in COMG 1
to control equipment meeting the requirements of TREA 4
whenever equipment in COMG 1 operates. The Permittee shall
operate and maintain control equipment meeting the requirements
of TREA 4 at all times that any emissions are vented to control
equipment meeting the requirements of TREA 4, which includes 1)
during operation of equipment in COMG 1, 2) for at least 15
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minutes after all equipment in COMG 1 ceases operation, 3) during
cleaning of the ferrous building, and 4) for at least 15 minutes after
cleaning of the ferrous building ceases. The Permittee shall
document periods of non-operation of control equipment meeting
the requirements of TREA 4 when emissions are required to vent to
the control equipment as described above. When cleaning control
equipment, the Permittee is not required to operate fans that
supply air to the control equipment. [Findings of EAW, 2018, Minn.
R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L}, Minn. R.
7007.0100, subp. 7{M}), Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1){(i}) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.11.2

If the Permittee replaces TREA 4, the replacement control, in
combination with the other COMG 4 control equipment in series,
must meet or exceed the control efficiency requirements of COMG
4 as well as comply with all other requirements of TREA 4. Prior to
making such a change, the Permittee shall apply for and obtain the
appropriate permit amendment, as applicable.

If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, 2018, Minn. R. 4410, Minn. R. 7007.0100, subp. 7(A), Minn. R.
7007.0100, subp. 7{L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1}(i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.11.3

Once each day during operation, while material is being processed
in the ferrous building, the Permittee shall record the pressure drop
across the cyclone. The record shall include the date and time of
the pressure drop reading and whether or not the observed
pressure drop was within the range specified in this permit.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A}, Minn. R.
7007.0100, subp. 7{L), Minn. R. 7007.0100, subp. 7(M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7007.0800, subps. 4-5, Minn. R.
7009.0010-7009-0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b){1){(i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5114

Monitoring Equipment: The Permittee shall install and maintain the
necessary monitoring equipment for measuring and recording
pressure drop as required by this permit. The monitoring
equipment must be installed, in use, and properly maintained when
the monitored cyclone is in operation. [Minn. R. 7007.0800, subp. 4]

5.115

The Permittee shall operate and maintain the cyclone in accordance
with the Operation and Maintenance (O & M) Plan. The Permittee
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shall keep copies of the O & M Plan available onsite for use by staff
and MPCA staff. [Minn. R. 7007.0800, subp. 14]

5.11.6 Corrective Actions: The Permittee shall take corrective action as
soon as possible if any of the following occur:

- the recorded pressure drop is outside the required operating
range; or

- the cyclone or any of its components are found during the
inspection to need repair.

Corrective action shall return the pressure drop to within the
permitted range and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
include, but are not limited to, those outlined in the O & M Plan for
the cyclone. The Permittee shall keep a record of the type and date
of any corrective action taken for each control device. [Minn. R.
7007.0800, subp. 14, Minn. R. 7007.0800, subp. 2, Minn. R.
7007.0800, subps. 4-5]

5117 The Permittee shall maintain the pressure drop across the control
equipment according to the manufacturer's specifications until a
new range is set pursuant to Minn. R. 7017.2025, subp. 3 during the
initial performance test required by this permit for PM, PM10, and
PM2.5 and as described below. Upon receipt of the Notice of
Compliance letter from the MPCA that approves the test results,
the Permittee shall maintain the pressure drop according to the
range established during the initial performance test, unless a new
range is during a subsequent performance test pursuant to Minn. R.
7017.2025, subp. 3. If the recorded pressure drop is outside the
required range, the emissions during that time shall be considered
uncontrolled until the pressure drop is once again within the
required range. The period of time for which the pressure drop is
considered out of range shall be reported as a deviation. [Findings
of EAW, 2018, Minn. R. 7007.0100, subp. 7({A}), Minn. R.
7007.0100, subp. 7((L}}, Minn. R. 7007.0100, subp. 7({M)), Minn. R.
7007.0800, subp. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title
| Condition: Avoid major source under 40 CFR 52.21(b}(2){i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.11.8 Protocol for Re-Setting the Pressure Drop Range Limit: The
Permittee shall conduct performance testing to measure the PM,
PM10, and PM2.5 emission rate as required elsewhere in this
permit. If the established Pressure Drop Range Limit is to be re-set,
the re-set shall be based on the pressure drop values recorded
during the most recent MPCA-approved performance test where
compliance was demonstrated.

During the performance test, the Permittee must continuously
monitor the pressure drop. The Permittee shall calculate the
average pressure drop based on the average exhibited over all
three or more, if applicable, compliant test runs. Downtime of 15
minutes or more is not to be included as operating time.
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The established Pressure Drop Range Limit shall be re-set as
follows:

- if the 3-hr average pressure drop recorded during the test is within
the established range, it shall not be re-set and the established
values remain the Pressure Drop Range Limit; or

- if the 3-hr average pressure drop is outside the range specified
above, the range limit shall be re-set based upon the minimum and
maximum pressure drop values exhibited during the performance
test. The new minimum value for the range limit shall be half the
lowest recorded reading and the new maximum value for the range
limit shall be two times the highest recorded value. Ongoing
compliance with the Pressure Drop Range Limit will be determined
using the same data acquisition and reduction as was used during
the performance test.

The new Pressure Drop Range Limit shall be effective upon receipt
of the Notice of Compliance letter that approves the test results
and shall be incorporated into the permit when the permit is next
amended. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A),
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7{M),
Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. 7009.0010-7009.0090,
Minn. R. 7017.2025, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a,
Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1){i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.11.9 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Pressure Drop Range Limit required by this
permit. [Minn. R. 7007.1500, subp. 1]

5.11.10 Notwithstanding the Protocol detailed above, the MPCA reserves
the right to set operational limits and requirements as allowed
under Minn. R. 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

TREA7 Fabric Filter -
MRP

5.12.1 The Permittee shall vent emissions from the equipment in COMG 2
to TREA 7 whenever the equipment in COMG 2 operates. The
Permittee shall operate and maintain TREA 7 at all times that any
emissions are vented to TREA 7, which includes 1) during operation
of the equipment in COMG 2, 2) for at least 15 minutes after the
equipment in COMG 2 ceases operaticn, 3) during cleaning of the
metal recovery plant building, and 4) for at least 15 minutes after
cleaning of the metal recovery plant building ceases. The Permittee
shall document periods of non-operation of TREA 7 when emissions
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are required to vent to TREA 7 as described above. When cleaning
control equipment, the Permittee is not required to operate fans
that supply air to the control equipment. [Findings of EAW, 2018,
Minn. R. 7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L),
Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800, subps. 1-2(B),
Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1){i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5122 If the Permittee replaces TREA 7, the replacement control must
meet or exceed the control efficiency requirements of TREA 7 as
well as comply with all other requirements of TREA 7. Prior to
making such a change, the Permittee shall apply for and obtain the
appropriate permit amendment, as applicable.

If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, 2018, Minn. R. 7007.0100, subp. 7(A}, Minn. R. 7007.0100,
subp. 7(L), Minn. R. 7007.0100, subp. 7(M), Minn. R. 7007.0800,
subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. ch. 4410,
Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title |
Condition: Avoid major source under 40 CFR 52.21({b)(1){i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5123 The Permittee shall operate and maintain the control equipment
such that it achieves an overall control efficiency for HAPs - Metal
>= 93 percent control efficiency (100 percent capture efficiency and
93 percent collection efficiency)

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]

5124 The Permittee shall operate and maintain control equipment such
that it achieves a control efficiency for Particulate Matter >= 99
percent control efficiency (100 percent capture efficiency and 99
percent collection efficiency). [Findings of EAW, 2018, Minn. R.
7007.0800, subps. 1-2{B), Minn. R. ch. 4410, Minn. Stat. 116.07,
subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major
source under 40 CFR 52.21(b}{1){i) and Minn. R. 7007.3000, To
avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

5125 The Permittee shall operate and maintain control equipment such
that it achieves a control efficiency for PM < 10 micron >= 93
percent control efficiency (100 percent capture efficiency and 93
percent collection efficiency). [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7{L}, Minn. R.
7007.0100, subp. 7(M}, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
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4a, Minn. Stat. 116.07, subd. 9, To avoid major source under 40 CFR
70.2 & Minn. R. 7007.0200]

5.12.6 The Permittee shall operate and maintain control equipment such
that it achieves a control efficiency for PM < 2.5 micron >= 93
percent control efficiency (100 percent capture efficiency and 93
percent collection efficiency). [Findings of EAW, 2018, Minn. R.
7007.0100, subp. 7(A), Minn. R. 7007.0100, subp. 7(L), Minn. R.
7007.0100, subp. 7{M), Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, To avoid major source under 40 CFR
70.2 & Minn. R. 7007.0200]

5.12.7 The Permittee shall operate and maintain the fabric filter in
accordance with the Operation and Maintenance (O & M) Plan. The
Permittee shall keep copies of the O & M Plan available onsite for
use by staff and MPCA staff. [Minn. R. 7007.0800, subp. 14]

5.12.8 Pressure Drop: Once each day of operation, while material is being
processed in the MRP, the Permittee shall record the pressure drop
across the fabric filter. The record shall include the time and date
of each pressure drop reading and whether or not the recorded
pressure drop was within the range specified in this permit.
[Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A}), Minn. R.
7007.0100, subp. 7({L), Minn. R. 7007.0100, subp. 7(M}, Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7007.0800, subps. 4-5, Minn. R.
7009.0010-7009.0090, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b)(1)(i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.12.9 Corrective Actions: The Permittee shall take corrective action as
soon as possible if any of the following occur:

- the recorded pressure drop is outside the required operating
range; or

- the fabric filter or any of its components are found during the
inspections to need repair.

Corrective actions shall return the pressure drop to within the
permitted range and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
include, but are not limited to, those outlined in the O & M Plan for
the fabric filter. The Permittee shall keep a record of the type and
date of any corrective action taken for each filter. [Minn. R.
7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn. R.
7007.0800, subp. 5]

5.12.10 Monitoring Equipment: The Permittee shall install and maintain the
necessary monitoring equipment for measuring and recording
pressure drop as required by this permit. The monitoring
equipment must be installed, in use, and properly maintained when
the monitored fabric filter is in operation. [Minn. R. 7007.0800,
subp. 4]

5.12.11 Periodic Inspections: At least once per calendar quarter, or more
frequently as required by the manufacturing specifications, the
Permittee shall inspect the control equipment components. The
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Permittee shall maintain a written record of these inspections.
[Minn. R. 7007.0800, subp. 14, Minn. R. 7007.0800, subp. 4, Minn.
R. 7007.0800, subp. 5]

5.12.12 Pressure Drop >= 0.1 and <= 6.0 inches of water column until a new
range is set pursuant to Minn. R. 7017.2025, subp. 3 during the
initial performance test required by this permit for PM, PM10, and
PM2.5 and as described below. Upon receipt of the Notice of
Compliance letter from the MPCA that approves the test results,
the Permittee shall maintain the pressure drop according to the
range established during the initial performance test, unless a new
range is during a subsequent performance test pursuant to Minn. R.
7017.2025, subp. 3. If the recorded pressure drop is outside the
required range, the emissions during that time shall be considered
uncontrolled until the pressure drop is once again within the
required range. The period of time for which the pressure drop is
considered out of range shall be reported as a deviation. [Findings
of EAW, 2018, Minn. R. 7007.0100, subp. 7((A)), Minn. R.
7007.0100, subp. 7{(L})}, Minn. R. 7007.0100, subp. 7({M}), Minn. R.
7007.0800, subp. 1-2, Minn. R. 7009.0010-7009.0090, Minn. R. ch.
4410, Minn. Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title
| Condition: Avoid major source under 40 CFR 52.21(b}(2){i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
Minn. R. 7007.0200]

5.12.13 Protocol for Re-Setting the Pressure Drop Range Limit: The
Permittee shall conduct performance testing to measure the PM,
PM10, and PM2.5 emission rate as required elsewhere in this
permit. If the established Pressure Drop Range Limit is to be re-set,
the re-set shall be based on the pressure drop values recorded
during the most recent MPCA-approved performance test where
compliance was demonstrated.

During the performance test, the Permittee must continuously
monitor the pressure drop. The Permittee shall calculate the
average pressure drop based on the average exhibited over all
three or more, if applicable, compliant test runs. Downtime of 15
minutes or more is not to be included as operating time.

The established Pressure Drop Range Limit shall be re-set as
follows:

- if the 3-hr average pressure drop recorded during the test is within
the established range, it shall not be re-set and the established
values remain the Pressure Drop Range Limit; or

- if the 3-hr average pressure drop is outside the range specified
above, the range limit shall be re-set based upon the minimum and
maximum pressure drop values exhibited during the performance
test. The new minimum value for the range limit shall be half the
lowest recorded reading and the new maximum value for the range
limit shall be two times the highest recorded value. Ongoing
compliance with the Pressure Drop Range Limit will be determined
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using the same data acquisition and reduction as was used during
the performance test.

The new Pressure Drop Range Limit shall be effective upon receipt
of the Notice of Compliance letter that approves the test results
and shall be incorporated into the permit when the permit is next
amended. [Findings of EAW, 2018, Minn. R. 7007.0100, subp. 7(A),
Minn. R. 7007.0100, subp. 7(L), Minn. R. 7007.0100, subp. 7(M),
Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090,
Minn. R. 7017.2025, Minn. R. ch. 4410, Minn. Stat. 116.07, subd. 4a,
Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b}(1){i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.12.14 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Pressure Drop Range Limit required by this
permit. [Minn. R. 7007.1500, subp. 1]

5.12.15 Notwithstanding the Protocol detailed above, the MPCA reserves
the right to set operational limits and requirements as allowed
under Minn. R. 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

TREA 8 Thermal Oxidizer

5.13.1 Opacity <= 20 percent opacity except for one six-minute period per
hour of not more than 60 percent opacity. [Minn. R. 7011.0610,
subp. 1{A}(2)]

5.13.2 Particulate Matter <= 0.30 grains per dry standard cubic foot of
exhaust gas unless required to further reduce emissions to comply
with the less stringent limit of either Minn. R. 7011.0730 or Minn. R.
7011.0735. [Minn. R. 7011.06 10, subp. 1(A)(1)]

5.13.3 The Permittee shall vent emissions from equipment in COMG 1 and
COMG 5 to TREA 8 whenever equipment in COMG 1 or COMG 5
operates, and operate and maintain TREA 8 at all times that any
emissions are vented to TREA 8. The Permittee shall document
periods of hon-operation of the control equipment TREA 8
whenever equipment in COMG 1 or COMG 5 is operating. [Findings
of EAW, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1}(i} and Minn. R.
7007.3000, Title | Condition: Avoid major source under 40 CFR 63.2,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.4 If the Permittee replaces TREA 8, the replacement control must
meet or exceed the control efficiency requirements of TREA 8 as
well as comply with all other requirements of TREA 8. Prior to
making such a change, the Permittee shall apply for and obtain the
appropriate permit amendment, as applicable.
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If no amendment is needed for the replacement, the Permittee
shall submit an electronic notice to the Agency using Form CR-05.
The notice must be received by the Agency seven working days
prior to the commencement/start of replacement. [Findings of
EAW, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){1)(i) and Minn. R.
7007.3000, Title | Condition: Avoid major source under 40 CFR 63.2,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.5 The Permittee shall operate and maintain control equipment such
that it achieves a control efficiency for Total PCDD/PCDF >= 50
percent control efficiency (100 percent capture efficiency and 50
percent collection efficiency)

This is a state only requirement and is not enforceable by the EPA
Administrator or citizens under the Clean Air Act. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch. 4410, Minn.
Stat. 116.07, subd. 4a, Minn. Stat. 116.07, subd. 9]

5.13.6 The Permittee shall operate and maintain control equipment such
that it achieves an overall control efficiency for, Volatile Organic
Compounds >= 95 percent control efficiency. [Findings of EAW,
Minn. R. 7007.0800, subps. 1-2(B}), Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1){i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

5.13.7 The Permittee shall operate and maintain the thermal oxidizer in
accordance with the Operation and Maintenance (O & M) Plan. The
Permittee shall keep copies of the O & M Plan available onsite for
use by staff and MPCA staff. [Minn. R. 7007.0800, subp. 14]

5.13.8 The Permittee shall operate and maintain the control equipment
such that it achieves an overall control efficiency for, HAPs - Volatile
>= 95 percent control efficiency. [Findings of EAW, 2018, Minn. R.
7007.0800, subps. 1-2{(B), Minn. R. ch. 4410, Minn. Stat. 116.07,
subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major
source under 40 CFR 63.2, To avoid major source under 40 CFR 70.2
& Minn. R. 7007.0200]

5.13.9 Temperature Monitoring: The Permittee shall maintain and operate
a thermocouple monitoring device that continuously indicates and
records the combustion chamber temperature of the thermal
oxidizer. The monitoring device shall have a margin of error less
than the greater of +/- 0.75 percent of the temperature being
measured or +/- 4.5 degrees Fahrenheit. The recording device shall
also calculate the three-hour rolling average combustion chamber
temperature. Recorded values outside the range specified in this
permit are considered Deviations as defined by Minn. R. 7007.0100,
subp. 8a. [Minn. R. 7007.0800, subps. 4-5, Title | Condition: Avoid
major source under 40 CFR 52.21(b}(1)(i) and Minn. R. 7007.3000,
Title | Condition: Avoid major source under 40 CFR 63.2, To avoid
major source under 40 CFR 70.2 & Minn. R. 7007.0200]
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5.13.10 Monitoring Equipment: The Permittee shall install and maintain

thermocouples to conduct temperature monitoring required by this
permit. The monitoring equipment must be installed, in use, and
properly maintained whenever operation of the monitored control
equipment is required. [Minn. R. 7007.0800, subps. 4-5]

5.13.11 Daily Monitoring: The Permittee shall physically verify the operation
of the temperature recording device at least once each operating
day to verify that it is working and recording properly. The
Permittee shall maintain a written record of the daily verifications.
[Findings of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7007.0800, subps. 4-5, Minn. R. ch. 4410, Minn. Stat. 116.07, subd.
4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major source
under 40 CFR 52.21(b}(1){i) and Minn. R. 7007.3000, Title |
Condition: Avoid major source under 40 CFR 63.2, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.12 Annual Calibration: The Permittee shall calibrate the temperature
monitor at least once every 12 months and shall maintain a written
record of the calibration and any action resulting from the
calibration. [Minn. R. 7007.0800, subp. 14, Minn. R. 7007.0800,
subp. 4, Minn. R. 7007.0800, subp. 5]

5.13.13 The Permittee shall maintain a continuous hard copy readout or
computer disk file of the temperature readings and calculated three
hour rolling average temperatures for the combustion chamber.
[Minn. R. 7007.0800, subps. 4-5, Title | Condition: Avoid major
source under 40 CFR 52.21(b}{1)(i} and Minn. R. 7007.3000, Title |
Condition: Avoid major source under 40 CFR 63.2, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.14 Quarterly Inspections: At least once per calendar quarter, the
Permittee shall inspect the control equipment internal and external
system components, including but not limited to the refractory,
heat exchanger, and electrical systems. The Permittee shall
maintain a written record of the inspection and any corrective
actions taken resulting from the inspection. [Minn. R. 7007.0800,
subp. 14, Minn. R. 7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]

5.13.15 Annual Inspection: At least once per calendar year, the Permittee
shall conduct an internal inspection of the control device that
includes all operating systems of the control device. The Permittee
shall maintain a written record of the inspection and any action
resulting from the inspection. [Minn. R. 7007.0800, subp. 14, Minn.
R. 7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]

5.13.16 Corrective Actions: If the temperature is below the minimum
specified by this permit or if the thermal oxidizer or any of its
components are found during the inspections to need repair, the
Permittee shall take corrective action as soon as possible.
Corrective actions shall return the temperature to at least the
permitted minimum and/or include completion of necessary repairs
identified during the inspection, as applicable. Corrective actions
include, but are not limited to, those outlined in the O & M Plan for
the thermal oxidizer. The Permittee shall keep a record of the type
and date of any corrective action taken. [Minn. R. 7007.0800, subp.
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14, Minn. R. 7007.0800, subp. 4, Minn. R. 7007.0800, subp. 5]
5.13.17 Temperature >= 1550 degrees Fahrenheit 3-hour rolling average at

the combustion chamber outlet (Minimum Temperature Limit},
unless a new limit is set pursuant to Minn. R. 7017.2025, subp. 3, as
detailed below. If the recorded 3-hour rolling average temperature
is below the Minimum Temperature Limit, the VOC and volatile HAP
emitted during that time shall be considered uncontrolled until the
average temperature is above the Minimum Temperature Limit.
This shall be reported as a deviation. [Findings of EAW, 2018, Minn.
R. 7007.0800, subps. 1-2(B), Minn. R. ch. 4410, Minn. Stat. 116.07,
subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition: Avoid major
source under 40 CFR 52.21(b)(1){i) and Minn. R. 7007.3000, Title |
Condition: Avoid major source under 40 CFR 63.2, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.18 Protocol for Re-Setting the Minimum Temperature Limit: The
Permittee shall conduct performance testing to measure the VOC
and volatile HAP destruction efficiency as required elsewhere in this
permit. If the Minimum Temperature Limit is to be re-set, the re-set
shall be based on the average temperature values recorded during
the most recent MPCA-approved performance test where
compliance was demonstrated. During the performance test, the
Permittee must continuously monitor the temperature in the
combustion chamber The Permittee shall calculate the average
temperature from the combustion chamber by reducing the
temperature data to an average temperature based on the average
exhibited over all three compliant test runs. Downtime of 15
minutes or more is not to be included as operating time.

The Minimum Temperature Limit shall be re-set as follows:

- if the 3-hour average temperature recorded during the test is
within 25 deg F of the limit, it shall not be re-set and the established
Minimum Temperature Limit remains unchanged; or

- if the 3-hour average temperature is more than 25 deg F greater
or less than the established limit, it shall be re-set as the average
temperature of the performance test. Ongoing compliance with the
temperature limit will be determined using the same data
acquisition and reduction as was used during the performance test.

The new Minimum Temperature Limit determined using this
Protocol shall be effective upon receipt of the Notice of Compliance
letter that approves the test results and shall be incorporated into
the permit when the permit is next amended. [Findings of EAW,
Minn. R. 7007.0800, subps. 1-2(B), Minn. R. ch. 4410, Minn. Stat.
116.07, subd. 4a, Minn. Stat. 116.07, subd. 9, Title | Condition:
Avoid major source under 40 CFR 52.21(b){1)(i}) and Minn. R.
7007.3000, Title | Condition: Avoid major source under 40 CFR 63.2,
To avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

5.13.19 The Permittee must apply for and obtain a major permit
amendment if the Permittee wishes to deviate from the Protocol
for Re-setting the Minimum Temperature Limit required by this
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permit. [Minn. R. 7007.1500, subp. 1]
5.13.20 Notwithstanding the Protocol detailed above, the MPCA reserves

the right to set operational limits and requirements as allowed
under Minn. R, 7017.2025. If the MPCA sets limits, the new limits
shall be implemented upon receipt of the Notice of Compliance
letter that notifies the Permittee of preliminary approval. The limits
set according to Minn. R. 7017.2025 are final upon issuance of a
permit amendment incorporating the change. [Minn. R. 7017.2025]

6. Submittal/action requirements

This section lists most of the submittals required by this permit. Please note that some submittal requirements may
appear in the Limits and Other Requirements section, or, if applicable, within a Compliance Schedule section.

Subject ltem

Sec.Sl.Reqt

St des:Sl desc

Requirement & Citation

TFAC1

6.1.1

The Permittee shall conduct a performance test to measure
noise due 180 calendar days after startup of EQUI 2. The
performance test shall measure noise to determine compliance
with the noise standards in Minn. R. 7030.0040 and shall be
conducted in accordance with the requirements of Minn. R.
7030.0060. During daytime measurements, the Permittee shall
operate EQUI 2, the equipment in COMG 1, and the equipment
COMG 2 simultaneously and, to the greatest extent practicable,
conduct loading, unloading, and material transfer operations in
the yard.

This is a state only requirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Minn. R.
7030.0010-7030.0080]

6.1.2

The Permittee shall submit a semiannual deviations report : Due
semiannually, by the 30th of January and July. The first
semiannual report submitted by the Permittee shall cover the
calendar half-year in which the permit is issued. The first report
of each calendar year covers January 1 - June 30. The second
report of each calendar year covers July 1 - December 31. Submit
this on form DRF-2 (Deviation Reporting Form). If no deviations
have occurred, submit the signed report certifying that there
were no deviations. [Minn. R. 7007.0800, subp. 6{A}(2)]

6.1.3

The Permittee shall submit a compliance certification : Due
annually, by the 31st of January (for the previous calendar year}.
Submit this on form CR-04 {(Annual Compliance Certification
Report). This report covers all deviations experienced during the
calendar year. If no deviations have occurred, submit the signed
report certifying that there were no deviations. [Minn. R.
7007.0800, subp. 6(C)]

6.1.4

The Permittee shall submit an annual report by the 31st of
January. The report shall describe the changes made at the
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Facility during the previous calendar year using the latest MPCA
application forms. The report shall include information for any
new or replaced Subject ltems. The report shall be submitted
with the annual Compliance Certification required by this permit.
[Minn. R. 7007.0800, subp. 2]

6.1.5

The Permittee shall submit a notification of the date construction
began : Due 30 calendar days after Date of Construction Start.
[Minn. R. 7007.0800, subp. 2, Minn. R. 7007.0800, subp. 5]

COMG 5

Shredder
Building
Equipment

6.2.1

The Permittee shall submit a notification of the actual date of
initial startup : Due 30 calendar days after Initial Startup Date of
EQUI 2. [Minn. R. 7007.0800, subp. 2, Minn. R. 7007.0800, subp.
6]

STRU 18

Combined Stack

6.3.1

PM < 10 micron: The Permittee shall conduct an initial
performance test due 180 calendar days after the initial startup
date of EQUI 2 to measure PM <10 micron emissions from STRU
19. The performance test shall be conducted at worst-case
conditions as defined at Minn. R. 7017.2025, subp. 2, using EPA
Reference Methods 201A and 202, or other method approved by
MPCA in the performance test plan approval. [Findings of EAW,
2018, Minn. R. 7007.0100, subps. 7(A), 7(L) & 7(M), Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7009.0010-7009.0090, Minn.
R. 7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&9, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

6.3.2

PM < 2.5 micron: The Permittee shall conduct an initial
performance test due 180 calendar days after the initial startup
date of EQUI 2 to measure PM <2.5 micron emissions from STRU
19. The performance test shall be conducted at worst-case
conditions as defined at Minn. R. 7017.2025, subp. 2, using EPA
Reference Methods 201A and 202, or other method approved by
MPCA in the performance test plan approval. [Findings of EAW,
2018, Minn. R. 4410, Minn. R. 7007.0100, subps. 7(A}, 7(L}, &
7(M), Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. 7009.0010-
7009.0090, Minn. R. 7017.2020, subp. 1, Minn. Stat. 116.07,
subds.4a&9, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

6.3.3

Particulate Matter: Particulate Matter: The Permittee shall
conduct an initial performance test due 180 calendar days after
the initial startup date of EQUI 2 to measure particulate matter
emissions from STRU 19. The performance test shall be
conducted at worst-case conditions as defined at Minn. R.
7017.2025, subp. 2, using EPA Reference Methods 5 and 202, or
other method approved by MPCA in the performance test plan

ED_013190A_00000278-00055



Permit Issued: June 14, 2018 14100076-101
Permit Expires: Non-expiring Page 56 of 62

Subject ltem Sec.Sl.Reqt Sl des:Sl desc Reguirement & Citation

approval. [Findings of EAW, 2018, Minn. R. 7007.0800, subps. 1-
2(B), Minn. R. 7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat.
116.07, subds.4a&9, Title | Condition: Avoid major source under
40 CFR 52.21(b){(1)(i) and Minn. R. 7007.3000, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

6.3.4 PM < 10 micron: The Permittee shall submit a test frequency
plan for PM10: Due 60 calendar days after Initial Performance
Test Date for PM10 emissions. The plan shall specify a testing
frequency based on the test data and MPCA guidance. Future
performance tests based on 12-month, 36-month, or 60-month
intervals, or as applicable, shall be required upon written
approval of the MPCA. [Findings of EAW, 2018, Minn. R.
7007.0100, subps. 7{A), 7(L), & 7(M), Minn. R. 7007.0800, subps.
1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. 7019.2020,
subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07, subds.4a&9, To
avoid major source under 40 CFR 70.2 & Minn. R. 7007.0200]

6.3.5 PM < 2.5 micron: The Permittee shall submit a test frequency
plan for PM2.5: Due 60 calendar days after Initial Performance
Test Date for PM2.5 emissions. The plan shall specify a testing
frequency based on the test data and MPCA guidance. Future
performance tests based on 12-month, 36-month, or 60-month
intervals, or as applicable, shall be required upon written
approval of the MPCA. [Findings of EAW, 2018, Minn. R.
7007.0100, subps. 7{A), 7(L), & 7(M), Minn. R. 7007.0800, subps.
1-2(B), Minn. R. 7009.0010-7009.0090, Minn. R. 7017.2020,
subp. 1, Minn. R. ch. 4410, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&3, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

6.3.6 Particulate Matter: The Permittee shall submit a test frequency
plan for Particulate Matter: Due 60 calendar days after Initial
Performance Test Date for PM emissions. The plan shall specify a
testing frequency based on the test data and MPCA guidance.
Future performance tests based on 12-month, 36-month, or 60-
month intervals, or as applicable, shall be required upon written
approval of the MPCA. [Findings of EAW, 2018, Minn. R.
7007.0800, subps. 1-2(B), Minn. R. 7017.2020, subp. 1, Minn. R.
ch. 4410, Minn. Stat. 116.116, 07(subds.4a&9), Title | Condition:
Avoid major source under 40 CFR 52.21(b)(1}(i) and Minn. R.
7007.3000, To avoid major source under 40 CFR 70.2 & Minn. R.
7007.0200]

6.3.7 Volatile Organic Compounds: The Permittee shall conduct an
initial performance test due 180 calendar days after initial
startup date of EQUI 2 to measure VOC emissions from STRU 19,
The performance test shall be conducted at worst-case
conditions as defined at Minn. R. 7017.2025, subp. 2, using EPA
Reference Method 25A, or other method approved by the MPCA
in the performance test plan approval. [Findings of EAW, 2018,
Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7017.2020, subp. 1,
Minn. R. ch. 4410, Minn. Stat. 116.07, subds.4a&9, Title |
Condition: Avoid major source under 40 CFR 52.21(b}(1)(i) and
Minn. R. 7007.3000, To avoid major source under 40 CFR 70.2 &
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Minn. R. 7007.0200]
6.3.8 HAPs - Volatile: The Permittee shall conduct an initial

performance test due 180 calendar days after startup of EQUI 2
to verify volatile HAP emissions from STRU 19.

Volatile HAPs for the purpose of this requirement include:
Chloromethane, vinyl chloride, 1,3-butadiene, bromomethane,
chloroethane, acetonitrile, acrolein, acrylonitrile, 1,1-
dichloroethene, 3-Chloro-1-propene, Carbon disulfide, 1,1-
Dichloroethane, Methyl t-Butyl ether, Vinyl acetate, n-Hexane,
Chloroform, 1,2-Dichloroethane, benzene, carbon tetrachloride,
1-2-dichloropropane, Trichloroethene 1,4-Dioxane, Methyl
methacrylate, 4-Methyl-2-pentanone, 1,1,2-Trichloroethane,
Toluene, 1,2-Dibromoethane, Chlorobenzene, Ethylbenzene,
m,p-Xylenes, Bromoform, Styrene, o-Xylene, 1,1,2,2-
Tetrachloroethane, Cumene, Benzyl chloride, 1,4-
Dichlorobenzene, 1,2-Dibromo-3-chloropropane, 1,2,4-
Trichlorobenzene, Naphthalene, Hexachlorobutadiene, and
Isooctane.

The performance test shall be conducted at worst-case
conditions as defined at Minn. R, 7017.2025, subp. 2, using EPA
reference Method 18, or other method approved by MPCA in the
performance test plan approval.

If the tested emissions rates of any of the volatile HAPs listed
above are greater than those listed in Appendix E the Permittee
shall conduct a risk recalculation. The Permittee shall use the
2018 Northern Metals Becker Air Emissions Risk Analysis (AERA)
report as a template for recalculating and submitting the risk
estimates, for updating the qualitative description of the risks
(e.g. land use and exposure assumptions), and comparing the
recalculated risk estimates for all pollutants emitted from the
facility to the risk management guidelines used in the 2018
Northern Metals Becker AERA report. Updated toxicological
values, emission estimates, and risk assessment guidance should
be incorporated when appropriate. The Permittee shall submit
the report to the MPCA for approval. If the recalculated risk
estimates for the facility exceed the risk management guidelines
used in the 2018 Northern Metals Becker AERA, the MPCA may
require the Permittee to either refine its assessment or apply for
a permit amendment to modify its permit. [Findings of EAW,
2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R. 7017.2020,
subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07, subds.4a&9, Title |
Condition: Avoid major source under 40 CFR 63.2, To avoid major
source under 40 CFR 70.2 & Minn. R. 7007.0200]

6.3.9 Total PCDD/PCDF: The Permittee shall conduct an initial
performance test due 180 calendar days after startup of EQUI 2
to measure total Polychlorinated dibenzo-p-dioxins and
polychlorinated dibenzofurans (PCDD/PCDF) emissions from
STRU 19. The performance test shall be conducted at worst-case
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conditions as defined at Minn. R. 7017.2025, subp. 2, using EPA
reference Method 23, or other method approved by MPCA in the
performance test plan approval.

If the tested emissions rates of any PCDD/PCDF is greater than
the emission rates listed in Appendix E the Permittee shall
conduct a risk recalculation. The Permitiee shall use the 2018
Northern Metals Becker Air Emissions Risk Analysis (AERA] report
as a template for recalculating and submitting the risk estimates,
for updating the qualitative description of the risks {(e.g. land use
and exposure assumptions), and comparing the recalculated risk
estimates for all pollutants emitted from the facility to the risk
management guidelines used in the 2018 Northern Metals
Becker AERA report. Updated toxicological values, emission
estimates, and risk assessment guidance should be incorporated
when appropriate. The Permittee shall submit the report to the
MPCA for approval. If the recalculated risk estimates for the
facility exceed the risk management guidelines used in the 2018
Northern Metals Becker AERA, the MPCA may require the
Permittee to either refine its assessment or apply for a permit
amendment to modify its permit.

This is a state only requirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Findings
of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&9]

6.3.10 Polychiorinated biphenyls (PCBs): The Permittee shall conduct an
initial performance test due 180 calendar days after startup of
EQUI 2 to measure PCBs emissions from STRU 19. The
performance test shall be conducted at worst-case conditions as
defined at Minn. R. 7017.2025, subp. 2, using EPA reference
Method 23, or other method approved by MPCA in the
performance test plan approval.

If the tested emissions rates of PCBs is greater than the emission
rates listed in Appendix E the Permittee shall conduct a risk
recalculation. The Permittee shall use the 2018 Northern Metals
Becker Air Emissions Risk Analysis (AERA) report as a template
for recalculating and submitting the risk estimates, for updating
the qualitative description of the risks (e.g. land use and
exposure assumptions), and comparing the recalculated risk
estimates for all pollutants emitted from the facility to the risk
management guidelines used in the 2018 Northern Metals
Becker AERA report. Updated toxicological values, emission
estimates, and risk assessment guidance should be incorporated
when appropriate. The Permittee shall submit the report to the
MPCA for approval. If the recalculated risk estimates for the
facility exceed the risk management guidelines used in the 2018
Northern Metals Becker AERA, the MPCA may require the
Permittee to either refine its assessment or apply for a permit
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amendment to modify its permit.

This is a state only reguirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Findings
of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&9]

6.3.11 Mercury: The Permittee shall conduct an initial performance test
due 180 calendar days after startup of EQUI 2 to measure
Mercury emissions from STRU 19. The performance test shall
consist of a minimum of 12 hours of testing to be conducted at
worst-case conditions as defined at Minn. R. 7017.2025, subp. 2,
using EPA reference Method 29, or other method approved by
MPCA in the performance test plan approval.

This is a state only requirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Findings
of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&9]

6.3.12 Mercury: The Permittee shall conduct a performance test 24
months after the initial performance test date to verify the
emission factor of mercury in Ib/ton throughput. After the initial
24 months following the initial performance test date, the
Permittee shall conduct a performance test every 60 months.

The performance test shall be conducted at worst-case
conditions as defined at Minn. R. 7017.2025, subp. 2, using EPA
Reference Method 29, or other method approved by MPCA in
the performance test plan approval.

Testing conducted during the 60 days prior to the performance
test due date will not reset the test due date for future testing as
required by this permit or within a Notice of Compliance letter.

Testing conducted more than two months prior to the
performance test due date satisfies this test due date
requirement but will reset future performance test due dates
based on the performance test date.

This is a state only requirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Findings
of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B), Minn. R.
7017.2020, subp. 1, Minn. R. ch. 4410, Minn. Stat. 116.07,
subds.4a&9]

6.3.13 HAPs - Metal: The Permittee shall conduct an initial performance
test due 180 calendar days after startup of EQUI 2 to verify metal
HAP emissions rates from STRU 19. Metal HAPs include:
Antimony, Arsenic, Beryllium, Cadmium, Chromium, Cobalt,
Lead, Manganese, Nickel, and Selenium. Testing of Mercury
required separately. The performance test shall be conducted at
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worst-case conditions as defined at Minn. R. 7017.2025, subp. 2,
using EPA reference Method 29, or other method approved by
MPCA in the performance test plan approval.

If the tested emissions rates of any of the metal HAPs listed
above are greater than those listed in Appendix E the Permittee
shall conduct a risk recalculation. The Permittee shall use the
2018 Northern Metals Becker Air Emissions Risk Analysis (AERA)
report as a template for recalculating and submitting the risk
estimates, for updating the qualitative description of the risks
(e.g. land use and exposure assumptions}, and comparing the
recalculated risk estimates for all pollutants emitted from the
facility to the risk management guidelines used in the 2018
Northern Metals Becker AERA report. Updated toxicological
values, emission estimates, and risk assessment guidance should
be incorporated when appropriate. The Permittee shall submit
the report to the MPCA for approval. If the recalculated risk
estimates for the facility exceed the risk management guidelines
used in the 2018 Northern Metals Becker AERA, the MPCA may
require the Permittee to either refine its assessment or apply for
a permit amendment to modify its permit.

This is a state only requirement and is not enforceable by the
EPA Administrator or citizens under the Clean Air Act. [Findings
of EAW, 2018, Minn. R. 7007.0800, subps. 1-2(B}, Minn. R. ch.
4410, Minn. Stat. 116.07, subds.4a&9]
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Appendix A. Insignificant Activities and General Applicable Requirements

The table below lists the insignificant activities that are currently at the Facility and their associated general

applicable requirements.

Minn. R.

Rule description of the activity

General applicable requirement

Minn. R. 7007.1300, subp.

3(E)2)

Nonhazardous air pollutant VOC storage
tanks with total capacity not more than
10,000 gallons meeting certain vapor
pressure requirements.

The Permittee proposes the following
tanks:

e two 5,500 gallon and one 1,000
gallon oil/water mix tanks

e One 2,600 process water tank

e  One 250 gallon 50% ethylene glycol
tank

¢ One 1,580 gallon 0.2% soda ash
solution tank

e  One 490 gallon antifreeze tank.

Permanent submerged fill pipe (Minn. R.
7011.1505, subp. 3{B)) This applies to two
5,500 gallon oil/water mix tanks

PM, variable depending on airflow

Opacity <= 20%

(Minn. R. 7011.0715) This rule applies to the
remainder of the tanks that qualify under
Minn. R. 7007.1300, subp. 3(E}(2)

Minn. R. 7007.1300, subp.

3(H)3)

Brazing, soldering or welding equipment

PM, variable depending on airflow
Opacity <= 20%
{(Minn. R. 7011.0715)

Minn. R. 7007.1300, subp.

3(H)7)

Cleaning operations: alkaline/phosphate
cleaners and associated cleaners.

The Permittee proposes one 30 gallon
parts washer.

PM, variable depending on airflow
Opacity <= 20%
{(Minn. R. 7011.0715)
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General applicable requirement

Minn. R. 7007.1300, subp. 3{i)

Individual units with potential emissions
less than 2000 Ib/year of certain
pollutants.

The Permittee proposes the following
combustion units:

0.38 MMBtu/hr natural gas fired
boiler

Five 64,000 Btu/r natural gas fired
rooftop heaters

Four 173,250 Btu/hr natural gas fired
space heaters

750,000 and 395,000 Btu/hr natural
gas fired evaporators

Infeed conveyor, stacking conveyor,
and 2 shredded clip conveyors

PM, variable depending on airflow
Opacity <= 20%
{(Minn. R. 7011.0610)

PM <= 0.40 Ib/MMBtu
Opacity <= 20%
{(Minn. R. 7011.0515)

PM, variable depending on airflow
Opacity <= 20%
(Minn. R. 7011.0715)
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1. EXECUTIVE SUMMARY

Northern Metals, LLC (Northern Metals) seeks a permit to construct a metal recycling facility in Becker,
Minnesota (Becker facility).

This Fugitive Dust Control Plan describes the active and passive control measures and operational practices and
procedures to curtail and control fugitive dust emissions, including the employee procedures and training, as
well as the recordkeeping and reporting to demonstrate compliance with said procedures. Active measures
include sweeping and watering of roads, watering storage piles, and ensuring buildings with recycling recovery
activities (i.e., shredder, Metal Recovery Plant) are totally enclosed. Passive measures include paving roads and
use of covered conveyors to minimize fugitive dust from transfer operations.

Northern Metals, LLC | Fugitive Dust Control Plan
Trintty Consultants 1-1

ED_013190A_00000278-00066



2. SOURCES OF FUGITIVE DUST EMISSIONS, OPERATING PRACTICES, AND
CONTROL MEASURES

2.1, FUGHT - TRUCK TRAFFIC - PAVED ROADS

Unit Description: All roads at the facility traveled by Northern Metals vehicles {(haul trucks and front-
end loaders) are paved to reduce emissions.

Controls: All roads at the facility will be paved. Each road shall be swept on a regular schedule
and, as outlined below, watered as required to control dust. If fugitive emissions are
observed additional watering or sweeping will occur until such fugitive emission no
longer occur.

Emission Limitations: Per Minn. 7011.0150, Northern Metals shall not cause or permit the handling, use,
transporting, or storage of any material in a manner which may allow avoidable
amounts of particulate matter to become airborne. Furthermore, Northern Metals
shall apply all such reasonable measures as may be required to prevent particulate
matter from becoming airborne and to prevent the discharge of visible fugitive dust
emissions beyond the lot line of the property of the Becker facility.

Practices Include, But Are Not Limited to:

¢ Broom sweeping of all on-property roads, not less frequently than daily,
except

olf there was at least 0.1 inches of rainfall in the previous 24 hours, or
olf the roads are covered with snow or ice, or

oWhen the ambient temperature outside at the Becker facility is at or below
35 °F.

e Water will be applied to the active paved roads as required by weather, traffic,
and road conditions. Water trucks will be dispatched and the paved roads will
be watered if visible dust is encountered. Some weather conditions during the
summer months, such as low humidity and high winds, may warrant a higher
watering frequency. The water application rate will be adjusted, depending on
weather conditions. Watering will not occur:

olf there was atleast 0.1 inches of rainfall in the previous 24 hours, or
olf the roads are covered with snow or ice, or

OWhen the ambient temperature outside at the Becker facility is at or below
35 °F.

» Daily visible emission checks on all roads during daylight hours while in
operation.

Northern Metals, LLC | Fugitive Dust Control Plan
Trintty Consultants 2-1
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olf visible emissions are observed, the cause will be determined, and
corrective actions will be taken to minimize the visible emissions.

Recordkeeping: Northern Metals will keep and maintain the following records on site in hardcopy or
electronic format, examples of which can be found in Appendix A:

» The date and time of each fugitive dust control measure;
e The roads/areas that were cleaned;

o If dust control measures were not taken because of a rainfall event or because
an area is snow or ice-covered, documentation of the event or condition along
with the source of measurement for rainfall (i.e. on-site rain gauge);

¢ [f dust control measures were not taken because of weather conditions,
documentation of the date and the weather conditions (e.g. documentation
that the temperature indicated freezing conditions);

¢ Any cleaning equipment breakdown and corrective actions;

» Time and date of visible Emissions Inspections (including any corrective
actions taken).

2.2, FUGIZ - WASTE FLUFF HANDLING, STOCKPILE AREAS, MATERIAL TRAMSFERS
Via FRONT-END LOADERS, MATERIAL HANDLERS

Unit Description: Fugitive dust emissions due to material handling and wind erosion of waste fluff pile.

Controls: The waste fluff pile will be regularly watered to control dust as outlined below. If
fugitive emissions are visible from the pile, additional watering activities will be
employed. Furthermore, the storage pile will be partially enclosed to reduce fugitive
emissions. Good housekeeping practices will also be used for the partial enclosure.

Emission Limitations: Per Minn. 7011.0150, Northern Metals shall not cause or permit the handling, use,
transporting, or storage of any material in a manner which may allow avoidable
amounts of particulate matter to become airborne. Furthermore, Northern Metals
shall apply all such reasonable measures as may be required to prevent particulate
matter from becoming airborne and to prevent the discharge of visible fugitive dust
emissions beyond the lot line of the property of the Becker facility.

Practices Include, But Are Not Limited to:

e Water cannons will be used to spray waste fluff pile product piles at least once
daily when the ambient temperature is above 35 °F to control fugitive
emissions. Water cannons will also be used to minimize visible dust from
handling of other commodities. The water cannons will be installed and
operating prior to commencing operations.

Northern Metals, LLC | Fugitive Dust Control Plan
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» Waste fluff and shredder clip storage piles are enclosed by a three-sided shed
to reduce fugitive dust emissions caused by wind erosion.

» Promptly cleaning up spills in any material handling process (e.g., loading
waste fluff into truck).

» Daily visible emissions checks on all storage piles during daylight hours.

olf visible emissions are observed, the cause will be determined, and
corrective actions will be taken as soon as possible to minimize the visible
emissions.

Recordkeeping: Northern Metals will keep and maintain the following records on site in hardcopy or
electronic format, examples of which can be found in Appendix A:

eTime and date of visible Emissions Inspections (including any corrective
actions taken);

eThe date and time of each fugitive dust control meastuire;
sRecords of maintenance and breakdowns of water cannons;

o[f dust control measures were not taken because of weather conditions,
documentation of the date and the weather conditions (e.g. documentation that
the temperature indicated freezing conditions).

2.3. FUGI3 - SHREDDED FERROUS PILE

Unit Description: Fugitive emissions due to outdoor handling of the shredded ferrous product.

Controls: The stacker conveyor, which piles the shredded ferrous product, is equipped with
spray bars that water the shredded product as a way to both cool the ferrous and
reduce fugitive emissions. The spray bars operate both when the stacker conveyor is
in operation, which is expected to be daily, and when the temperature is above 35°F.
In addition, the ferrous pile is sprayed with water cannons during loadout into
vehicles whenever the temperature is above 35°F.

Emission Limitations: Per Minn. 7011.0150, Northern Metals shall not cause or permit the handling, use,
transporting, or storage of any material in a manner which may allow avoidable
amounts of particulate matter to become airborne. Furthermore, Northern Metals
shall apply all such reasonable measures as may be required to prevent particulate
matter from becoming airborne and to prevent the discharge of visible fugitive dust
emissions beyond the lot line of the property of the Becker facility.

Practices Include, But Are Not Limited to:
e Spray bars will be installed on the stacker conveyor to spray water on the

shredded ferrous product as a way to both a cool the ferrous and control
fugitive emissions. The spray bars will operate whenever the temperature is

Northern Metals, LLC | Fugitive Dust Control Plan
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above 35°F and whenever the stacker conveyor is operational. The spray bars
will be installed and operating prior to commencing operations.

» Water cannons will be used to spray the shredded ferrous product during
loadout into vehicles when the ambient temperature is above 35 °F in order to
control fugitive emissions. The water cannons will be installed and operating
prior to commencing operations.

 If visible emissions are observed, the cause will be determined, and corrective
actions will be taken as soon as possible to minimize the visible emissions.

Recordkeeping: Northern Metals will keep and maintain the following records on site in hardcopy or
electronic format, examples of which can be found in Appendix A:

¢ The date and time of each fugitive dust control measure; and

¢ Records of any breakdowns or maintenance of the water cannons and spray
bars

Northern Metals, LLC | Fugitive Dust Control Plan
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3. RECORDKEEPING

Northern Metals will maintain the following records on site in hardcopy or electronic format for at least five
years:

» Watering and sweeping records

» Visible Emissions Inspections, including any corrective actions taken
o Employee Training Records

¢ Weekly Weather Information Reports

o Collected from either a National Weather Service Report or an on-site
meteorological data station.

o At a minimum, the facility will track temperature, wind speed, and
precipitation.

¢ A current copy of the Fugitive Dust Control Plan.

e« MPCA Letter of Approval of this Fugitive Dust Control Plan.

Northern Metals, LLC | Fugitive Dust Control Plan
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4. REPORTING

Fugitive Dust Contrel Plan: The initial Fugitive Dust Control Plan will be submitted to the MPCA for review and

approval.

Northern Metals, LLC | Fugitive Dust Control Plan
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5. TRAINING

The Fugitive Dust Control Plan includes training for Northern Metals staff in order to fully implement the
requirements of said plan. Personnel at the facility receive comprehensive training that will cover the following
employee responsibilities, as applicable to the employee’s position:

» Dust suppression techniques

» Equipment operation in a way that minimizes fugitive dust

» Forms and Recordkeeping

* Reporting

Dust Observation and Visibility Training

Weather Observations

New employees will be trained in the areas above as predicated by their position. Annual refresher training is
provided to all existing employees. Northern Metals keeps training records for documentation.

Northern Metals, LLC | Fugitive Dust Control Plan
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APPENDIX A: EXAMPLE RECORDKEEPING FORM

(An example will be provided upon issuance of the Individual State Air Permit}
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1. INTRODUCTION

Northern Metals, LLC (Northern Metals) seeks a permit to construct a metals recycling facility in Becker,
Minnesota (Becker facility). <Update language upon final permit issuance.> Northern Metals considers
environmentally-responsible recycling a major part of the company’s corporate culture. Environmental
policies and procedures designed to ensure environmental responsibility are an integral part of all
company operations from purchasing of scrap materials from suppliers to sales to consuming steel mills
and other customers. While this Feedstock Control Plan is specific to controlling the input feedstock for
the Becker facility shredder, it relies in part on environmental programs that are implemented at all
Northern Metals facilities.

This Feedstock Control Plan has been developed to comply with the following federal and state rules,
policies, guidance documents, and permits:

e Stratospheric Ozone Protection Requirements (1990 Clean Air Act, as amended, Sections 601-
618; 40 CFR 82) (“CFC Requirements”) Recycling and Emissions Reduction;

e National Emission Standards for Hazardous Air Pollutants for Iron and Steel Foundries (40 CFR
63 Subpart EEEEE) (Northern Metals is not subject to this standard, but must meet the
requirements for metallic scrap to provide scrap to iron and steel foundries);

e National Emission Standards for Hazardous Air Pollutants for Area Sources: Electric Arc Furnace
Steelmaking Facilities (40 CFR 63 Subpart YYYYY) (Northern Metals is not subject to this
standard, but must meet the requirements for metallic scrap to provide scrap to electric arc
furnace steelmaking facilities);

¢ National Emission Standards for Hazardous Air Pollutants for Iron and Steel Foundries Area
Sources (40 CFR 63 Subpart ZZZZZ) (Northern Metals is not subject to this standard, but must
meet the requirements for metallic scrap to provide scrap for iron and steel
foundries);Implementation Plan for Minnesota’s Statewide Mercury Total Maximum Daily Load,
October 2009, Smelters & Shredders that Recycle Cars & Appliances;

e Draft Air Emission Permit No. 14100076-101 (“Air Emission Permit”); and

e National Pollutant Elimination System (NPDES)/State Disposal System (SDS) General Permit
MNRO50000 for Industrial Stormwater Multi-Sector (ISW), issued April 5, 2015 (ONCE
COVERAGE TO BECKER FACILITY IS IN PLACE)

The Feedstock Control Plan is comprised of the following sections:

e Ferrous Receiving;

e Internal Practices And Training;

e Restrictions On Incoming Scrap Materials;
¢ Supplier Education;

¢ Load Inspections; and

e Recordkeeping.
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This Feedstock Control Plan must meet certain requirements as stated in Air Emission Permit No.
14100076-1001. However, Northern Metals retains the right to update this Feedstock Control Plan
without receiving the approval of the Commissioner as long as the updated language continues to meet
the minimum requirements as stated in the Air Emission Permit. Updates may be incorporated into this
Feedstock Control Plan in order to address items such as new regulations that affect the control of
feedstock, the removal or segregation of hazardous material(s) from new scrap stream(s), initial and
periodic employee training for identification and removal or segregation of hazardous material(s) from
new scrap stream(s), and supplier education on new regulations or restrictions on new scrap streams.
However, whenever updates are made to this Feedstock Control Plan, Northern Metals will review the
Minnesota Administrative Rules to confirm whether or not said changes will require a permit amendment
application to be filed prior to making the changes. If it is found that a permit amendment application is
required, Northern Metals will file the applicable application prior to implementing the desired changes
to this Feedstock Control Plan.
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... FERROUS RECEIVING

The Northern Metals Becker facility will receive feedstock in three ways, each with their own receiving
scale. Feedstock will mainly be delivered in the form of ferrous loads received at the main truck scale. The
Becker site will also be equipped to receive ferrous loads arriving by rail. Finally, the Becker site will
operate a Community Recycling Center (CRC}), an on-site metals receiving center as a service to the
community (public) for smaller loads. Northern Metals staff serving this center will inspect and segregate
scrap metals provided by the public, and will weigh commodity metals and reimburse those turning in
commodity metals. The center will publicize its operating hours, and may operate separately from the
rest of the metals recycling facility. Northern Metals will continue to place restrictions on what it will
shred, and some materials received from the community will be sent elsewhere for processing.
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3. INTERNAL PRACTICES AND TRAINING

For many years, Northern Metals has used internal Best Management Practices (“BMPs”) at its facilities to
assure compliance with environmental laws and regulations. These practices are described in this section
and will be used at the Becker Facility as part of this Plan.

3.1, FULL-TIME ENVIRONMENTAL MANAGER

Northern Metals will employ a full time Environmental Manager to establish environmental policies,
oversee their implementation, and educate Northern Metals personnel on existing and new
environmental regulations and environmental procedures.

3.2. AWARENESS OF REGULATORY CHANGES AND UPDATES

The Environmental Manager regularly attends educational conferences, primarily in the areas of solid and
hazardous waste management, to keep abreast of new state and local regulations. The Environmental
Manager also participates in trade associations that track legislative and regulatory developments on the
federal and state level. This educational information is used to continually update procedures to reflect
the latest changes in regulations, laws, and programs.

3.3. COMPREHENSIVE SORTING PRIOR TO SHREDDING

Northern Metals will maintain a comprehensive sorting program to separate out hazardous materials as
described in this plan from the shredder feedstock for appropriate processing and recycling. This sorting
program first educates suppliers and has them certify their product as free of hazardous material (see
section 4, below), according to Northern Metals’ restrictions on incoming scrap guideline (see section 3,
below). Employee training and inspection programs (see section 2.4, below) are also part of the sorting
program to prevent hazardous materials as described in this plan from entering the shredder.

Northern Metals will not place the same restrictions on the community members providing scrap to the
CRC as it does its other suppliers using the main truck scale. Instead, Northern Metals will sort those
materials received on-site to remove hazardous materials as described in this plan and other waste (e.g,,
e-scrap, see section 4.2) from shredder feedstock.

3.4, ENVIRONMENTAL TRAINING AND SUPERVISION
3.4.1. General Employee Training

Northern Metals trains its applicable yard employees prior to their performing specific inspection or
other compliance matters and at least once every 12 months to be aware of environmental specifications
and inspection procedures. This training takes place at annual OSHA Right-To-Know training and at
special meetings when needed based on changes to operating conditions and/or new legal requirements.
This includes training on how to clean up various spills and how employees can protect themselves from
spills. In addition, employees with field experience conduct hands on training in the identification of
unacceptable and provisionally unacceptable materials, and in the identification, removal, and proper
storage of hazardous materials, pollutants, and contaminants. Environmental procedures and policies are
also disseminated at monthly safety committee meetings. Training for new employees is completed prior
to assignment of duties.
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3.4.2. Special Appliance-Processing Training

New employees who process appliances will be trained on how to identify and remove hazardous
materials, including mercury containing components, from appliances prior to beginning work in this
area. In addition, all employees who process appliances will be re-trained annually. These employees
process scrap metal that may have contained hazardous materials and mercury containing components
that have not been processed before arriving at a facility.

3.4.3. Special Vehicle Processing Training’

New employees who process vehicles will be trained in End of Vehicle Life (ELV) processing prior to
beginning work in this area. In addition, all employees who process vehicles will be re-trained on ELV
processing annually. ELV processing uses state of the art techniques and equipment to remove hazardous
materials, pollutants, and contaminants from vehicles before they are crushed, shredded, or otherwise
processed. This training includes specific instructions about the End of Life Vehicle Solutions’ (ELVS’})
educational materials and collection program for mercury components from vehicles. This was developed
as part of the National Vehicle Mercury Switch Recovery Program (NVMSRP)2, also known as the National
Mercury Switch Recovery Program (NMSRP) which is the approved mercury compliance option under the
Electric Arc Furnace Steelmaking Facilities National Emission Standards for Hazardous Air Pollutants for
Area Sources Electric Arc Furnace Area Source (40 CFR 63 Subpart YYYYY rule]} as well as the National
Emission Standards for Hazardous Air Pollutants for [ron and Steel Foundries Area Sources (40 CFR 63
Subpart ZZ777).

3.5, REGULAR SUPERVISION

Supervisors in charge of feedstock-related work areas, including the inbound scale house and the
feedstock inspection areas, conduct inspections once a week and document their inspections. As part of
these area inspections, the supervisors check that hazardous materials are segregated from the feedstock
materials and properly disposed of.

The Environmental Manger performs monthly spot inspections to ensure compliance with established
BMPs. If any issues are found during the weekly or monthly reviews, prompt corrective actions will be
taken to remedy the issue(s). Supervisors will be trained annually on what corrective actions must be

taken if any issues are identified.

3.6, REGULAR ENVIRONMENTAL INSPECTIONS

In addition to load inspections described in Section 5, twice a year the Environmental Manager conducts
an environmental inspection of each Northern Metals facility to ensure that the facility is in compliance
with water quality, air quality, and solid and hazardous waste regulations. Northern Metals will also use
and maintain the BMPs identified in its Storm Water Pollution Prevention Plan. These inspections are part

1 In this Plan, Northern Metal uses the term “vehicles” which includes auto hulks but also includes trucks and other
vehicles that may be recycled; this may also include vehicle scrap components and subassemblies.

2 See hitp://elvsolutions.org/.
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of Northern Metals’ environmental program and are also required to comply with certain regulatory
obligations.
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... 4. RESTRICTIONS ON INCOMING SCRAP MATERIALS

Northern Metals maintains restrictions on incoming scrap material in order to limit hazardous wastes,
pollutants, and contaminants entering its facilities and prevent explosions at its facilities (and specifically
in the shredder). The restrictions described in this section will be employed at the Becker facility as part
of this Feedstock Control Plan.

4.1, RESTRICTION ON INCOMING SCRAP MATERIALS

Northern Metals has adopted a formal corporate environmental policy and has developed written
environmental specifications to identify scrap materials that will not be accepted, or will be accepted only
under certain conditions, at the company’s facilities, including the Becker facility.

For a listing of scrap materials that Northern Metals will NOT accept at its facilities, see Appendix A,
Unacceptable Materials.

For a listing of scrap materials that Northern Metals will accept only under certain circumstances, see
Appendix B, Provisionally Acceptable Materials.

Subject to these restrictions, Northern Metals will maintain and operate a CRC as a service to the Becker
community.

4.2, ELECTRONIC WASTE OR E-SCRAP

With certain exclusions (see Appendix A and elsewhere in this Plan}, Northern Metals will accept
electronic waste or “e-scrap” at the Becker facility, and will store it in the Feeder Yard Building. However,
these items will not be processed or shredded, but instead will be shipped elsewhere for processing
and/or recycling. Suppliers must separate and designate their e-scrap.

Typical items of electronic waste that are acceptable at the Becker facility includes the following:

Audio playback devices (e.g., iPods™, MP3s) Fax machines

Battery back-up units Heat sinks

Cathode ray tubes Laptop computers
Capacitors Mainframe computers

Cell phones and similar devices Printed circuit boards
Clocks Semiconductor equipment
Communications equipment Smoke alarms

Test equipment (e.g., electronic device from

Computer CRTs and monitors blood pressure cuff)

Computer hard and back-up drives Printers

Computer keyboards and mice Phones

Computer parts and accessories Radios and stereos

Desktop computers Telecommunications equipment
Electrolytic capacitors Video monitors

DVD and CD players
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The list identifies examples of electronic waste and is not all-inclusive. This list of typical electronic waste,
as well as the list of acceptable materials, provisionally acceptable materials, and unacceptable materials
will be posted for easy access by employees.

4.3, WRITTEN SPECIFICATIONS FOR CERTAIN S5CRAP WASTE S5TREAMS

Northern Metals places specific restrictions on certain scrap waste streams - appliances, electronic waste,
medical and dental equipment, and vehicles - that likely include hazardous materials, pollutants, and
contaminants, including mercury containing components.

4.3.1. Appliances

4.3.1.1. Special Restrictions

Except as described below, at the Becker facility, Northern Metals will not accept appliances that need
further processing before shredding. Only appliances that have been processed by a certified appliance
recycler or by Northern Metals trained employees are accepted to avoid accidental shredding of
appliances that contain hazardous materials, including mercury containing components.3

4.3.1.2. General Restrictions

When disposing of appliances or industrial process refrigeration equipment, federal and state law do not
allow someone to knowingly vent or otherwise release into the environment any class I or class Il
substances used as a refrigerant in any appliance or industrial process refrigeration equipment. Instead,
refrigerants must be removed prior to disposal or delivery for recycling.

Except in the CRC,* Northern Metals does not accept any appliances that contain refrigerants. Common
refrigerants include ozone-depleting substance called chlorofluorocarbons (“CFCs”) and
hydrochlorofluorocarbons (“HCFCs”}, which are also known by the trade name Freon. The following
appliances are not accepted at the main truck scale or rail scale until refrigerants have been removed:

e Air conditioners;

e Dehumidifiers;

e Freezers;

e Ice makers;

e Refrigerators;

e Vending machines; and

e Water coolers.

3 Mercury containing components could refer to typical devices found in household and commercial appliances such
as mercury flame sensors, tilt switches, mercury displacement relays, and occasionally mercury containing
thermometers, pressurestats, and aquastats as examples.

4 Northern Metals will accept refrigerant containing devices from the public as a community service. The liquids in
these devices will be removed on-site or the devices will be sent to an appliance recycler certified to remove
refrigerants.
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When suppliers bring these refrigerant-containing appliances to a facility, one of two things will happen.
Either the load is rejected, or Northern Metals will accept the appliances after the supplier pays a
refrigerant removal surcharge. If the load is rejected, and the supplier is directed to an appliance recycler
certified to remove the refrigerants or the CRC. Once the certified recycler completes these removals,

Northern Metals will accept the appliances for recycling at the main truck scale.

Northern Metals accepts appliances that either (a) have been processed by a certified appliance recycler
or (b) do not contain refrigerants and can be processed to remove the hazardous material, including
mercury containing components, associated with appliances. Each shipment from a supplier must be
accompanied by a certificate of refrigerant removal from the certified appliance recycler. The following

list shows appliances that are accepted for further processing by Northern Metals:

Clothes washers;

Clothes dryers (gas and electric);

Dishwashers;

Garbage disposals;

Gas furnaces and boilers (residential and commercial);
Gas water heaters (residential and commercial);
Conventional ovens (gas and electric);
Microwave ovens;

Ranges (gas and electric);

Space heaters; (gas and electric);

Stoves (gas and electric); and

Trash compactors.

Once these unprocessed appliances are accepted, Northern Metals’ trained employees inspect each
accepted appliance for hazardous materials, including mercury containing components, and remove any
such components. Checklists of items to look for on given equipment will be posted for easy access by

employees. Removed components will be routed to the proper recycling destination.
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4.3.2. Medical and Dental Equipment

Northern Metals lists medical and dental equipment as Provisionally Acceptable Materials at the
company’s facilities. The provisions are: (a) the equipment cannot contain any hazardous wastes,
pollutants or contaminants, including mercury containing components; and (b) a trained Northern Metals
employee must inspect the equipment and approve its acceptance. Checklists of items to look for on given
equipment will be posted for easy access by employees.

4.3.3. Vehicles

Northern Metals will accept vehicles at the Becker facility. Vehicles arrive in one of two conditions -
either (a) they have been processed by a vehicle supplier to remove refrigerants, hazardous wastes,
pollutants, and contaminants, including mercury containing components or {(b) they have not been
processed. Unprocessed vehicles are inspected by the company’s trained personnel who remove
refrigerants, hazardous materials, contaminants, and pollutants, including mercury-containing
components.

Under Minnesota Statutes § 116.92, subd.4(c), “A person may not crush a motor vehicle unless the person
has first made a good faith effort to remove all of the mercury switches in the motor vehicle.” As part of its
commitment to comply with this statute, Northern Metals participates in the NVMSRP. EPA announced
this national program on August 11, 2006. The NVMSRP is designed to recover 80 to 90 percent of
available mercury switches, or an estimated 40 million mercury containing switches from scrap vehicles
that are melted to make new steel. Northern Metals joined the NVMSRP on November 6, 2006.

The automotive industry has identified BMPs that address mercury containing devices in vehicles
including air bag sensor switches, automatic braking system switches, and light switches. Northern
Metals processes all vehicles it receives using these BMPs, unless they have been processed by another
company before purchase by Northern Metals.

4.3.4. Radioactive Materials

Northern Metals does NOT accept any radioactive materials at any of its facilities, including the Becker
facility. Northern Metals will operate a state-of-the-art radiation monitoring system at the Becker facility
to enforce this restriction. The truck scale and rail scale are both equipped with the most advanced
technology for detecting all types of radiation above background levels. Industrial smoke detectors,
navigational equipment, spark gap indicators, thermostats, luminous signs, and ignition exciters are
examples of scrap materials that my contain radiation.

Northern Metals has also developed and uses a set of Radiation Protection Safety Procedures. See
Appendix C, Radiation Protection Safety Procedures.

4.3.5. Potentially Explosive Materials
To minimize explosions in the shredder and in other handling and processing equipment at its facilities,
Northern Metals has adopted the following specifications.
e Northern Metals does NOT accept any explosive or flammable materials or containers that hold
these materials.

e Northern Metals will accept containers that previously held explosive or flammable materials, but
only if the container has been emptied and cut into two pieces.
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e Northern Metals will accept compressed gas cylinders and oxygen bottles, but only if the cylinder
or bottle has been emptied and cut into two pieces, and the valves have been removed.

e Northern Metals will accept gas tanks or fuel tanks, but only if the tanks have been separated
from other materials, completely drained, and cut into two pieces.

¢ Northern Metals will accept larger tanks that previously held explosive or flammable materials,
but only if the tank is accompanied by a certification that the materials have been removed and
either 1) is cut into two pieces or 2} has a hole for the purpose of and adequate for visual
inspection by a trained Northern Metals employee.

e Northern Metals will accept baled, crushed, logged, or otherwise compressed vehicles, but only if
the gas tank has been removed.

4,3.6, Lead

In general, Northern Metals does not shred or process lead material on-site. Lead containing products in
vehicles such as wheel balancing products, vehicle fuel tanks and lead-acid batteries/cables are removed
before said vehicles are processed. Larger non-vehicle lead items, such as lead sewer pipes, are pulled out
of the general scrap pile and stored with other lead containing materials to be processed off-site. The
recycling of lead-acid batteries is addressed in Section 5 below.

4.3.7. Demolition Debris

Anyone conducting demolition or renovation in Minnesota is subject to Minn. R. 7035.0805 and must
remove hazardous materials, including mercury, lead, asbestos, PCBs, oils, CFCs, electronic waste,
radioactive materials, and other hazardous waste prior to renovation or demolition. Northern Metals
does not accept these materials and they are all included in Appendix A Unacceptable Materials List. As
described under section 3.3 suppliers must certify their product is free of hazardous material and
unacceptable material.

4.3.8. Industrial Equipment

Certain types of industrial machinery or equipment such as equipment associated with rigging, erection,
millwright service, elevators, boilers, manufacturing, material handling, water treatment, pipeline
companies, etc. may contain mercury devices. Types of mercury containing devices could include
displacement relays, measurement and control devices, low water shutoff devices, mechanical load
balancing devices, industrial /power plant electrical devices. Suppliers must remove these devices prior
to supplying metallic scrap associated with this equipment to Northern Metals. As described under
section 3.3 suppliers must certify their product is free of hazardous material and unacceptable material.
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.3 SUPPLIER EDUCATION

Northern Metals maintains a supplier education program in order to limit hazardous wastes, pollutants,
and contaminants entering its facilities and prevent explosions at its facilities (specifically in the
shredder). The restrictions described in this section will be employed at the Becker facility as part of this
Feedstock Control Plan.

Northern Metals uses its Unacceptable Materials and Provisionally Acceptable Materials lists as
educational tools with its suppliers. The lists are sent to suppliers annually and when they are updated.
The lists are also available at the company’s facilities for new suppliers where they are given to new and
prospective suppliers. The Environmental Manager also communicates regularly with customers about
these lists and answers compliance questions from suppliers.

To assist suppliers with recycling of materials that Northern Metals will not accept, the company
maintains an up-to-date referral list of facilities which can legally accept and recycle these materials.
Items such as unprocessed used appliances, cracked and/or broken lead acid batteries (including pieces
of batteries)5, fluorescent bulbs, ballasts, mercury thermostats, electronic wastes, and tanks or other
containers with liquids are included on this list. This referral list is sent annually to suppliers and is also
given to suppliers when they bring unacceptable materials to a company facility.

Northern Metals uses its rejected load documentation and signs in the lobbies at its facilities to educate
suppliers about acceptable and unacceptable materials. The Environmental Manager communicates with
the company’s buyers and inspections personnel about working with suppliers to comply with
environmental requirements.

5 Intact lead-acid batteries are accepted by Northern Metals. However, these batteries will be handled according to
applicable regulations and shipped offsite for processing; they will not be processed or shredded by Northern
Metals.
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.5, LOAD INSPECTIONS

Northern Metals maintains a load inspection program in order to limit hazardous wastes, pollutants, and
contaminants entering its facilities and prevent explosions at its facilities (and specifically in the
shredder). The restrictions described in this section will be employed at the Becker facility as part of this
Feedstock Control Plan.

6.1, VISUAL INSPECTIONS OF INCOMING MATERIAL AT THE TRUCK 5CALE

All trucks entering the Becker facility will be weighed on the incoming truck scale or the rail scale. During
this weighing process, the scale operator visually monitors (through a closed circuit video system) each
load to initially review for any objectionable materials, weighs the inbound truck and directs the
shipment to the load inspector. The load inspector reviews the load to determine its contents, inspects the
truck after it has been unloaded and generates a signed and dated inspection ticket that includes the
grade of material, any comments regarding deductions taken (e.g., ice, snow, trash, etc.) and directs the
truck to the outbound scale. The scale ticket documents the date, time, customer account number, where
the load originated, vehicle number, hauler and Northern Metals scale operator. An example inspection
ticket showing the seller’s obligation and commitment to supply only approved materials is provided in
Appendix D. When the load inspector identifies material in a load that does not meet Northern Metals’
specifications, the load inspector rejects the load and documents the inspection ticket accordingly.
Northern Metals’ policy is then to contact the supplier and explain the reason for the rejection.

6.2. YARD INSPECTIONS

The load inspector inspects every truck when it is unloaded in the yard. The crane operator also routinely
examines the material as it is unloaded with the overhead cranes. If the crane operator or any other yard
personnel see materials which do not meet specifications, the material is immediately segregated. The
load inspector performs an additional inspection on the segregated material. If the load inspector
determines that material does not meet specifications, the Yard Supervisor or Operations Manager is
notified, and inspects the load. If the load is rejected, the inspection ticket is documented accordingly and
the supplier is contacted.

A third check of the material is made by the shredder operator when scrap metal is loaded on to the in-
feed conveyor of the shredder. The shredder operator is stationed in a room with a view of the material
on the in-feed conveyor. If the shredder operator sees material that does not appear to meet
specifications, the shredder operator will stop the conveyor until the material can be removed. The load
inspector performs an additional inspection on any material removed from the conveyor. If the load
inspector determines that material does not meet specifications, the Yard Supervisor or Operations
Manager is notified and inspects the load.

As stated, Northern Metals has multiple stages of inspection to help achieve a reasonably safe and
effective Feedstock Control Plan at the Becker facility.
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6.3, REJECTION PROCEDURE

Northern Metals’ rejection procedure is to: (a) segregate the unacceptable materials; (b} document the
reason for the rejection on the inspection ticket, {c) call the supplier as soon as possible to explain the
reason for the rejection; and take pictures of each rejected load to be shared with Northern Metals
personnel and the supplier(s). This documentation sets forth exactly what materials were rejected and
why. The rejection information and communication is intended to be, and is, an effective tool to educate
suppliers. The supplier must pay for return transportation and any special handling costs. The weight of
the rejected material is deducted from the weight of the affected load for payment purposes, as partial
loads are sometimes rejected and the balance of the load accepted.
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.7, RECORDKEEPING

Northern Metals will maintain the following records for at least five years.

e Computerized records that show the date, weight, scrap metal grade {which specifically indicates
whether the load will be shredded or otherwise recycled), supplier, and truck description for all
loads.

¢ Inspection tickets for each load.
e Daily weights of all ferrous metals produced at the shredder.

e Daily weights of all nonferrous metals produced by the Metal Recycling Plant (MRP) from
processed shredder residue.

e Description of materials rejected and documentation providing the reason for rejection.
e Documentation of supplier certification for suppliers of the following:

o Items which had previously contained refrigerants;

o Appliances; and

o Vehicles.

e For vehicle scrap, records of the number of mercury switches removed (or the weight of mercury
recovered from the switches), the estimated number of vehicles processed, an estimate of the
percent of mercury switches recovered, and certification that the recovered mercury switches
were either returned to the supplier or recycled at a facility with a permit as required under
RCRA Subtitle C, or managed through the switch collection/recycling program operated by ELVS
for the NVMSRP.

¢ Documentation that Northern Metals is an active participant in the NVMSRP and is regularly
removing and shipping switches through the ELVS program.

¢ Documentation of employee training, including the date of training, names of persons trained, a
description of the content of the training, names of course instructors, and number of contact
hours for each training event.

e Records of weekly inspections by area supervisors, including the date of inspection, the results of
the inspection, and any corrective actions taken as a result of the inspection.

e Records of monthly and semiannual inspections by the environmental manager, including the
date of inspection, the results of the inspection, and any corrective actions taken as a result of the
inspection.
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.. APPENDIX A: UNACCEPTABLE MATERIALS LIST

The following is a list of materials that, by themselves,t Northern Metals WILL NOT ACCEPT at any of its
facilities:

Airbag canisters.

Asbestos or asbestos containing materials, including any wire or cable that contains asbestos.
Chemicals or containers that currently contain chemicals.

Cracked and/or broken lead-acid batteries, including pieces of batteries.”

NiCad, lithium or other batteries that are not lead-acid type.

Explosive or flammable materials.

Fluorescent lights including ballasts.

Any "Hazardous Waste" as defined by any applicable federal, state, or local legal requirement.

R T AT L B

Mercury or any mercury containing device or material.

-
e

PCB capacitors, PCB capacitor-bearing materials, PCB containing transformers, and any other
PCB containing device or material.

11. Radioactive materials.
12. Vehicle used oil filters.

13. Waste oil in free-flowing form.

6 Note that some of these materials may be found in vehicles to be processed in the ELV. These vehicles will be
processed as addressed in this plan.

7 Intact lead-acid batteries are accepted by Northern Metals. However, these batteries will be handled according to
applicable regulations and shipped offsite for processing; they will not be processed or shredded by Northern
Metals.
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APPENDIX B: PROVISIONALLY ACCEPTABLE MATERIALS LIST

The following is a list of materials that Northern Metals WILL ACCEPT at its facilities,
BUT ONLY IF THEY MEET THE LISTED PROVISIONS:

1. Appliances that normally contain refrigerants, including air conditioners, dehumidifiers, freezers, ice
makers, refrigerators, vending machines, and water coolers, BUT ONLY IF the refrigerants, hazardous
wastes, pollutants, and contaminants, including mercury containing components, are or have been
removed by Northern Metals or a state certified appliance recycler.

Barrels, drums, or other containers, BUT ONLY IF they have been emptied and cut into two pieces.
Brake shoes, BUT ONLY IF they contain no asbestos.

Compressed gas cylinders and oxygen bottles, BUT ONLY IF they have been cut into two pieces, and the
valves have been removed.

5. Gauges and measuring devices, BUT ONLY IF free of hazardous materials, specifically including mercury
and radioactive materials.

Gas tanks or fuel tanks, BUT ONLY IF the tanks have been completely drained and cut into two pieces.

Larger tanks, BUT ONLY IF the tank is accompanied by a certification that the material inside the tank has
been removed and the tank either is cut into two pieces or has a hole for the purpose of and adequate for
visual inspection by a trained Northern Metals employee.

8. Medical and dental equipment, BUT ONLY IF the equipment does not contain any electronics, hazardous
wastes, pollutants, and contaminants, and the Environmental Manager has inspected the equipment and
approved its acceptance.

9. Metallic sludges and drosses, BUT ONLY IF the supplier provides documentation acceptable to the
Environmental Manager or his/her designee showing the sludge or dross does not contain hazardous
wastes, pollutants or contaminants and has been generate in compliance with applicable legal
requirements.

10. Military and/or government scrap, BUT ONLY IF it is certified to be free of explosive, flammable, and
hazardous materials.

11. Sealed units, including drivelines, hydraulic cylinders and jacks, propane tanks, and shock absorbers BUT
ONLY [IF drained of all oils and other nonmetallic substances and punctured.

12. Transformers and transformer components, BUT ONLY IF certified to be free of PCBs and other
hazardous materials, pollutants, and contaminants.

13. Vehicles that have been baled, logged, crushed or otherwise compressed, BUT ONLY IF the gas tanks,
any refrigerants, and any hazardous materials, pollutants, or contaminant, including mercury containing
components, have been removed.

14. Vehicle scrap associated with oils, including motor blocks, torque converters, and transmissions, BUT
ONLY IF they have been drained of all fluids.

MNorthem Metals, LLC | Feedstook Control Plan
Trintty Consultants B-1

ED_013190A_00000278-00095



. APPENDIX C: RADIATION PROTECTION SAFETY PROCEDURES

INTRODUCTION

General

1. lonizing Radiation is defined as electromagnetic or particulate radiation capable of producing ions,
directly or indirectly, by interaction with matter. lonizing radiation cannot be felt, seen, heard, tasted, or
smelled. However, ionization radiation can be guarded by the use of barriers and warning devices.

2. Radioactive material occurs in many forms, shapes and sizes and is used in many different applications:
level control gauges in steel making, thickness of foil, smoke detectors, medicine, watch dials, etc. There
are also applications where radioactive particles commonly found on Earth are transferred as small
particles to processing equipment; contaminating pipes, heat exchangers, beams, etc.

Objective

3. Northern Metals' objective is to detect ionizing radiation in scrap metals before processing the metals to:

a. Minimize the likelihood of radioactive waste being a hazard to Northern Metals’ employees;
b. To minimize environmental contamination; and

¢. To assure our markets that no radioactive materials are shipped from Northern Metals. Northern
Metals will monitor all incoming and outgoing scrap, vehicles and rail cars. The Rad Com portal
radiation monitors, located on the truck scale and rail scale, will ensure all scrap entering and
exiting the facility has been checked for radiation.

Exposure Protection
The basic measure of protection from radiation hazards is TIME, DISTANCE, and SHIELDING.

4. Minimize TIME of Exposure

a. Thelonger the exposure, the greater the chance of injury. Reducing the exposure time by one-half
reduces the radiation dose by one-half.

5. Increase DISTANCE from Source

a. Increasing the distance greatly reduces the exposure. Doubling the distance reduces the exposure
by 1/4 of the original amount.

6. Maintain SHIELDING

a. Shielding is important during the construction of radioactive devices, but unfortunately is an
unknown factor when dealing with scrap waste since the type of shielding necessary is dependent
upon the type of radioactive particle. Shielding around a radiocactive device should never be
tampered with.

It is of the utmost importance that all Northern Metals’ employees never approach a suspected radioactive load
without previously monitoring surrounding radiation. Northern Metals’ radiation safety officers will rope off the
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load at distances which will not present a hazard to Northern Metals employees. Employees should never go
closer than the "roped off” distances.

RESPOMNSIBILITIES

Scale Operator

7. Maintain working knowledge of the Rad Comm Radiation monitor and notify the radiation protection
officer in the event of any alarm situation.

Radiation Safety Officer
8. Maintain working knowledge of the Rad Comm Radiation Monitor.
9. Conduct testing of suspected radioactive loads.
10. Notify the affected agencies of any suspected loads.
11. Complete the radiation detection report after detection of load.

12. Conduct periodic inspections of the Rad Comm monitor.

Northern Metals Employees
13. Never approach an unevaluated suspected radioactive load.
14. Maintain distances beyond the "roped off" areas.

15. Although incoming loads are being evaluated for radioactivity, all employees should be alert for devices
marked with the following symbol. If such a marked device is found, immediately notify the Northern
Metals radiation safety officer and maintain at least a 120 foot distance away from the device.

RAD COMM ALARM SAFETY PROCEDURES

Alarm Sounds

16. Scale operator will notify radiation safety officer. Ask driver to stop vehicle immediately and pull
his/her vehicle at least 120 feet from entrance down Becker facility. Also tell the driver to wait a couple
minutes before coming back for a retest.

17. Scale operator will reset alarm. Ensure that all personnel stay at a safe distance of atleast 120 feet from
truck.

Confirmation of Alarm Condition

18. Ask the driver to drive the vehicle at a slow speed (5 mph) past the detector without stopping. If an
alarm occurs follow procedures for POSITIVE CONFIRMATION. If an alarm does NOT occur after
repeating this procedure, the load can be allowed to be unloaded.

Positive Confirmation of Alarm Condition

19. Ask the driver to drive vehicle to an area on BecKker facility at least 120 feet from personnel.
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20. Check the RC/2 portable monitor for proper operation.

21. Radiation safety officer will use the RC/2 portable monitor and with the monitor operating and held in
front of the officer, will approach the vehicle. The entire perimeter of the vehicle should be checked. AT
NO TIME SHALL THE SAFETY OFFICER OR ANY EMPLOYEE APPROACH THE VEHICLE AT A DISTANCE
CLOSER THAN THAT WHICH WOULD PRODUCE A READING ABOVE 5000 COUNT. THE AREA AROUND
THE VEHICLE SHALL BE ROPED OFF TO PREVENT EMPLOYEES FROM BEING EXPOSED TO ABOVE A
5000 COUNT READING. THE "RADIATION AREA" SIGN SHALL ALSO BE POSTED.

22. ALL DETECTIONS SHOULD BE HANDLED WITH CAUTION AND NEVER HANDLED WITHOUT THE
PROPER PERSONNEL PROTECTION EQUIPMENT AND TRAINING.

23. The Radiation Detection Report shall be complete by the safety officer and contact made to Minnesota
Department of Health, Radiation Group or to the Nuclear Regulatory Regional Office, depending on the
particular type of scrap and the vehicle’s owner.

RAD COMM DEVICE INSPECTION

The following will be inspected daily:
24. Operation Status Indicator Lights
a. Monitor Indicator is green and should be steady on (flashing or off indicates defective operation)
b. Low Battery Indicator

¢. Charge Indicator

The following will be inspected quarterly:
25. Adequacy of signal activation device
26. All power sources
27. Function of alarm circuits and trouble indicating lights
28. Check source test; fast & slow response test on external units
29. Check source test on portable

30. System power interruption test

REFERENCES
31. 29 CFR Part 1910-96 - OSHA - lonizing radiation

32. 10 CFR Part 20 Nuclear Regulatory Commission’s Standards for Protection
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APPENDIX D EXAMPLE INSPECTOR TICKET
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Appendix D. Criteria Air Dispersion Modeling Parameters

Point Sources

Permit AERMOD Pollutant Averaging Easting Northing Base Emission Emission Height | Exit Temp Exit Diam. Flow Rate

Time X1 Y1 Elev. Rate Vel.
ID D [m] [m] m] [m] [m] (K] [m/s] [m] [ACFM]
STRU19 NMBSV019 PM2.5 24-hr 430,784.880 5,026,509.390 296.27 3.4097 0.4296 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 PM2.5 Annual 430,784.880 5,026,509.390 296.27 3.4097 0.4296 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 PM10 24-hr 430,784.880 5,026,509.390 206.27 3.4097 0.4296 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 NO2 1-hr 430,784.880 5,026,509.390 206.27 1.73 0.2174 48.768 307.61 17 2.53 181,086.500
STRU18 NMBSV019 NO2 Annual 430,784.880 5,026,509.390 296.27 1.73 0.2174 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 CO 1-hr 430,784.880 5,026,509.390 296.27 1.45 0.1826 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 CO 8-hr 430,784.880 5,026,509.390 206.27 1.45 0.1826 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 S02 1-hr 430,784.880 5,026,509.390 206.27 0.0104 0.001304 | 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 802 3-hr 430,784.880 5,026,509.390 206.27 0.0104 0.001304 | 48.768 307.61 17 2.53 181,086.500
STRU18 NMBSV019 S02 24-hr 430,784.880 5,026,509.390 296.27 0.0104 0.001304 | 48.768 307.61 17 253 181,086.500
STRU19 NMBSV019 s02 Annual 430,784.880 5,026,509.390 296.27 0.0104 0.001304 | 48.768 307.61 17 253 181,086.500

Volume Sources

Permit | AERMOD Pollutant Averaging Easting Northing Base Emission Emission Height Lateral Vertical

Time X1 Y1 Elev. Rate Rate Dimension Dimension

SigmaY SigmaZ

D ID [m] [m] [m] [Ib/hr] [g/sec] [m] [m]
FUGI2 | NMBVLOO1 PM2.5 24-hr 430,879.700 5,026,576.150 296.58 0.002974 0.000375 6.096 6.76 5.66928
FUGI2 | NMBVLOO1 PM2.5 Annual 430,879.700 5,026,576.150 296.58 0.002974 0.000375 6.096 6.76 5.66928
FUGI2 | NMBVLOO1 PM10 24-hr 430,879.700 5,026,576.150 296.58 0.01964 0.002475 6.096 6.76 5.66928
FUGI3 | NMBVLO0Z PM2.5 24-hr 430,708.900 5,026,552.300 296.45 0.006216 0.0007832 7.314 0.2835 1.1796
FUGI3 | NMBVL0O02 PM2.5 Annual 430,708.900 5,026,552.300 296.45 0.006216 0.0007832 7.314 0.2835 1.1796
FUGI3 | NMBVLO02 PM10 24-hr 430,708.900 5,026,552.300 296.45 0.04105 0.005172 7.314 0.2835 1.1796
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Appendix E. Air Toxics Modeling Parameters

Stack Parameters
Point Source

Permit Easting Northing Base Height | Exit Temp Exit Diam. Flow Rate Distance to
X1 Y1 Elev. Vel. Property Line or
Receptor
1D [m] [m] [m] [m] [K] [m/s] [m] [ACFM] [m]
STRU18 430,784.880 5,026,509.390 | 296.27 | 48.768 307.61 17 253 181,086.500 160
Volume Source
Permit Easting Northing Base Height Lateral Vertical Distance to
X1 Y1 Elev. Dimension Dimension Property
SigmaY SigmaZ Line or
Receptor
ID m] m] m] [m] [m] m] m]
FUGI2 430,879.700 5,026,576.150 296.58 6.096 6.76 5.66928 34
Default Dispersion Factors
Permit Height Distance to
Property
Line or
Receptor
ID [m] [m]
IAs 6.7056 6.76
Emission Rates
CAS # or . - A
MPCA# Chemical Name HAP STRU 19 Insignificant Activities FUGI 2 Waste Fluff
Hourly Annual Hourly Annual Hourly Annual
Emissions Emissions Emissions Emissions Emissions Emissions
(Ib/hr) (tpy) (Ib/hr) {tpy) (Ib/hr) {tpy)
75-05-8 Acetonitrile YES 3.74E-03 7.00E-03
107-02-8 Acrolein YES 3.73E-03 6.98E-03
107-13-1 Acrylonitrile YES 3.75E-03 7.02E-03
107-05-1 Allyl chloride YES 3.76E-03 7.04E-03
7429-90-5 Aluminum NO 8.13E-03 1.52E-02 8.71E-05 3.81E-04
7440-36-0 Antimony YES 3.25E-04 6.08E-04 3.48E-06 1.52E-05
7440-38-2 Arsenic YES 1.24E-03 2.33E-03 498E-07 2.18E-06 1.32E-05 5.80E-05
71-43-2 Benzene YES 9.60E-02 1.80E-01 5.23E-06 2.29E-05
207-08-9 Benzo(k)fluoranthene YES 3.11E-08 1.36E-07
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CAS # or

MPCA# Chemical Name HAP STRU 19 Insignificant Activities FUGI 2 Waste Fluff
Hourly Annual Hourly Annual Hourly Annual
Emissions Emissions Emissions Emissions Emissions Emissions
(Ib/hr) (tpy) (Ib/hr) {tpy) (Ib/hr) {tpy)
56-55-3 Benzo[a]anthracene YES 3.11E-08 1.36E-07
50-32-8 Benzo[a]pyrene YES 2.07E-08 9.07E-08
205-99-2 Benzo[b]fluoranthene YES 3.11E-08 1.36E-07
191-24-2 Benzo[g,h,i]perylene YES 2.07E-08 9.07E-08
100-44-7 Benzyl chloride YES 3.76E-03 7.03E-03
7440-41-7 Beryllium YES 8.89E-05 1.67E-04 9.50E-07 4.16E-06
75-25-2 Bromoform YES 3.88E-03 7.26E-03
106-99-0 Butadiene, 1,3- YES 3.77E-03 7.05E-03
7440-43-9 Cadmium YES 9.32E-04 1.79E-03 2.74E-06 1.20E-05 9.78E-06 4.29E-05
75-15-0 Carbon disulfide YES 3.74E-03 7.00E-03
630-08-0 Carbon Monoxide NO 1.45E+00 6.35E+00 2.09E-01 9.17E-01
56-23-5 Carbon tetrachloride YES 3.78E-03 7.07E-03
108-90-7 Chlorobenzene YES 3.80E-03 7.12E-03
67-66-3 Chiloroform YES 3.79E-03 7.09E-03
7440-47-3 Chromium YES 1.19E-03 2.30E-03 3.49E-06 1.53E-05
Chromium (Hexavalent)
18540-29-9 {particulate) YES 3.81E-04 7.13E-04
Chrysene
218-01-9 (Benzo{a)phenanthrene} YES 3.11E-08 1.36E-07
7440-48-4 Cobalt YES 1.48E-04 2.80E-04 2.09E-07 9.17E-07 1.57E-06 6.86E-06
7440-50-8 Copper NO 3.85E-03 7.24E-03 2.12E-06 9.28E-06 4.10E-05 1.80E-04
98-82-8 Cumene YES 8.49E-03 1.59E-02
110-82-7 Cyclohexane NO 3.10E-02 5.81E-02
53-70-3 Dibenz[a,h]anthracene YES 2.07E-08 9.07E-08
106-46-7 Dichlorobenzene(p), 1,4- YES 3.76E-03 7.04E-03
25321-22-6 Dichlorobenzenes Some 2.07E-05 9.07E-05 2.99E-06 1.31E-05
Dichloroethylene {1,1-}
75-35-4 (Vinylidene chloride) YES 3.77E-03 7.06E-03
156-60-5 Dichloroethylene, trans-1,2- NO 3.77E-03 7.06E-03
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CAS # or

MPCA# Chemical Name HAP STRU 19 Insignificant Activities FUGI 2 Waste Fluff
Hourly Annual Hourly Annual Hourly Annual
Emissions Emissions Emissions Emissions Emissions Emissions
(Ib/hr) (tpy) (Ib/hr) {tpy) (ib/hr) (tpy)
Dimethylbenz[a]lanthracene,
57-97-6 7,12- YES 2.76E-07 1.21E-06
Dioxane, 1,4- (1,4-Diethylene
123-91-1 dioxide) YES 3.79E-03 7.09E-03
141-78-6 Ethyl acetate NO 2.04E-02 3.82E-02
100-41-4 Ethyl benzene YES 8.74E-02 1.64E-01
Ethyl chloride
75-00-3 {Chloroethane) YES 3.76E-03 7.05E-03
Ethylene dibromide
106-93-4 {Dibromoethane) YES 3.85E-03 7.20E-03
Ethylene dichloride (1,2-
107-06-2 Dichloroethane) YES 3.74E-03 7.01E-03
Ethylidene dichloride (1,1-
75-34-3 Dichloroethane) YES 3.75E-03 7.02E-03
206-44-0 Fluoranthene YES 5.18E-08 2.27E-07 7.48E-09 3.27E-08
50-00-0 Formaldehyde YES 1.29E-03 5.67E-03 1.87E-04 8.19E-04
87-68-3 Hexachlorobutadiene YES 3.74E-03 7.00E-03
Hexachlorodibenzodioxins,
00-08-3 All Isomers YES 3.62E-09 6.77E-09
Hexachlorodibenzofurans, All
00-08-2 Isomers YES 3.62E-09 6.77E-09
110-54-3 Hexane NO 2.25E-01 4.99E-01 4.49E-03 1.96E-02
591-78-6 Hexanone-2 NO 3.79E-03 7.10E-03
Hydrochloric acid (hydrogen
7647-01-0 chloride) YES 2.08E-01 3.88E-01
193-39-5 Indeno(1,2,3-cd)pyrene YES 3.11E-08 1.36E-07
67-63-0 Isopropy! alcohol NO 3.69E-02 6.91E-02
7439-92-1 Lead YES 1.47E-03 2.78E-03
00-07-8 m- and p-Xylenes YES 3.04E-01 5.70E-01
7439-96-5 Manganese YES 3.08E-03 5.78E-03 9.47E-07 4.15E-06 3.29E-05 1.44E-04
7439-97-6 Mercury (elemental) YES 1.32E-03 1.50E-03 6.48E-07 2.84E-06
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CAS # or

MPCA# Chemical Name HAP STRU 19 Insignificant Activities FUGI 2 Waste Fluff
Hourly Annual Hourly Annual Hourly Annual
Emissions Emissions Emissions Emissions Emissions Emissions
(Ib/hr) (tpy) (Ib/hr) {tpy) (ib/hr) (tpy)
Methyl bromide
74-83-9 (Bromomethane) YES 3.79E-03 7.10E-03
Methyl chloride
74-87-3 {Chioromethane) YES 3.77E-03 7.06E-03
Methyl ethyl ketone (2-
78-93-3 Butanone) NO 5.27E-02 9.87E-02
Methyl isobutyl ketone
108-10-1 (Hexone) YES 1.83E-02 3.43E-02
80-62-6 Methyl methacrylate YES 7.48E-03 1.40E-02
1634-04-4 Methyl tert butyl ether YES 3.79E-03 7.09E-03
56-49-5 Methylcholanthrene, 3- YES 3.11E-08 1.36E-07
91-20-3 Naphthalene YES 8.28E-03 1.55E-02 1.52E-06 6.66E-06
7440-02-0 Nickel YES 6.18E-03 1.17E-02 5.23E-06 2.29E-05 6.58E-05 2.88E-04
10102-44-0 Nitrogen dioxide (NO2) NO 1.73E+00 7.56E+00 2.49E-01 1.09E+00
111-84-2 N-Nonane NO 2.89E-02 5.40E-02
109-66-0 Pentane, n- NO 5.35E-01 1.11E+00 6.48E-03 2.84E-02
85-01-8 Phenanthrene YES 2.93E-07 1.28E-06 4.24E-08 1.86E-07
Polychlorinated biphenyls
1336-36-3 (Aroclors unspeciated) YES 1.54E-02 2.88E-02
Polycyclic Organic Matter
00-01-7 (POM} YES 6.52E-07 2.86E-06 2.20E-07 9.63E-07
115-07-1 Propylene NO 1.08E-02 2.02E-02
Propylene dichloride (1,2-
78-87-5 Dichloropropane) YES 3.70E-03 6.93E-03
7782-49-2 Selenium YES 2.34E-03 4.38E-03 2.51E-05 1.10E-04
100-42-5 Styrene YES 6.85E-02 1.28E-01
7446-09-5 Sulfur dioxide NO 1.04E-02 4.53E-02 1.50E-03 6.55E-03
79-34-5 Tetrachloroethane, 1,1,2,2- YES 3.78E-03 7.08E-03
109-99-9 Tetrahydrofuran NO 8.08E-03 1.51E-02
108-88-3 Toluene YES 3.96E-01 7.42E-01 8.47E-06 3.71E-05
120-82-1 Trichlorobenzene, 1,2,4- YES 3.71E-03 6.95E-03
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CAS # or

MPCA# Chemical Name HAP STRU 19 Insignificant Activities FUGI 2 Waste Fluff
Hourly Annual Hourly Annual Hourly Annual
Emissions Emissions Emissions Emissions Emissions Emissions
(Ib/hr) (tpy) (Ib/hr) {tpy) (ib/hr) (tpy)
79-00-5 Trichloroethane, 1,1,2- YES 3.82E-03 7.16E-03
79-01-6 Trichloroethylene YES 2.69E-02 5.04E-02
95-63-6 Trimethylbenzene, 1,2,4- NO 1.37E-01 2.57E-01
108-05-4 Vinyl acetate YES 3.79E-02 7.09E-02
75-01-4 Vinyl chioride YES 3.77E-03 7.07E-03
95-47-6 Xylenes, o- YES 1.10E-01 2.07E-01
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Appendix F. List of Sls that the Permittee is authorized to construct and operate under permit 141000079-101

Max Design
Subject ltem S| Designation Max Capacity Max Design
Type Subject and Design Units Capacity Units
Description ltem ID Description* Manufacturer | Model | Capacity | {(numerator) | {denominator}) | Material
Conveyor EQUI3 UMO Wendt TBD 350 | tons hours Metal
Conveyor EQUIL2 FEC001 Wendt TBD 350 | tons hours Metal
Conveyor EQUIL3 FEC002 Wendt TBD 350 | tons hours Metal
Conveyor EQUIL4 FECO03 Wendt TBD 350 | tons hours Metal
Conveyor EQUILS FEC004 Wendt TBD 150 | tons hours Metal
Conveyor EQUILE FECOQ5 Wendt TBD 150 | tons hours Metal
Conveyor EQUIL7 FECO06 Wendt TBD 100 | tons hours Metal
Conveyor EQUIL8 FECOO7 Wendt TBD 100 | tons hours Metal
Conveyor EQUILS FEC008 Wendt TBD 100 | tons hours Metal
Conveyor EQUI20 FEC0O09 Wendt TBD 100 | tons hours Metal
Conveyor EQUI23 FECOL10 Wendt TBD 300 | tons hours Metal
Conveyor EQUI25 FECO14 Wendt TBD 75 | tons hours Metal
Conveyor EQUI26 Creep Feeder | Wendt TBD 75 | tons hours Metal
Conveyor EQUI27 Tumbleback Wendt TBD 75 | tons hours Metal
Conveyor EQUI38 Feeder #2 BPS TBD 2.5 | tons hours Metal
Conveyor EQUIS2 Feeder #4 BPS TBD 7 | tons hours Metal
Conveyor EQUIS9 NFCO01 Wendt TBD 75 | tons hours Metal
Conveyor EQUIBO NFC002 Wendt TBD 70 | tons hours Metal
Conveyor EQUIBL NFC003 Wendt TBD 70 | tons hours Metal
Conveyor EQUIB2 NFC004 Wendt TBD 63 | tons hours Metal
Conveyor EQUIE3 NFCOQ5 Wendt TBD 63 | tons hours Metal
Conveyor EQUI64 NFC0O06 Wendt TBD 34 | tons hours Metal
Conveyor EQUIBS NFC0OQ7 Wendt TBD 34 | tons hours Metal
Conveyor EQUIEE NFC008 Wendt TBD 34 | tons hours Metal
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Max Design
Subject ltem S| Designation Max Capacity Max Design
Type Subject and Design Units Capacity Units
Description item ID Description* Manufacturer | Model | Capacity | {numerator) | {denominator}) | Material
Conveyor EQUIB7 NFC009 Wendt TBD 18 | tons hours Metal
Conveyor EQUIBS NFCO10 Wendt TBD 17 | tons hours Metal
Conveyor EQUIEY NFCO11 Wendt TBD 17 | tons hours Metal
Conveyor EQUI70 NFC012 Wendt TBD 3| tons hours Metal
Conveyor EQUI71 NFC013 Wendt TBD 10 | tons hours Metal
Conveyor EQUI72 NFC0O14 Wendt TBD 10 | tons hours Metal
Conveyor EQUI73 NFCO15 Wendt TBD 6 | tons hours Metal
Conveyor EQUI74 NFCO16 Wendt TBD 10 | tons hours Metal
Conveyor EQUI7S NFC0O17 Wendt TBD 10 | tons hours Metal
Conveyor EQUI76 NFC0O18 Wendt TBD 6 | tons hours Metal
Conveyor EQUI77 NFC019 Wendt TBD 10 | tons hours Metal
Conveyor EQUI78 NFC020 Wendt TBD 7 | tons hours Metal
Conveyor EQUI79 NFC0O21 Wendt TBD 8 | tons hours Metal
Conveyor EQUISO NFC022 Wendt TBD 6 | tons hours Metal
Conveyor EQUIBL NFC023 Wendt TBD 4| tons hours Metal
Conveyor EQUIB2 NFC024 Wendt TBD 4| tons hours Metal
Conveyor EQUIB3 NFCO25 Wendt TBD 1.5 | tons hours Metal
Conveyor EQUIg4 NFC026 Wendt TBD 3.5 tons hours Metal
Conveyor EQUIBS NFC0O27 Wendt TBD 0.2 | tons hours Metal
Conveyor EQUIBE NFC028 Wendt TBD 10.5 | tons hours Metal
Conveyor EQUIBY NFC029 Wendt TBD 1.5 | tons hours Metal
Conveyor EQUIBS NFC0O30 Wendt TBD 0.75 | tons hours Metal
Conveyor EQUIBY NFC0O31 Wendt TBD 1.75 | tons hours Metal
Conveyor EQUISO NFC032 Wendt TBD 0.5 | tons hours Metal
Conveyor EQUI96 ECS #5 STEINERT TBD 6 | tons hours Metal
Conveyor EQUIL01 Feeder #1 BPS TBD 3| tons hours Metal
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Max Design
Subject ltem S| Designation Max Capacity Max Design
Type Subject and Design Units Capacity Units
Description item ID Description* Manufacturer | Model | Capacity | {numerator) | {denominator}) | Material
Conveyor EQUIL02 Feeder #3 JOEST TBD 6 | tons hours Metal
Conveyor EQUIL03 Feeder #8 JOEST TBD 6 | tons hours Metal
Conveyor EQUIL04 Feeder #5 JOEST TBD 6 | tons hours Metal
Conveyor EQUIL05 FECO15 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL06 FECO16 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL07 FECO17 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL08 FECO18 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL09 FECO19 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL10 FEC020 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL11 FECO21 Wendt TBD 75 | tons hours Metal
Conveyor EQUIL12 NFC033 Wendt TBD 51| tons hours Metal
Conveyor EQUIL13 NFC034 Wendt TBD 3.75 | tons hours Metal
Conveyor EQUIL14 NFC035 Wendt TBD 8 | tons hours Metal
Conveyor EQUIL15 NFC0O36 Wendt TBD 21| tons hours Metal
Conveyor EQUIL1E NFC037 Wendt TBD 29 | tons hours Metal
Conveyor EQUIL17 NFC038 Wendt TBD 40 | tons hours Metal
Conveyor EQUIL18 NFC039 Wendt TBD 45 | tons hours Metal
Conveyor EQUIL19 NFC040 Wendt TBD 56 | tons hours Metal
Conveyor EQUIL20 Feeder #6 JOEST TBD 4| tons hours Metal
Conveyor EQUIL21 Feeder #7 JOEST TBD 51 tons hours Metal
Conveyor EQUIL25 NFC0O41 Wendt TBD 56 | tons hours Metal
Screens EQUI28 Screen #1 Wendt TBD 75 | tons hours Metal
Screens EQUIS2 Screen #2 AEl TBD 63 | tons hours Metal
Screens EQUI100 Screen #3 AEI TBD 34 | tons hours Metal
Separation
Equipment EQUI4 Poker Picker Wendt TBD 350 | tons hours Metal
Separation
Equipment EQUIS Magstand Wendt TBD 350 | tons hours Metal
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Max Design

Subject ltem S| Designation Max Capacity Max Design

Type Subject and Design Units Capacity Units
Description item ID Description* Manufacturer | Model | Capacity | {numerator) | {denominator}) | Material
Separation

Equipment EQUIs Z-Box Wendt TBD 300 | tons hours Metal
Separation

Eguipment EQUIZ2S Trommel Wendt TBD 71 | tons hours Metal
Separation

Equipment EQUI32 SMB #1 MTB TBD 18 | tons hours Metal
Separation

Equipment EQUI34 SMB #2 MTB TBD 17 | tons hours Metal
Separation

Equipment EQUI37 ECS #3 MTB TBD 3| tons hours Metal
Separation

Equipment EQUI3S Finder #1 Wendt TBD 2.5 | tons hours Metal
Separation

Equipment EQUI40 Sifter #1 JOEST TBD 10 | tons hours Metal
Separation

Equipment EQUI43 ECS #4 STEINERT TBD 6 | tons hours Metal
Separation

Eguipment EQUI44 Finder #2 Wendt TBD 3| tons hours Metal
Separation FE Separator

Equipment EQUI46 #2 Wendt TBD 7 | tons hours Metal
Separation

Equipment EQUI49 Finder #3 Wendt TBD 3| tons hours Metal
Separation

Equipment EQUIS0 Sifter #3 JOEST TBD 10 | tons hours Metal
Separation FE Separator

Equipment EQUISL #3 Wendt TBD 7 | tons hours Metal
Separation

Equipment EQUIS3 ECS #6 STEINERT TBD 7 | tons hours Metal
Separation

Equipment EQUIS5 Sifter #4 JOEST TBD 8 | tons hours Metal
Separation FE Separator

Equipment EQUI56 #4 Wendt TBD 6 | tons hours Material
Separation

Equipment EQUIgL Magstand Wendt TBD 150 | tons hours Metal
Separation

Equipment EQUI93 ECS #1 MTB TBD 51| tons hours Metal
Separation FE Separator

Equipment EQUI94 #1 Wendt TBD 7 | tons hours Metal
Separation

Equipment EQUISS Sifter #2 JOEST TBD 10 | tons hours Metal
Separation

Equipment EQUI97 Finder #4 Wendt TBD 3.5 | tons hours Metal
Separation

Equipment EQUIZ8 ECS #7 MTB TBD 6 | tons hours Metal
Separation

Eguipment EQUI9Y ECS #2 MTB TBD 7 | tons hours Metal
Separation

Equipment EQUIL22 Finder #5 Wendt TBD 4| tons hours Metal
Separation

Equipment EQUI123 Finder #6 Wendt TBD 4 | tons hours Metal
Separation

Equipment EQUI124 Sensor #1 SGM TBD 51 tons hours Metal
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Max Design
Subject ltem S| Designation Max Capacity Max Design
Type Subject and Design Units Capacity Units
Description item ID Description*® Manufacturer | Model | Capacity | {numerator} | {(denominator} | Material
Shredding
Equipment EQUI2 Shredder Wendt TBD 350 | tons hours Metal

*S| designation and description of units may change upon final design, but the equipment function, capacity, and potential emissions
will not change.
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Technical Support Document
for
Air Emission Permit No. 14100076-101
This technical support document (TSD) is intended for all parties interested in the permit and to meet the requirements
that have been set forth by the federal and state regulations (40 CFR § 70.7(a)(5) and Minn. R. 7007.0850, subp. 1). The
purpose of this document is to provide the legal and factual justification for each applicable requirement or policy
decision considered in the determination to issue the permit.
1. General information
1.1 Applicant and stationary source location

Table 1. Applicant and source address

Stationary source/Address

Applicant/Address (SIC Code: 5093)

EMR USA Northern Metals, LLC
143 Harding Ave 13196 Hancock Street SE
Bellmawr, New Jersey 08031-2430 Becker, MN 55308

Contact: Thomas Swafford
Phone: 651-328-8825

1.2 Facility description
Northern Metals, LLC in Becker {(“Permittee” or “facility”) is a proposed scrap metal recycling facility. The
facility will operate a shredder, associated ferrous processing equipment, a metal recovery plant (MRP), an
end-of-life vehicle (ELV) process, and a community metals receiving center. The main sources of air
emissions are the shredder, ferrous process, MRP, and fugitive dust from paved roads and material
handling. The shredder, ferrous process, and MRP will be enclosed in buildings and controlled by particulate
matter control devices. The shredder will also be controlled by a thermal oxidizer. Fugitive dust will be
mitigated by sweeping, watering and other best management practices as required by the facility's fugitive
dust control plan.

General description of the proposed process

1. Scrap receiving. Northern Metals will receive scrap by truck and occasionally by rail from contracted
suppliers. Northern Metals will also receive scrap from the public through its community metals
receiving center.

2. Inspection and depollution. Northern Metals’ suppliers certify that their loads are free of hazardous or
unacceptable materials. Hazardous or unacceptable materials are defined by the facility’s feedstock
control plan, which is Appendix C of the permit. Northern Metals will inspect all loads and segregate
hazardous or unacceptable materials or reject loads that are found to contain hazardous or
unacceptable materials. Northern Metals will also accept unprocessed vehicles at its ELV process. The
ELV process will remove all fluids, refrigerants, batteries, lead-containing parts, catalytic converters,
tires, mercury switches, and shredding hazards from the vehicle prior to shredding.

3. Shredding. Scrap that is free of hazardous and unacceptable materials will be loaded onto a conveyor
using a crane and conveyed into the shredder building. The shredder will break down the scrap in to
small pieces.

4. Downstream ferrous processing.

After shredding, the shredded material will be conveyed to the ferrous process building where the
ferrous material will be separated from all other materials (non-ferrous metals, plastics, etc.}. Shredded
ferrous material will be conveyed to a stockpile and transferred to trucks or railcars for load out.
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5. MRP. The non-ferrous material will be conveyed to the MRP and further separated into non-ferrous
metal streams and waste streams. The waste will be shipped out by trucks to a landfill. The non-ferrous
metals will be stored in the MRP and shipped out to buyers by truck.

1.3 Description of the activities allowed by this permit action
This permit action is a state permit for construction and operation of a new facility.

The Minnesota Pollution Control Agency (MPCA) has a combined operating and construction permitting
program under Minnesota Rules Chapter 7007, and under Minn. R. 7007.0800. Under that authority, this
permit action authorizes construction.

Table 2. Notifications and applications included in this action

Date received
Application/Notification type and description
08/01/2017 State Permit (IND20170001)

04/13/2018 State Permit (IND20170001)- supplemental information

1.4 Facility emissions

Table 3. Total facility potential to emit summary

Single | All
PM PMio PMazs SO: NOx co COze vVocC HAP HAPs
tpy tpy tpy tpy tpy tpy tpy tpy tpy tpy
Total facility
limited potential 142 36.9 16.9 0.05 8.65 7.27 10,300 | 13.9 0.74 3.81
emissions™®
*includes insignificant activities
Table 4. Facility classification
Classification Major Synthetic minor/area Minor/Area
New Source Review X
Part 70 X
Part 63 X

Regulatory and/or statutory basis
See Attachment 1 for an analysis of how permit limits work together to avoid various regulatory thresholds
discussed below.

2.1 New source review (NSR)
The Permittee has accepted conditions to remain below the NSR major source thresholds. These conditions
are operational requirements and minimum control efficiency limits on PM and VOC control devices to
maintain the potential PM and VOC emission rate below the major source threshold.

2.2 Part 70 permit program
The Permittee has accepted limits to remain below the Part 70 major source thresholds. These conditions
are operational requirements and minimum control efficiency limits on PM, PMjg, and PM;s and VOC
control devices to maintain the potential PM, PMyo, and PM, s and VOC emission rate below the major
source threshold. The total facility limited PTE of PM is above the major source threshold; however, the
majority of those potential emissions are from fugitive sources, which under 40 CFR Section 70.2 and Minn.
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2.3

2.4

2.5

2.6

2.7

R. 7007.0020, subp. 2(B) are not included in determining if a sources is a major stationary source under Part
70.

New source performance standards (NSPS)
The Permittee has stated that no New Source Performance Standards apply to the proposed operations at
this facility.

National emission standards for hazardous air pollutants (NESHAP)
The facility has accepted limits such that it is an area source under the NESHAP regulations. The Permittee
has stated that there are no area source NESHAPs that apply to the proposed operations at this facility.

The Permittee will not be subject to 40 CFR pt. 63, subp. GGGGGG for Primary Nonferrous Metals Areas
Sources because the NESHAP applies to owners and operators of primary zinc or beryllium production
facilities. Although nonferrous metals will be a product stream of the MRP, these metals will not be
produced at Northern Metals Becker and the facility does not meet the definition of primary beryllium
production facility or primary zinc production facility under 40 CFR Section 63.11167.

The Permittee is not subject to 40 CFR pt. 63, subp. TTTTTT for Secondary Nonferrous Metals Processing at
Area Sources because the proposed facility does not meet the definition of “secondary nonferrous metals
processing facility” under 40 CFR Section 63.11472.

Compliance assurance monitoring (CAM)
The Permittee is not subject to CAM because CAM is not applicable to nonmajor Part 70 sources.

Environmental review and air emissions risk analysis {AERA)

As part of this project, the Permittee prepared an environmental assessment worksheet {(EAW) and an AERA.
Northern Metals was required to prepare both of these analyses as part of a 2017 consent decree filed with
the Ramsey County District Court that settled claims by the MCPA and City of Minneapolis. Although not
otherwise required by law, as part of the consent decree Northern Metals agreed to conduct these analyses
in order to adequately address environmental concerns about its relocated operations.

The EAW is public naticed concurrently with the permit. Permit conditions that support analyses described
in the EAW or permit conditions that require mitigation or control described by the EAW are cited as
findings of the EAW.

Minnesota State Rules

Portions of the proposed facility are subject to the following Minnesota Standards of Performance:
e Minn. R. 7011.0515 Standards of Performance for New Indirect Heating Equipment
e Minn. R. 7011.0610 Standards of Performance for Fossil-Fuel-Burning Direct Heating Equipment
e Minn. R. 7011.0715 Standards of Performance for Post-1969 Industrial Process Equipment

Table 5. Regulatory overview of facility

Subject item™ ‘ Applicable regulations Rationale
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Subject item™

Applicable regulations

Rationale

TFAC 1 - Air Quality
Total Facility

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1 and 2(B); Minn. Stat.
116.07 subds. 4a & 9

EAW, AERA: Feedstock Control Plan.

¢ The EAW describes the feedstock control plan as a means
to ensure that hazardous materials are not shredded

e The AERA uses emission rates that assume a feedstock
control plan is in place.

This is a state-only requirement and is not enforceable by the
U.S. Environmental Protection Agency (EPA) Administrator and
citizens under the Clean Air Act

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2(B); Minn. Stat.
116.07, subds. 4a & 9; Minn.
R. 7007.0100, subps. 7(A),
7{L), & 7(M}, Minn. R.
7009.0010-7005.0090, Minn.
R.7011.0150

EAW, PM15/PM1c Modeling, Minnesota Rule Preventing
Particulate Matter from Becoming Airborne: Fugitive Dust
Control Plan.

e The EAW describes the fugitive dust control plan as a
means to mitigate fugitive dust.

¢ The modeling assumes an enforceable fugitive dust
control plan is in place.

Findings of EAW, Minn. R. ch.
4410; Minn. R. 7030.0010-
7030.0080

EAW: Noise Pollution Control.

The EAW includes a noise level projection. The Permittee is
required to verify this projection through noise testing upon
startup.

This is a state-only requirement and is not enforceable by the
U.S. Environmental Protection Agency (EPA) Administrator and
citizens under the Clean Air Act

COMG 1 —Ferrous
Building
Equipment

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2(B); Minn. Stat.
116.07 subds. 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7008.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i}; To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM..s/PMio Modeling, PSD, Part
70: Total Enclosure Conditions.

The permit contains conditions to ensure that the ferrous
processing building functions as a total enclosure and that all
emissions from the ferrous process are vented to control
equipment.

e The consent decree requires that shredding operation
(which includes the ferrous processing) be conducted in a
building(s) that is a total enclosure;

e The EAW describes a total enclosure combined with
particulate control as a means to minimize potential
environmental effects (through AERA and modeling
demonstration);

e The AERA uses emission rates for particulate HAPs from
the ferrous process that are based on 100% capture;

e The air dispersion modeling for PM1o and PMu.s uses
emission rates based on 100% capture of particulate
emission from the ferrous process;

e The Permittee relies on 100% capture combined with
particulate control to avoid major source classification
under PSD (for PM) and under Part 70 (for PM, PM1o, and
PMas).

Minn. R. 7011.0715

Standards of Performance for Post-1969 Industrial Process
Equipment.

The units in COMG 1 are each individually subject to standards
of performance because they are industrial process equipment
not in operation before July 9, 1969 for which a standard of
performance has not been promulgated in a specific rule.
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Subject item™

Applicable regulations

Rationale

Findings of EAW; Minn. R. ch.
4410; Minn. Stat. 116.07
subd. 4a & 9; Minn. R.
7007.0100, subps. 7{A), 7{L),
& 7(M); Minn. R. 7009.0010-
7009.0090

EAW, AERA, PM..s/PM1o Modeling: Hours of Operation Limit.

¢ The EAW describes AERA and modeling results based on
the hours of operation limit;

e The AERA uses emission rates based on the hours of
operation limit;

e The modeling uses emission rates based on the hours of
operation limit;

COMG 2 - Metal
Recovery Plant
(MRP)

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2(B); Minn. Stat.
116.07 subds. 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7009.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i}; To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM:.s/PM1o modeling, PSD, Part
70: Total Enclosure Conditions.

e The consent decree requires that shredder residue
process operation (MRP) be conducted in a building that
is a total enclosure;

e The EAW describes a total enclosure combined with
particulate control as a means to minimize potential
environmental effects (through AERA and modeling
demonstration);

e  The AERA uses emission rates based on 100% capture of
emissions from the MRP

e  The air dispersion modeling for PM1o and PM: s uses
emission rates based on 100% capture of emission from
the MRP.

e  The Permittee relies on 100% capture combined with
particulate control to avoid major source classification
under PSD (for PM) and under Part 70 (for PM, PM1o, and
PM2s).

Minn. R. 7011.0715

Standards of Performance for Post-1969 Industrial Process
Equipment.

The units in COMG 2 are each individually subject to standards
of performance because they are industrial process equipment
not in operation hefore July 9, 1969 for which a standard of
performance has not been promulgated in a specific rule.

COMG 3 -
Shredder Control
Equipment &
COMG 4 — Ferrous
Building Control
Equipment

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2(B); Minn. Stat.
116.07 subd 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7{M); Minn. R. 7009.0010-
7009.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i}; To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM:.s/PM1o modeling, PSD, Part
70: Overall Control Efficiencies Limits for PM, PMio, PM:s, and
Particulate HAP.

e The consent decree requires that Northern Metals install
particulate matter control equipment on the shredder
operation {(which includes the ferrous processing
operation) that collectively achieves the overall control
efficiencies listed in the permit for PM, PM1o, PMas;

e The EAW describes particulate matter control equipment
as a means to mitigate potential environmental effects;

e The AERA uses controlled emission rate of particulate
HAP;

e  The PMio and PMzsair dispersion modeling uses the
controlled emission rate of PMio and PMas;

e The facility relies on particulate matter control equipment
to remain below the major source thresholds for PSD (for
PM) and Part 70 for (PM, PM1o, and PM2s).
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Subject item™

Applicable regulations

Rationale

COMG 5 - Findings of EAW; Minn. R. ch. Consent Decree, EAW, AERA, PM..s/PM1o modeling, PSD, Part

Shredder Building 4410; Minn. R. 7007.0800 70, NESHAPs: Total Enclosure Conditions.

Equipment subps. 1-2(B); Minn. Stat. e The consent decree requires that shredding operation be
Section 116.07, subds. 4 & 9; conducted in a building that is a total enclosure;
Minn. R. 7007'0100'_ subps. e The EAW describes a total enclosure combined with
7(A), _7.(L)' & 7(M?; T'ﬂ? l particulate control as a means to minimize potential
Condition to avoid major environmental effects (through AERA and modeling
source under 40 CFR demonstration);
52‘21(P)(1)(_i); Title I Condition | o 716 AERA uses emission rates based on 100% capture of
to avoid major sourFe unc.jer particulate HAPs from the shredding process;
40 CFR 63.2; To avoid major e The air dispersion modeling for PMio and PM.s uses
source under 40 CFR 70.2 emission rates based on 100% capture of emission from

the shredding process;

e  The Permittee also relies on 100% capture combined with
particulate control to avoid major source classification
under PSD (for PM) and under Part 70 (for PM, PM1g, and
PM2s).

e The Permittee also relies on 100% capture combined with
Volatile HAP control to avoid major source classification
under NESHAP program.

Minn. R. 7011.0715 Standards of Performance for Post-1969 Industrial Process

Equipment.

EQUI 2 and 3 are subject to this requirement because they are

industrial process equipment not in operation before July 9,

1969 for which a standard of performance has not been

promulgated in a specific rule.

Findings of EAW; Minn. R. ch. EAW, AERA, PM..s/PM1o Modeling: Hours of Operation Limit.

4410; Minn. Stat. 116.07 e The EAW describes AERA and modeling results based on

subd. 4a & 9; Minn. R. the hours of operation limit;

7007.0100, subps. 7(A), 7(L), e The AERA uses emission rates based on the hours of

& 7({M); Minn. R. 7009.0010- operation limit;

7009.0090 e The modeling uses emission rates based on the hours of
operation limit.

STRU 19 ~ Findings of EAW; Minn. R. ch. = EAW, PM2.s/PM1o Modeling, PSD, Part 70: PM, PMio, and PMa.s

Combined Stack

4410; Minn. R. 7007.0800,
subps. 1-2(B); Minn. Stat.
116.07 subds. 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7009.0090; ); Title | Condition
to avoid major source under
40 CFR 52.21(b){1}(i); To avoid
major source under 40 CFR
70.2

Ib/hr Emission Limits.

e The EAW describes modeling results that are based on the
STRU 19 PM2s and PMuo limits;

e  The permit limits emissions from STRU 19 to the emission
rates used in the PM1o and PM2s modeling demonstration.

e The STRU 19 emission limits on PM, PMio and PMas, in
combination with other permit limits, allow the Permittee
to avoid major source classification under PSD (for PM)
and under Part 70 (for PM, PM1o and PMzs).
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Subject item™

Applicable regulations

Rationale

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1 & 2(B); Minn. Stat.
116.07 subds. 4a & 9

EAW, AERA: Mercury Ib/yr Emission Limits.

e The EAW describes a limited Mercury emission rate of 3
Ib/hr. Because STRU 19 is limited to 3 Ib/yr the facility
does not meet the criteria to be a new mercury emission
source as described in the MPCA’s December 6, 2012
Guidelines for New and Modified Mercury Air Emissions
Sources;

e  The permit limits emissions from STRU 19 to the emission
rates used in the AERA demonstration.

This is a state-only requirement and is not enforceable by the

U.S. Environmental Protection Agency (EPA) Administrator and

citizens under the Clean Air Act

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800;
subp. 1-2 Minn. Stat. 116.07
subds4a & 9

EAW, AERA: Risk Recalculation.

There are no limits on metal HAPs, volatile HAPs,
Dioxin/Furans, and PCBs because the AERA uses the
controlled, hours operation-limited PTE. However, the
Permittee is required to verify the emission rates of these
pollutants analyzed in the AERA through performance testing.
If the tested emission rates are higher than what was used in
the AERA, in order to ensure that estimated potential risks
from the facility do not exceed the risk management
guidelines applied in the AERA the Permittee shall conduct a
risk recalculation.

This is a state-only requirement and is not enforceable by the
U.S. Environmental Protection Agency (EPA) Administrator and
citizens under the Clean Air Act

TREA 1 -Centrifugal
Collector - High
Efficiency

TREAs 2, 3 -- Fabric
Filter - Low Temp

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2; Minn. Stat. 116.07
subd 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7008.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i}; To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM..5/PM1o modeling, PSD, Part
70: Requirements to Operate and Maintain Control Equipment
to Control PM, PM1o, PM2s, and Particulate HAP Emissions
from COMG 5.

e The consent decree requires that Northern Metals install
particulate matter control equipment on the shredder
operation;

e The EAW describes particulate matter control is needed
to minimize potential environmental effects (through
modeling demonstration and AERA);

¢ The AERA uses controlled emission rate of particulate
HAP;

e  The PMio and PM2sair dispersion modeling uses the
controlled emission rate of PM1o and PMas;

e The facility requires particulate matter control equipment
to remain below the major source thresholds for PSD (for
PM) and Part 70 for (PM, PMao, and PMas).
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Subject item™

Applicable regulations

Rationale

TREA 4 -Centrifugal
Collector - High
Efficiency

TREAs 2, 3 — Fabric
Filter - Low Temp

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps 1-2; Minn. Stat. 116.07,
subd. 4a & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7008.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i); To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM,.5/PM1o modeling, PSD, Part
70: Requirements to Operate and Maintain Control Equipment
to Control PM, PM1o, PM2s, and Particulate HAP Emissions
from COMG 1.

e The consent decree requires that Northern Metals install
particulate matter control equipment on the shredder
operation {which includes the ferrous processing
operation)

e The EAW describes that particulate matter control
equipment is needed to mitigate potential environmental
effects (through modeling demonstration and AERA};

e The AERA uses controlled emission rate of particulate
HAP;

e The PMuo and PMzsair dispersion modeling uses the
controlled emission rate of PM1o and PMys;

e The facility relies on particulate matter control equipment
to remain below the major source thresholds for PSD (for
PM) and Part 70 for (PM, PMao, and PM2s).

TREA 7 - Fabric
Filter - Low Temp

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2; Minn. Stat. 116.07
subds. 43 & 9; Minn. R.
7007.0100, subps. 7(A), 7(L),
& 7(M); Minn. R. 7009.0010-
7009.0090; Title | Condition to
avoid major source under 40
CFR 52.21(b){1){i}; To avoid
major source under 40 CFR
70.2

Consent Decree, EAW, AERA, PM..5/PM1o modeling, PSD, Part
70: Requirements to Operate and Maintain Control Equipment
to Control PM, PM1o, PM2s, and Particulate HAP Emissions
from COMG 2.

e The consent decree requires that Northern Metals install
particulate matter control equipment on the MRP;

e The EAW describes that particulate matter control
equipment is needed to mitigate potential environmental
effects (through modeling demonstration and AERA);

e The AERA uses the controlled emission rate particulate
HAPs;

e The PMio and PMzsair dispersion modeling uses the
controlled emission rate of PM1o and PMas.

e The facility relies on particulate matter control equipment
to remain below the major source thresholds for PSD (for
PM) and Part 70 for (PM, PMag, and PM2s).

TREA 8 — Thermal
Oxidizer

Findings of EAW; Minn. R. ch.
4410; Minn. R. 7007.0800,
subps. 1-2; Minn. Stat. subds.
4a & 9; Title | Condition to
avoid major source under 40
CFR 52.21(b){1}{i); To avoid
major source under 40 CFR
70.2; Title | Condition to avoid
major source under 40 CFR
63.2

EAW, AERA, PSD, Part 70, NESHAP: Requirements to Operate
and Maintain Control Equipment to Control VOC and Volatile
HAPs Emissions from COMG 5. {The permit also requires
control of COMG 1, but control of COMG 1 by TREA 8 is not
needed to avoid any regulatory thresholds, and all analyses
used uncontrolled VOC emissions from COMG 1.)

e EAW describes VOC control on the shredder that is
heeded to minimize the potential for environmental
effects (through AERA);

e The AERA relied on controlled emission rate of VOCs;

e  The facility relies on control of VOC emissions from the
shredder to remain below the major source thresholds for
PSD, Part 70, and the NESHAP program.
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Subject item™ Applicable regulations Rationale

Minn. R. 7011.0610 Standards of Performance for Fossil-Fuel-Burning Direct
Heating Equipment

Applicable limits based on:

1) Construction after July 9, 1969;

2) The facility is located outside of the Minneapolis-St. Paul
Air Quality Control Region; and

3) Total rated heat input of all indirect and direct heating
equipment at the facility is less than 250 MMBtu/hr
*Location of the requirement in the permit (e.g., EQUI 1, STRU 2, etc.}.

The language 'This is a state-only requirement and is not enforceable by the U.S. Environmental Protection
Agency (EPA) Administrator and citizens under the Clean Air Act’ refers to permit requirements that are
established only under state law and are not established under or required by the federal Clean Air Act. The
language is to clarify the distinction between permit conditions that are required by federal law and those
that are required only under state law. State law-only requirements are not enforceable by the EPA or by
citizens under the federal Clean Air Act, but are fully enforceable by the MPCA and citizens under provisions
of state law.

Technical information

Feedstock Control Plan

Emissions of hazardous air pollutants and volatile organic compounds from the shredder are dependent on the
composition of the feedstock. Northern Metals ensures hazardous materials and volatile materials are not
present in its feedstock through the actions required by its Feedstock Control Plan. The Feedstock Control Plan is
contained in Appendix C of this permit and is an enforceable part of the permit.

The permit requires the Permittee to update the feedstock control plan to address any new regulations or any
new products or scrap steams that might introduce hazardous or unacceptable materials in to the shredding
operation.

Total Enclosure Requirements

The consent decree requires that the shredder and associated process equipment and the metal recovery plant
activities all be conducted within a total enclosure or building(s) that function as a total enclosure. The permit
contains site-specific conditions based off of the requirements of the consent decree to ensure that the buildings
that house the shredder, the ferrous process, and the MRP function as a total enclosures.

Permit Flexibility

The permit states that any additions, replacements or changes to particulate emitting units in COMG 1 and COMG
2 are subject to the requirements of COMG 1 and 2 respectively and shall be vented to control equipment and
STRU 19 as described in the permit. Therefore, such additions and replacements would not automatically trigger a
major amendment solely due to an increase in PM, PM1o, or PM5 s emissions because any new, replaced, or
modified units are required to be controlled and subject to the PM, PMyg, or PM3 5 limits of STRU 19. However,
these changes would still need to be evaluated for amendment applicability and to see if the changes trigger any
new requirements. This approach is reasonable because the types of units that Northern Metals would add to
COMG 1 or COMG 2 would be similar to the proposed units in COMG 1 and COMG 2 and therefore compliance
with the existing permit conditions would be feasible.

3.1 Calculations of potential to emit {PTE)
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Attachment 1 to the TSD contains PTE calculations for the facility. The potential emission rates are based off
of emission factors derived from either the control equipment manufacturer’s grain loading guarantee,
testing conducted at Northern Metals’ Minneapolis facility, testing at other shredders in the United States,
or EPA’s AP-42 Fifth Edition Complication of Emission Factors.

Although the Becker facility will have a different shredder than the Minneapolis facility, the test data from
the Minneapolis facility were used to calculate emission factors for some pollutants for the Becker facility
because both shredders are totally enclosed, the Becker facility will have particulate control devices with
equivalent or better control efficiencies than the Minneapolis facility, and the anticipated feedstock at the
Becker facility will be substantially similar to the feedstock at the Minneapolis facility. The calculation
method for each set of pollutants and sources is described below.

Particulate Matter from Shredder and Ferrous Process

What is the colculation method?

The pound per hour controlled, limited particulate matter PTE from the shredder and ferrous process were
calculated using the fabric filter exhaust grain loading guarantee from the fabric filter manufacturer and the
design exhaust flow rate of each process.

The limited annual PTE of the shredder and ferrous process was calculated using the hours of operation limit
of 3744 hrs/yr. The uncontrolled PTE for these pollutants was back calculated assuming control efficiencies
from the permit that are based of the Control Equipment Rule Minn. R. 7011.0070 and Section V.F. of the
Consent Decree.

Example:

b T
PMhredder (E) = gr loading guaranteeg,pyic fitter (%Cf) * design flow rategreqger (DSCFM) * conversion factor

Why is this colculation method reasonable and conservative?
The calculation conservatively assumes that PM = PMyo= PM3s.

The data from particulate matter testing at the Minneapolis facility supports using the manufacturer’s rate
to calculate both an achievable and reasonably conservative controlled PTE for the Becker facility. Table 6
below compares the total particulate matter (filterable and condensable) grain loading measured during
three different test events at the Minneapolis facility to the fabric filter manufacturer’s guarantee. With the
exception of one test run, the manufacturer’s guarantee is more conservative than the tested rates.

The dispersion modeling demonstrates that these emissions rates are protective of the NAAQS and MAAQS
for PMyoand PM;s,

Table 6. Comparison of Particulate Matter Test Results and Fabric Filter Manufacturer Guarantee

Total Particulate Matter {gr/dscf)

12/01/09 Mpls Test | 12/22/09 Mpls Test | 12/20/16 Mpls Test | Mfc Guarantee
Run1 0.00344 0.00143 0.0007
Run 2 0.00118 0.00167 0.0007 0.00225
Run 3 0.00137 0.00195 0.0014

These processes, along with the MRP emissions vent to STRU 19. The permit limits pound per hour
particulate emission rate based on these calculations. Within 180 days after startup, and periodically
thereafter, the Permittee will verify the Ib/hr particulate emission rate of STRU 19 through performance

testing.
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VOC and Volatile HAP from Shredder and Ferrous Process

What is the calculation method?

The VOC and Volatile HAP PTE from the shredder and ferrous process are based on performance tests data.
Northern Metals conducted a test in July 2017 on its shredder and ferrous process combined stack to
measure total VOC emissions at its Minneapolis facility.

No site-specific data exists for speciation of VOCs or volatile HAPs from the Minneapolis facility, and there
are no published emission factors for speciated VOC or volatile HAPs from metal shredding processes. An
estimate of VOC speciation was important for the AERA analysis.

In consultation with EPA Region V, the MPCA was able to locate two sets of performance test data from
other metal shredders in the United States that have speciated VOC data. One report was for a 2010
performance test at OmniSource Corporation {Omnisource) in Jackson, Michigan, the other was a 2005
performance test at Adams Steel in Anaheim, California. Neither source has control for VOC emissions. The
Omnisource test data was used to estimate speciation of VOCs at the Becker facility.

From the Omnisource test, an emission factor for each VOC in the units of Ib speciated VOC/Ib total VOC (as
propane) was developed. To calculate PTE, the emission factor was multiplied by the highest emission rate
of VOC measured in the 3-run 2017 performance test at the Northern Metals Minneapolis facility. The
results were then scaled by the ratio of the maximum capacity of the proposed Becker shredder to the
throughput measured during the Minneapolis performance test. To calculate total VOC, the speciated VOC
PTEs were summed.

Example:

Ib tOlueneOmnisource max throughputBecker

b total VOComnisource

b
* total VOC (—

Toluene nredder & = ) *
shredder & ferrous T/ Mpls shreder & ferrous throughputMPls

Why is this method reasonable and conservative?

The only published emission factor for VOC emissions from scrap shredding operations that the MPCA is
aware of is from the Institute of Scrap Recycling Industry’s 1996 “Title V Applicability Workbook”. This
factor is 0.00136 |b VOC/tons material processed. VOC performance test data from across the country,
including the test from Northern Metals, show that this factor is a significant underestimation. Therefore,
the best data available for calculating total potential VOC emissions is from the Northern Metals
Minneapolis VOC test.

There are no published emission factors for speciated VOC from shredding operations or similar processes.
Test data from other shredding facilities was the best data available. The Omnisource test was used to
estimate VOC speciation because as compared with the Adams Steel test, Omnisource tested for more VOC
species and the results produced higher (more conservative) emission factors. Additionally, the Adams Steel
facility tested using 80% tin and 20% autos, whereas the feedstock for the Omnisource shredder was 100%
autos which is assumed to be worst case for VOC emissions.

Using the Omnisource data a Ib/lb VOC emission factor was used rather than a Ib/ton processed emission
factor because given the Omnisource data, a Ib/lb VOC emission factor is more conservative than a lb/ton
processed emission factor. Additionally any non-detects from the Omnisource test were assumed to be

emitted at the detection limit. Finally, to calculate total VOC, the speciated VOC PTEs were summed. This
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approach yields a more conservative value than simply scaling up the 2017 total VOC results from the
Minneapolis shredder by the maximum capacity of the proposed shredder.

The emission rate of VOC and volatile HAPs will be verified through performance testing upon startup.
Distribution of VOC and VOC-HAPs between the Shredder and Ferrous Process

What is the calculation method?

The 2017 performance test at Northern Metals’” Minneapolis facility measured the combined VOC emission
rate from both the shredder and ferrous process. However, because the majority of the VOC emissions are
produced by the shredder, the proposed Becker facility will control VOC emissions from the shredder but
not from the downstream ferrous processing. Therefore, for the purposes of calculating PTE it is necessary
to estimate what portion of total VOC is emitted by the shredder {(and controlled) and what portion is
emitting by the downstream ferrous process (and not controlled).

The only data that the MPCA is aware of that may address this question is from a test conducted by wTe
Recycling, Inc. in Greenfield Massachusetts. The shredding process at this facility has three stages of air
classification each with its own exhaust stack. The test measured emissions at each of the three discharge
points. A discussion with EPA Region | representatives familiar with the test and facility confirmed that the
first discharge point represents the primary shredder. The wTe test measured approximately 95% of the
VOC emissions from the primary shredder stack. Northern Metals used this data to approximate the relative
amount of VOC emitted from the shredder and ferrous process.

Example:
VOCWTe shredder

VOCshredder = VOCshreddeT&ferraus * voc
wTe shredder & ferrous

Why is this method reasonable and conservative?

Although it is unknown how well the operation at wTe Recycling approximates the proposed operation at
the Becker facility, the MPCA believes it is reasonable to assume that the majority of the VOC emissions are
generated in the shredder due to the heat generated by the shredding process. Because the total VOC
emissions from the shredder and ferrous process are conservative, even given the uncertainty of the exact
percentage of VOCs that are generated in the downstream ferrous process, the uncontrolled portion of the
VOCs that is calculated from the ferrous process is a reasonable estimate. The total VOC emission rate will
be verified through performance testing required by the permit.

VOC-HAP Control Efficiency

What is the basis of the efficiency?
Control efficiency for VOC and volatile HAPs from the thermal oxidizer is based on the manufacturer’s
guarantee of 95%.

Why is this efficiency reasonable and conservative?

The MPCA often uses the control efficiencies listed in Minn. R. 7011.0070 as a first check of whether a
proposed control efficiency is reasonably achievable because the efficiencies in the rule are conservative for
most types of operations and equipment. The rule allows for 97% control efficiency of VOC for thermal
oxidizers, but does not provide a volatile HAP control efficiency for a thermal oxidizer.

Table 3.2 of Design of Thermal Oxidation Systems for Volatile Organic Compounds by David A. Lewandowski
provides guidelines for VOC destruction efficiency as a function of temperature and residence time. The
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table assumes that at least 3.0% oxygen concentration is present in the products of combustion and that
there is sufficient turbulence. The table indicates that for 95% destruction efficiency of a given compound
the temperature of the thermal oxidizer should be 300° F above the compound’s auto-ignition temperature.
Based on the approximate auto ighition temperatures of the measured volatile HAPs (not including non-
detects) in OmniSource’s stack test, a minimum temperature limit of 1340°F is needed.

Therefore, if operated according the manufacturer’s specifications at a minimum combustion chamber
temperature of 1550°F, it is expected that the oxidizer will achieve at least 95% destruction efficiency of

volatile HAPs

Table 7. Approximate Auto Ignition Temperature for Select Hazardous Air Pollutants

Pollutant Ap;-)r-ox. Auto
Ignition Temp {°F)
n-Hexane 453
Benzene 1040
Trichloroethene 788
4-Methyl-2-pentanone 854
Toluene 986
Ethylbenzene 806
m,p-Xylenes 986
Styrene 914
o-Xylene 865
Cumene 795
Naphthalene 977
Isooctane 837

Mercury Emissions from Shredder and Ferrous Process

What is the calculation method?

Pound per hour mercury emissions from the shredder and ferrous process are based off of performance test
data from three test runs in August 2017 at the Minneapolis facility. An emission factor from test was
calculated in the pound per ton throughput. The annual emissions of mercury from the shredder, ferrous
process, and MRP are based on the permit limit of 3 Ib/yr.

Example:

by b h h ton
Hgshredder&ferrous hr) HgMpls shredder & ferrous \,n, * max tnrougnpulpecyer hr

Why is this calculation method reasonable and conservative?

The emission factor is based on the average emission rate plus one standard deviation; however, the
Permittee will be required to conduct an initial performance test within 180 days after startup to set an
emission factor based on site-specific data. Periodically thereafter, the Permittee is required to verify this
emission factor through performance testing.

Metal HAPs from Shredder and Ferrous Process
What is the calculation Method?
A controlled emission factor was calculated from performance test data for metal HAPs from two test events

of thee runs each in December 2009 and December 2016 at the Minneapolis facility. The highest test run
was used to calculate a controlled emission factor in the units of Ib/acfm for the shredder and ferrous
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process. Because the Becker facility will be equipped with particulate matter control equipment with
equivalent or better control efficiency than the Minneapolis shredder, it was assumed that the grain loading
is equivalent for both sources. The design air flow for the new shredder plus a safety factor was used to
calculate PTE for the new shredder.

The annual PTE was calculated using the hours of operation limit of 3744 hrs/yr. The uncontrolled PTE for
these pollutants was back calculated assuming a control efficiencies for PMy based of the Control
Equipment Rule Minn. R. 7011.0070

Example:

gr . . .
Pbshredder (E) = PbMpls shredder & ferrous (dSCf * dscfmshredder * conversion factor * Safety fCleOT'

Why is the calculation method reasonable and conservative?

There are no published emission factors for HAPs from scrap shredder processes. Test data was the best
data available. Although the Becker facility will have a different shredder than the Minneapolis facility, the
test data is reasonable to use for the Becker facility because both shredders and ferrous processes are
totally enclosed, the Becker facility will have particulate control devices with equivalent or better control
efficiencies as the Minneapolis facility, and the anticipated feedstock at the Becker facility will be
substantially similar to the feedstock at the Minneapolis facility. Additionally, the calculations include a
safety factor of 1.5 and use the highest single test run from both test events.

PCBs, Dioxin/Furan Emissions from Shredder and Ferrous Process

What is the calculation Method?

PCB and dioxin/furan emissions from the shredder and ferrous process were also based on performance test
data from 2009 and 2016, but because these pollutants are volatile compounds rather than particulate
compounds one cannot make the assumption that the grain loading rate is equivalent between the
proposed source and the tested source. Instead, an emission factor was calculated in the units of Ib/ton
material shredded. The maximum capacity of the proposed shredder plus a safety factor was used to
calculate PTE for the new shredder and ferrous process.

Control efficiency for dioxins and furans from the oxidizer is based off of the manufacturer’s guarantee of
50% control efficiency.

Example:

b b ) tons

PCBSshredder & ferrous (E) = PCBSMpls shredder & ferrous (

ton hT shredder & ferrous

Why is the calculation method reasonable and conservative?
There are no published emission factors for HAPs from shredder processes. Test data was the best data
available and the calculations used the highest single test run from both test events.

There is little data available on thermal destruction efficiency of dioxin and furans. The Permittee is
required by the permit to verify the emission rate of dioxins and furans through performance testing.

Particulate Matter from Metal Recovery Plant

What is the calculation method?
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The units in the metal recovery plant generate emissions from material handling. All emissions from the
metal recovery plant are routed to a fabric filter and out the combined stack. As was done for the shredder
and ferrous process, the aggregate PM, PM,, and PM, 5 emissions from the MRP were calculated using the
manufacturer’s grain loading guarantee for the fabric filter exhaust and the design flow rate for the MRP
exhaust.

The uncontrolled PTE for these pollutants was back calculated assuming control efficiencies based of the
Control Equipment Rule Minn. R. 7011.0070 and Section V.F. of the Consent Decree.

Why is this method reasonable and conservative?

To determine if this method was reasonably conservative, the MCPA compared the PTE calculated using the
grain loading guarantee to estimates provided by the drop point equation from AP-42 Chapter 13.2.4 for
Aggregate Handling and Storage Piles. The grain loading method yielded more conservative emission rates.

Of the published emission factors, the formula in Chapter 13.2.4 most closely approximates the emission
generating activities in the MRP. The formula requires a value for mean wind speed and material moisture
content. The Permittee conservatively assumed that wind speed indoors was 1.3 mph which is the low end
of the range of source conditions defined by the equation. The material moisture content is based off of
sampling conducted of the MRP feedstock at the Northern Metals Minneapolis location. The measured
moisture contents were in the range of 20-30%; therefore, the Permittee conservatively assumed a moisture
content of 15%. The Permittee determined the maximum number of drops that the material could
experience in the MRP and assumed that all of the material throughput to the MRP experienced that
number of drops. This is a conservative assumption because depending on the size of the material, the
material may follow a different path in the MRP with far fewer drop points.

Metal HAP from Metal Recovery Plant, including Mercury

What is the calculation method?
The calculations assume the same ratio of metal HAP to PMy, exists in the emissions generated in the MRP
as in the emissions generated in the shredder/ferrous process.

The annual emissions for all HAPs from the MRP are based on 8760 hrs/year with the exception of Mercury.
The annual emissions of mercury from the shredder, ferrous process, and MRP are based on the permit limit
for STRU 19 of 3 Ib/yr. The uncontrolled PTE for these pollutants was back calculated assuming a control
efficiencies for PMy, based of the Control Equipment Rule Minn. R. 7011.0070.

Example:

lb) _ Pbshredder (%)

Pbyrp (E 15 * PMypp (E)
P Mshredder (H)

Why is this method reasonable and conservative?

There are no published emission factors for HAPs from MRP processes nor was test data available for the
MRP. Using the test data from the shredder and ferrous process was the best data available. The
assumption that the ratio of PM to metal HAP is the same for both the MRP and the shredder/ferrous
process is conservative because the relative metallic content of the MRP is much lower than the
shredder/ferrous process feedstock. The majority of the metallic content is removed in the ferrous process
upstream of the MRP.

VOC, PCB, Dioxin/Furan from Metal Recovery Plant
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3.2

The calculations assume no emissions of VOC, PCB, or dioxin/furan from the metal recovery plant. Thisis a
reasonable assumption because the processes in the MRP building are material handling operations that
operate at ambient temperature.

Per Unit emission from MRP and Ferrous Process

The best data available for the MPCA to calculate emissions from the above processes are based on test
data that is aggregated at the stack. And all applicability determination and compliance demonstrations are
based on the aggregate emission rate from the shredder, ferrous process, and MRP. However, the ferrous
process and MRP are made of up several emission units, mainly material handling and separation units that
have the potential to generate emissions. There are no published emission factors for HAPs or VOCs from
these types of emission units processing this type of material. The MPCA generally requires PTE to be
calculated for each emission unit. In order to calculate PM, PMy;, and PM; 5 emissions for each unit, the
MPCA used AP-42 emission factors for handling and screening of aggregate material. To determine an
estimate of VOC emissions from each unit in COMG 1, the MPCA apportioned the total VOC emissions from
the ferrous process amongst the units in COMG 1. The MPCA did not perform this calculation for HAPs. The
MPCA did not calculate HAPs on a per unit basis because the Permittee is not a major source of HAPs and all
applicability determination and compliance demonstrations are based on the aggregate emission rate from
the shredder, ferrous process, and MRP.

Paved Road Emissions

Paved road emission calculations used AP-42 Ch. 13.2.1 for Paved Roads, equation 1. The silt loading value
required by the equation is based off silt testing at the Northern Metals Minneapolis site on un-watered
roads. The highest recorded silt value was used in the equation. This equation is conservative because it
assumes no mitigation from precipitation or watering of roads. The fugitive dust control plan required by
this permit requires watering and daily sweeping of the roads as well as other best management practices to
minimize generation of fugitive dust. The predicted emissions from the equation are also conservative
because they assume the maximum number of vehicles on all road segments every hour.

Fugitive Emissions form Waste Fluff Pile and Ferrous Product Pile

Handling of both waste fluff and ferrous product occur outside. Emissions from the material handling
associated with these piles is calculated using the drop point equation from AP-42 Section 13.2.4 for
Aggregate Handling and Storage Piles. Outdoor winds speeds were calculated from MPCA meteorological
data files for St. Cloud, MN. Moisture content of the waste fluff was based on actual moisture testing of the
waste fluff piles at the Northern Metals Minneapolis plant. On February 2, 2017, Northern Metals found the
moisture content of the waste fluff in the range of 20%-30%. Therefore, a moisture content of 15% is
conservatively used as it applies a safety factor to the measurements collected by Northern Metals.

Natural Gas Burning Combustion Equipment {(Thermal Oxidizer and Insignificant Activities)
These calculations use AP-42 Section 1.4 for Natural Gas Combustion. Greenhouse gas emission factors
from 40 CFR 98 Subpart C.

Dispersion modeling

Northern Metals performed a source impact analysis using NAAQS-based Significant Impact Level (SIL)
modeling for PM1o, PMas, NO,, SO,, and CO. The MPCA uses the SIL in non-PSD permitting actions as a de
minimus screening value to determine if further modeling analysis is needed. The SIL approach is consistent
with how the EPA determines, for new or modified sources of air emissions conducting PSD modeling, if the
sources will cause or contribute to a violation of the NAAQS. The SIL approach is also how the MPCA
determines for both PSD and non-PSD modeling if a change with cause or contribute to a violation of the
NAAQS or MAAQS. The modeled concentrations from the facility’s emissions were below all SiLs for all
pollutants.

Table 8. PM, s, PM;o, NO,, and SO; Air Dispersion Modeling Results
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Total modeled | Percent of

Averaging SIL concentration | SIL
Pollutant | period {ug/m?) {ug/m?) (%)

1-hr 7.52 1.52 20.2
NO:z

Annual 1 3.08 x 102 3.1

1-hr 7.86 9.12x 103 0.12

3-hr 25 8.51x 103 0.03
S0z

24-hr 5 3.34x 107 0.07

Annual 1 1.80 x 10* 0.02
PMuo 24-hr 5 2.51 50.1

24-hr 1.2 0.82 68.4
PMazs

Annual 0.3 6.24 x 102 20.8

1-hr 2000 154 0.08
co

8-hr 500 8.51x 10% 0.17

Fugitive Dust from Paved Roads

Fugitive dust emissions from paved roads was not included in the modeling analysis consistent with the
guidance in the May 16, 2011 MPCA memo titled, "Air Quality Policy on Paved Roads and Fugitive
Particulate Matter". The policy memo advises that fugitive road dust need not be included in modeling if
the predicted ambient impacts (modeled + background concentrations) equal less than 60% of the
applicable PM1p and 80% of the applicable PM, s standard or if the predicted ambient impacts {including
background) are less than 95% of the applicable standards and the facility maintains an appropriate and
enforceable fugitive dust control plan. The modeled ambient impacts from PMg and PM, s without taking
into account fugitive dust emissions are 48% of the 24-hour PM1 NAAQS, 50% of the 24-hour PM, s NAAQS,
and 50% of the annual PM,s NAAQS. In this case, although not consistent with the policy, the MPCA
believes that the facility should operate according to a fugitive dust control plan to ensure that the fugitive
emissions are minimized to the greatest extent possible. At the total facility level of the permit there are
requirements for the Permittee to maintain and comply with a fugitive emissions control plan (the most
current version of the plan is Appendix B to the permit).

Remodeling Requirements

In order to continue to protect ambient standards after a permit is issued, the MPCA may require that future
changes to a modeled parameter trigger remodeling or an equivalent or better dispersion analysis. The
MPCA evaluates what remodeling requirements should result from a modeling analysis on a case-by-case
basis based on the type of modeling conducted, how close the modeled ambient concentration is to the
relevant standard, how likely the source is to make changes that would increase the PTE of the pollutant(s)
modeled, how well the operating assumptions and emission estimates in the model resemble how the
facility operates, etc.

The MPCA has not required remodeling for facilities whose modeled concentrations are below the SIL
because the modeled contributions to ambient concentrations are small. The MPCA finds no reason to
deviate from this practice in this situation. In addition to modeled concentrations below a de minimus level,
the facility is unlikely to add emission sources that would increase the potential emissions of any of the
modeled pollutants or make changes that would affect the dispersion characteristics of STRU 19. Therefore
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the MPCA has reasonable assurance that the ambient standards will continue to be protected after the
permit is issued.

Air Emissions Risk Analysis

The AERA includes both a quantitative analysis of potential impacts to human health using MPCA’s Risk
Assessment Screening Spreadsheet ("RASS"), and a qualitative analysis using information from the site and
the surrounding community. Based on the results of the AERA the MPCA does not expect the project to
adversely affect human health and the environment.

The Permittee used the MPCA’s RASS to evaluate the acute toxicity, chronic toxicity, cancer, and non-cancer
risks associated with emissions from the proposed facility. The RASS conservatively considers the relative
health risk for each pollutant with a health benchmark emitted by the facility. The results of this assessment
determine the need for additional evaluation. Both the acute and the chronic risk values are acceptable
because they are at or less than the risk thresholds.

The qualitative risk analysis describes the area surrounding the facility site. The facility should not affect day
cares and schools located within the 1.5 kilometer radius from the facility. The results of the RASS show that
the facility does not need further evaluation for toxicity and cancer risks.

The Permittee also completed the Minnesota Mercury Risk Estimation Method (MMREM) spreadsheet. This
spreadsheet calculates the local mercury hazard quotient due to fish contamination from Mercury emissions
of a project. The closest fishable waterbody is the Mississippi river. The area of maximum deposition is an
area of 3,567 acres of fishable waterbody between St. Cloud dam and Coon Rapids dam on the Mississippi
River. There is no expected increase in the ratio of incremental fish Mercury concentration from the Project
relative to the existing water quality.

Although not part of the AERA, the MPCA also evaluated existing data on the air quality and background
conditions in Becker including statewide modeling results from the MPCA’s publicly available “MNrisks” tool
to ensure that Becker and the surrounding areas are not uniquely impacted by cumulative air emissions from
facilities or roadways in the area. The MNrisks tool shows that the modeled risk for Becker and the
surrounding area is similar to surrounding counties and less than the metro area and did not identify any
issues for further investigation. Using the MPCA’s publicly available “criteria pollutant data explorer” online
tool, the MPCA also confirmed that monitored emissions in 2017 at the closest monitors in St. Cloud and St.
Michael are all less than 50% of the daily and annual PM2.5 standard and less than 85% of the 8-hour ozone
standard.

Risk Recalculation Requirements

As is done with the criteria air dispersion modeling results, the MPCA evaluates the AERA results on a case
by case basis to determine what types of changes at the facility may require the Permittee to recalculate risk
or remodel toxic air pollutants to ensure that changes after the permit is issued do not have the potential to
adversely affect human health.

Similarly some of the factors considered are each addressed below:

¢« How close is the facility to the applicable risk management guidance levels.
The AERA demonstrated that for all pathways and endpoints the modeled concentrations are below
guidance levels

¢ The facility setting (e.g. the possibility of surrounding land use changes).
The proposed location for the Norther Metals Becker site is zoned for industry, and is close to Xcel
Energy Sherburne Country Generating Center and Liberty Paper. The area across Highway 10 is well-
established commercial property. It is unlikely that there will be changes to the surrounding land use
that would affect the outcome of the risk analysis.
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¢ The likelihood that facility modifications would increase the PTE of the modeled pollutant(s} emission or
change dispersion characteristics.
Any new or modified shredder, ferrous, or MRP equipment is required by the permit to vent emissions
through control equipment and meet the existing permit limits, so it is unlikely that any modifications
would change the dispersion characteristics or modeled emission rates.

¢ The likelihood that process changes would lead to emissions of new toxic pollutants.
Potential for new toxic pollutants would come from the introduction of a new or modified feedstock
stream. The permit contains conditions that require Northern Metals to evaluate any new
product/feedstock streams to ensure they do not introduce new or greater amounts of any hazardous
or toxic materials.

Therefore, the MPCA has determined that a risk recalculation shall only be required if it is determined
through stack testing that the emission rates used in the AERA for metal air toxics, volatile HAPs,
dioxin/furans, and PCBs are lower than the tested rate. It is unlikely that the tested metal HAP rate would
exceed the PTE calculations because of the levels of conservatism included in the calculations; however, this
recalculation requirement includes an additional layer of protection and conservatism.

Monitoring

In accordance with the Clean Air Act, it is the responsibility of the owner or operator of a facility to have
sufficient knowledge of the facility to certify that the facility is in compliance with all applicable
requirements.

In evaluating the monitoring included in the permit, the MPCA considered the following:
e the likelihood of the facility violating the applicable requirements;
e whether add-on controls are necessary to meet the emission limits;
e the variability of emissions over time;
e the type of monitoring, process, maintenance, or control equipment data already available for the
emission unit;
e the technical and economic feasibility of possible periodic monitoring methods; and
e the kind of monitoring found on similar units elsewhere.

Table 9 summarizes the monitoring requirements.

Table 9. Monitoring

Subject What is the
ltem* | Requirement (basis) | monitoring? Why is this monitoring adequate?
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Subject What is the

ltem* Requirement {basis) | monitoring? Why is this monitoring adequate?

TFAC - Air Feedstock Control Load and vyard Upon dropping off loads, Northern Metals requires

Quality Total | Plan: feedstock inspections, suppliers to certify that the load does not contain any

Facility limited by supp